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NOTES FOR CMOS DEVICES 


@ PRECAUTION AGAINST ESD FOR SEMICONDUCTORS 

Note: 

Strong electric field, when exposed to a MOS device, can cause destruction of the gate oxide and 
ultimately degrade the device operation. Steps must be taken to stop generation of static electricity 
as much as possible, and quickly dissipate it once, when it has occurred. Environmental control 
must be adequate. When it is dry, humidifier should be used. It is recommended to avoid using 
insulators that easily build static electricity. Semiconductor devices must be stored and transported 
in an anti-static container, static shielding bag or conductive material. All test and measurement 
tools including work bench and floor should be grounded. The operator should be grounded using 
wrist strap. Semiconductor devices must not be touched with bare hands. Similar precautions need 
to be taken for PW boards with semiconductor devices on it. 


HANDLING OF UNUSED INPUT PINS FOR CMOS 

Note: 

No connection for CMOS device inputs can be cause of malfunction. If no connection is provided 
to the input pins, it is possible that an internal input level may be generated due to noise, etc., hence 
causing malfunction. CMOS devices behave differently than Bipolar or NMOS devices. Input levels 
of CMOS devices must be fixed high or low by using a pull-up or pull-down circuitry. Each unused 
pin should be connected to Vop or GND with a resistor, if it is considered to have a possibility of 
being an output pin. All handling related to the unused pins must be judged device by device and 
related specifications governing the devices. 


STATUS BEFORE INITIALIZATION OF MOS DEVICES 

Note: 

Power-on does not necessarily define initial status of MOS device. Production process of MOS 
does not define the initial operation status of the device. Immediately after the power source is 


turned ON, the devices with reset function have not yet been initialized. Hence, power-on does 


not guarantee out-pin levels, I/O settings or contents of registers. Device is not initialized until the 
reset signal is received. Reset operation must be executed immediately after power-on for devices 
having reset function. 


V20, V30, V2OHL, V30HL, V40, V50, V40HL, V50HL, V33A, V53A, and V series are trademarks of NEC 
Corporation. 
InterTool is a trademark of Intermetrics Microsystems Software, Inc. 


The information in this document is current as of February, 1997. The information is subject to 
change without notice. For actual design-in, refer to the latest publications of NEC's data sheets or 
data books, etc., for the most up-to-date specifications of NEC semiconductor products. Not all 
products and/or types are available in every country. Please check with an NEC sales representative 
for availability and additional information. 

No part of this document may be copied or reproduced in any form or by any means without prior 

written consent of NEC. NEC assumes no responsibility for any errors that may appear in this document. 

NEC does not assume any liability for infringement of patents, copyrights or other intellectual property rights of 

third parties by or arising from the use of NEC semiconductor products listed in this document or any other 
liability arising from the use of such products. No license, express, implied or otherwise, is granted under any 
patents, copyrights or other intellectual property rights of NEC or others. 

Descriptions of circuits, software and other related information in this document are provided for illustrative 

purposes in semiconductor product operation and application examples. The incorporation of these 

circuits, software and information in the design of customer's equipment shall be done under the full 
responsibility of customer. NEC assumes no responsibility for any losses incurred by customers or third 
parties arising from the use of these circuits, software and information. 

While NEC endeavours to enhance the quality, reliability and safety of NEC semiconductor products, customers 

agree and acknowledge that the possibility of defects thereof cannot be eliminated entirely. To minimize 

risks of damage to property or injury (including death) to persons arising from defects in NEC 
semiconductor products, customers must incorporate sufficient safety measures in their design, such as 
redundancy, fire-containment, and anti-failure features. 

NEC semiconductor products are classified into the following three quality grades: 

"Standard", "Special" and "Specific". The "Specific" quality grade applies only to semiconductor products 

developed based on a customer-designated "quality assurance program" for a specific application. The 

recommended applications of a semiconductor product depend on its quality grade, as indicated below. 

Customers must check the quality grade of each semiconductor product before using it in a particular 

application. 

"Standard": Computers, office equipment, communications equipment, test and measurement equipment, audio 
and visual equipment, home electronic appliances, machine tools, personal electronic equipment 
and industrial robots 

"Special": Transportation equipment (automobiles, trains, ships, etc.), traffic control systems, anti-disaster 
systems, anti-crime systems, safety equipment and medical equipment (not specifically designed 
for life support) 

"Specific": Aircraft, aerospace equipment, submersible repeaters, nuclear reactor control systems, life 
support systems and medical equipment for life support, etc. 

The quality grade of NEC semiconductor products is "Standard" unless otherwise expressly specified in NEC's 

data sheets or data books, etc. If customers wish to use NEC semiconductor products in applications not 

intended by NEC, they must contact an NEC sales representative in advance to determine NEC's willingness 
to support a given application. 

(Note) 

(1) "NEC" as used in this statement means NEC Corporation and also includes its majority-owned subsidiaries. 

(2) "NEC semiconductor products" means any semiconductor product developed or manufactured by or for 

NEC (as defined above). 
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Regional Information 


Some information contained in this document may vary from country to country. Before using any NEC 


product in your application, please contact the NEC office in your country to obtain a list of authorized 
representatives and distributors. They will verify: 


¢ Device availability 
¢ Ordering information 


e Product release schedule 


¢ Availability of related technical literature 


¢ Development environment specifications (for example, specifications for third-party tools and 
components, host computers, power plugs, AC supply voltages, and so forth) 


¢ Network requirements 


In addition, trademarks, registered trademarks, export restrictions, and other legal issues may also vary 


from country to country. 


NEC Electronics Inc. (U.S.) 
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Madrid Office 
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Tel: 91-504-2787 
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Tel: 08-63 80 820 
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NEC Electronics Taiwan Ltd. 
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MAJOR REVISIONS IN THIS EDITION 


Contents 


Throughout The following products have been deleted: 
* pwPD70208 (A) (V40) 
« wPD70216 (A) (V50) 


( 
+ uPD70270 (V41™) 
+ uwPD70280 (V51™) 


The mark * shows major revised points. 


Readers 


Purpose 


Organization 


PREFACE 


This manual is intended for engineers who wish to understand the functions of the 
following 16-bit V series microprocessors and design application systems using them. 


Parts Number 


uPD70108 


uPD70116 


uPD70108H 


uPD70116H 


uPD70208 


uPD70216 


uPD70208H 


uPD70216H 


uPD70136A 


uPD70236A 


This manual is to introduce the instruction functions of the above 16-bit V series 


microprocessors. 


Two volumes of the User’s Manual of the above 16- bit V series microprocessors are 


available: Hardware Manual and Instruction Manual (this manual). 


Hardware Manual 


Instruction Manual 


General 

Pin Function 

CPU Function 

Internal Block Function 
Bus Control Function 
Interrupt Function 
Standby Function 
Reset Function 

Others 


General 

Instruction Description 

Instruction Map 

Correspondence of Mnemonic between uPD8086 and 8088 


How to Read This Manual 


Legend 


It is assumed that readers of this manual have a basic knowledge of electricity, logic 
circuits, and microcontrollers. Unless otherwise specified, the descriptions in this 
manual apply to all the models in the 16-bit V series microprocessors. Note that part 
number “uwPD70...” is referred to as “V...” in this manual. 


To check the details of the function of an instruction whose mnemonic is known, 
— Referto CHAPTER 2 INSTRUCTIONS (instructions are shown in alphabetic order 
of the mnemonic) 


To understand the details of each instruction, 
— Read this manual in the order of the Table of Contents. 


To understand the hardware functions of each product, 
— Refer to the User’s Manual - Hardware (separate volume) for each product. 


To find the electrical specifications 
— Refer to the data sheet for each product. 


Data significance : Left: high, right: low 

Active low : Xxx (top bar over pin or signal name) 

Memory map address : Top: high, bottom: low 

Address representation : x indicates a segment value, and y indicates an offset value 
in the following case: 


x: YH 
Note : Explanation of items marked with Note in the text 
Caution : Important information 
Remark : Supplement 
Numeric notation : Binary ws XXX OF XXxxB 
Decimal wae XXXX 


Hexadecimal ... xxxxH 


Related documents 


preliminary versions are not marked as such. 


Data Sheet 
Parts Number 


IC-1827 


User’s Manual 


IC-1828 


Hardware 
IEM-871 This 


manual 


IC-3552 


IEU-761 


U10154E 


U10666E 


IC-3659 


U11610E 


U10136E 


U10032E 


U10120E 


U10108E 


Instruction 


Application Note 


Register 
Table 


The documents referred to in this publication may include preliminary versions. However, 


U10911E 


Software 


U10554E 


U10037E 


Hardware Design 
U10911E 


Software 


U11123E 


U10188E 
Address Expansion, 
Software 


U10875E 


[MEMO] 
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CHAPTER 1 GENERAL 


The 16-bit V series microprocessors have 101 common instructions that are completely compatible in terms of 
software, so that your software resources can be effectively utilized. 


In addition to these common instructions, the V20, V30, V2OHL, V30HL, V40, V50, V40HL, and V50HL have three 
dedicated instructions (BRKEM, RETEM, and CALLN) to support emulation mode. 


The V33A and V53A have two dedicated instructions (BRKXA and RET XA) to support the extended address mode. 


Figure 1-1. Relations between Common Instructions and Dedicated Instructions of Each Model 


V20, V30, V20HL, V30HL, 
V40 V50 V40HL, V5OHL, 


V33A, V53A 


Dedicated emulation 
mode instructions 


BRKEM 
RETEM 


CALLN 


Dedicated extended 
address mode 
instructions 


BRKXA 
RETXA 


16-bit V series common instructions (101 types) 


Remark For the emulation mode and extended address mode, refer to the Hardware Manual of each model. 


CHAPTER 1 GENERAL 


1.1 Classification of Instructions by Function 
The instructions of the 16-bit V series can be broadly divided by classification of function into the following 27 types. 
Table 1-1. Classification of Instructions by Function 


Instruction Group Mnemonic (alphabetical order) 
Data transfer instructions LDEA, MOV, TRANS, TRANSB, XCH 
Repeat prefix REP, REPC, REPE, REPNC, REPNE, REPNZ, REPZ 


Primitive block transfer instructions CMPBK, CMPBKB, CMPBKW, CMPM, CMPMB, CMPMW, LDM, LDMB, 
LDMW, MOVBK, MOVBKB, MOVBKW, STM, STMB, STMW 


Bit field manipulation instructions EXT, INS 

I/O instructions IN, OUT 

Primitive |/O instructions INM, OUTM 

Add/subtract instructions ADD, ADDC, SUB, SUBC 

BCD operation instructions ADD4S, CMP4S, ROL4, ROR4, SUB4S 


Increment/decrement instructions DEC, INC 

Multiplication/division instructions DIV, DIVU, MUL, MULU 

BCD adjustment instructions ADJ4A, ADJ4S, ADJBA, ADJBS 
Data conversion instructions CVTBD, CVTBW, CVTDB, CVTWL 


Compare instructions CMP 


Complement operation instructions NEG, NOT 


Logical operation instructions AND, OR, TEST, XOR 

Bit manipulation instructions CLR1, NOT1, SET1, TEST1 
Shift instructions SHL, SHR, SHRA 

Rotate instructions ROL, ROLC, ROR, RORC 


Subroutine control instructions CALL, RET 
Stack manipulation instructions DISPOSE, POP, PREPARE, PUSH 


Branch instruction BR 


Conditional branch instructions BC, BCWZ, BE, BGE, BGT, BH, BL, BLE, BLT, BN, BNC, BNE, BNH, 
BNL, BNV, BNZ, BP, BPE, BPO, BZ, BV, DBNZ, DBNZE, DBNZNE 


Interrupt instructions BRK, BRKV, CHKIND, RETI 

CPU control instructions BUSLOCK, DI, El, FPO1, FPO2, HALT, NOP, POLL 
Segment override prefix DSO:, DS1:, PS:, SS: 

Dedicated emulation mode instructionsN°te 1 BRKEM, CALLN, RETEM 

Dedicated extended address mode instructionsN°t*2, | BRKXA, RETXA 


Notes 1. Except V33A and V53A 
2. V33A and V53A only 
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1.2 Instruction Word Format 


Basically, an instruction word (object code) is in the following format. 


Figure 1-2. Instruction Format 


Remark opcode : 8-bit code indicating type of instruction 
Operand : Field indicating register and memory address to be manipulated by instructions. Indicated 
as a field of 0 to 5 bytes. 


1.3 Functional Outline of Each Instruction 


1.3.1 Data transfer instructions 
The data transfer instructions transfer data between two registers and between a register and memory, without 
data manipulation. These instructions can be classified into the following four types. 


To transfer general data (MOV) : Transfers a specified byte/word from the second operand to the first 
operand. Can also directly transfer a numeric value to a register or 
memory. 

To transfer effective address (.DEA) : Transfers the offset address (effective address) of the second operand 
to the first operand. 

To transfer conversion table (TRANS): Transfers 1 byte of a conversion table. 

Exchanges general data (XCH) : Exchanges the contents of the first operand with those of the second 
operand. 


1.3.2 Block manipulation instructions 

A block (successive data) of bytes or words can be transferred or compared by using a repeat prefix and a primitive 
block transfer instruction. 

The primitive block transfer instructions transfer, compare, and scan data, like the instructions that transfer data 
with the accumulator in block units. If a 1-byte repeat prefix is used, repetitive processing by hardware can be 
performed so that data can be manipulated successively. 


1.3.3 Bit field manipulation instructions 

The bit field manipulation instructions can be used to transfer data of specified length between a specified bit field 
area and the AW register, with a contiguous memory area regarded as the bit field. 

These instructions update a word offset (IX or IY register) and bit offset (8-bit general-purpose register) and 
automatically specify successive bit field data after the instructions have been executed. These instructions are useful 
for computer graphics and high-level languages and can support, for example, packed array of Pascal and data 
structure of record type. 
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1.3.4 I/O instructions 
The I/O instructions and primitive I/O instructions can read/write I/O devices. 
The I/O devices transfer data with the CPU via the data bus by using these instructions. 


1.3.5 Operation instructions 
The following instructions can execute 8-/16-bit data operations. 


Add/subtract, increment/decrement, multiplication, division, compare, complement operation, logical operation 

The increment/decrement instructions can increment (+1) or decrement (—1) the 8-/16-bit data of the general- 
purpose registers or memory. 

Each operation instruction is not executed in a register or memory whose contents are to be manipulated, but 
actually executed in the ALU. The result of the operation is set (1) or reset (0) to the flags of the program status word 
(PSW). 


Figure 1-3. Operation of ALU When Operation Instruction Is Executed 


Operation instruction 


Set result of operation 


Set status of operation result 


1.3.6 BCD operation instructions 

The BCD operation instructions can be used to represent decimal numbers by using hexadecimal numbers for 
calculation. 

These instructions can also be used to execute arithmetic operation or comparison of BCD strings in memory. 

Instructions that support rotating the BCD strings are also included. 

Because the operand and comparison instructions are used to manipulate specific registers, they do not have an 
operand that specifies a packed BCD string. 

The first address of the source string (address of the byte data including LSD) is specified by the contents of the 
IX register in data segment 0 (DSO). 

The first address (address of the byte data including LSD) of the destination string is specified by the contents 
of the IY register in data segment 1 (DS1). 

The number of digits is specified by the contents of the CL register. 

Because the destination string and source string must be of the same length, 0 is extended to the length of longer 
string if the lengths of the two are different. 
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1.3.7 BCD adjustment instructions 
BCD operation is supported by executing a BCD adjustment instruction before or after arithmetic operation. 
Because the BCD adjustment instructions are executed on the AL register, they do not have an operand. In the 
case of addition and subtraction, adjustment can be made to both packed BCD and unpacked BCD. In the case of 
multiplication and division, however, adjustment can be made to only unpacked BCD representation. 


1.3.8 Data conversion instruction 
The data conversion instructions can convert the type and word length of binary and decimal numbers. 
The CVTBD and CVTDB instructions convert binary numbers and 2-digit unpacked BCD. 
The CVTBW and CVTWL instructions extend the sign in a register. 


1.3.9 Bit manipulation instructions 

The bit manipulation instructions are used to execute logical operations on the bit data of the general-purpose 
registers or memory. 

The operand of the instruction format is “reg, bit” or “mem, bit”. 

The first operand, reg or mem, specifies 8-/16-bit data including the bit data to be manipulated and codes a general- 
purpose register or an effective address. 

The second operand bit indicates the address of the bit data in a byte or word, and uses the contents of CL or 
8-bit immediate data. If reg or mem is 8-bit data, only the low-order 3 bits are the valid bit address. If reg or mem 
is 16-bit data, only the low-order 4 bits are the valid bit address, and the high-order bits are ignored. 


1.3.10 Shift and rotate instructions 

The shift or rotate instructions shift or rotate the 8-/16-bit data of a general-purpose register or memory 1 bit or 
more (0 to 255). 

The shift instructions are divided into arithmetic shift and logical shift instructions. Usually, the number of digits 
to be shifted is 1, but it can be changed depending on the value of the CL register each time the instruction has been 
executed if specified by the count operand of the instruction (255 max.). The arithmetic shift instruction inserts 0 to 
the LSB of the data shifted if the data has been shifted 1 bit to the left, and 1 to the MSB of the data if the data has 
been shifted 1 bit to the right. The logical shift instruction does not cause the value of the LSB or MSB to be changed 
even when the data has been shifted 1 bit. 

Like the shift instructions, the number of digits to be rotated by a rotate instruction is specified by the count operand 
of the instruction. This value is the value stored to the CL register. As a result of executing the rotate instruction, the 
CY and V flags are affected. The bit rotated out is always stored to the CY flag. The V flag always becomes undefined 
if two or more digits have been rotated. If only one digit is rotated and the MSB (extension) of the destination is affected 
as a result, the V flag is set to 1; otherwise, the flag is reset to 0. The CY flag can be used as the extension of the 
destination when the ROLC or ROR instruction is used. 


1.3.11 Stack manipulation instructions 
The stack manipulation instructions are used to manipulate the stack in the memory. 
The following four types of stack manipulation instructions are available. 


PUSH : Saves data to the stack. 

POP : Restores data from the stack. 

PREPARE : Creates a stack frame and copies a frame pointer to secure an area for a local variable or to 
reference a global variable. 

DISPOSE : Restores the stack pointer (SP) and base pointer (BP) to the status before the PREPARE 
instruction is executed. 
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1.3.12 Program branch instructions 


These instructions branch program execution to specified addresses. The following four types of branch 


instructions are available. 


Subroutine control instructions 


Branch instruction 
Conditional branch instructions : 


Interrupt instructions 


1.3.13 CPU control instructions 


: Save the contents of the program counter (PC) to the stack (CALL) or restore 


the contents of the PC from the stack (RET). 


: Branches the flow of an instruction to a specified address. 


Branch the flow of instruction execution to a specified address depending 
on the value of a flag. 


: Temporarily stop execution of the program and controls flow of program 


execution by means of software interrupts if an external device requests for 
interrupt or if an operation error occurs. 


The CPU control instructions manipulate flags, synchronize the processor with an external device, or transfer data. 
An instruction that causes the CPU to execute nothing (NOP) is also available. 


1.3.14 Mode select instructions 


(1) Emulation mode (except V33A and V53A) 
The mode can be changed between the native and emulation modes by using a dedicated emulation mode 


instruction. 


(2) Extended address mode (V33A and V53A only) 
The mode can be changed between the normal address mode and extended address mode by using a 
dedicated extended address mode instruction. 
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2.1 Description of Instructions (in alphabetical order of mnemonic) 
This chapter explains the following items for each instruction. 


[Format] 
[Operation] 
[Operand] 

[Flag] 
[Description] 
[Example] 
[Number of bytes] 
[Word format] 


In [Format], [Operation], and [Operand], several identifiers are used. 

Tables 2-2 through 2-4 show the identifiers used and their meanings, and Tables 2-5 through 2-7 explain how to 
select memory addressing modes, general-purpose registers, and segment registers. 

[Flag] shows, by using identifiers, the operations of the flags that are affected as a result of executing the given 
instruction. Table 2-1 shows examples of operations of each flag. 


Table 2-1. Example of Flag Operation 


Identifier Description 


Not affected 

Reset to 0 

Set to 1 

Set to 1 or reset to 0 depending on result 
Undefined 

Restores previously saved value 


CHAPTER 2. INSTRUCTIONS 


Table 2-2. Example of Operand Type 


reg 8-/16-bit general-purpose register 
(destination register for instruction using two 8-/16-bit general-purpose registers) 
reg’ Source register for instruction using two 8-/16-bit general-purpose registers 
reg8 8-bit general-purpose register 
(destination register for instruction using two 8-bit general-purpose registers) 
reg’ Source register for instruction using two 8-bit general-purpose registers 
regi6 16-bit general-purpose register 
(destination register for instruction using two 16-bit general-purpose registers) 
reg16’ Source register for instruction using two 16-bit general-purpose registers 
mem 8-/16-bit memory address 
mems 8-bit memory address 
mem16 16-bit memory address 
mem32 32-bit memory address 
dmem 16-bit direct memory address 
imm 8-/16-bit immediate data 
imm3 3-bit immediate data 
imm4 4-bit immediate data 
imm8s 8-bit immediate data 
imm16 16-bit immediate data 
acc Accumulator (AW or AL) 
sreg Segment register 
src-table Name of 256-byte conversion table 
src-block Name of source block addressed by IX register 
dst-block Name of destination block addressed by IY register 
near-proc Procedure in current program segment 
far-proc Procedure in other program segments 
near-label Label in current program segment 
short-label Label in range of end of instruction —128 to +127 bytes 
far-label Label in other program segments 
regptr16 16-bit general-purpose register having offset of call address in current program segment 
mempitr16 16-bit memory address having offset of call address in current program segment 
mempir32 32-bit memory address having offset and segment data of call address in other program segments 
pop-value Number of bytes discarded from stack (0 to 64K, usually even number) 


fp-op Immediate value identifying instruction code of floating-point coprocessor 

R Register set (AW, BW, CW, DW, SP, BP, IX, IY) 

DS1-spec DS1 or segment name/group name ASSUMEd to DS1 

Seg-spec Any segment register name or segment name/group name ASSUMEd to segment register 
[ ] Can be omitted 
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mod, mem 
(disp-low) 
(disp-high) 
disp-low 
disp-high 
imm3 
imm4 
imm8s 
imm16-low 
imm16-high 
addr-low 
addr-high 
sreg 
Ss 
offset-low 
offset-high 
seg-low 
seg-high 
pop-value-low 
pop-value-high 
disp8 


Table 2-3. Example of Instruction Word 


Byte/word field (0, 1) 

Register field (000 to 111) 

Register field (000 to 111) (Source register for instruction using two registers) 
Memory addressing specification bit (mod: 00 to 10, mem: 000 to 111) 
Low-order byte of option 16-bit displacement 

High-order byte of option 16-bit displacement 

Low-order byte of 16-bit displacement for PC relative addition 
High-order byte of 16-bit displacement for PC relative addition 

3-bit immediate data 

4-bit immediate data 

8-bit immediate data 

Low-order byte of 16-bit immediate data 

High-order byte of 16-bit immediate data 

Low-order byte of 16-bit direct address 

High-order byte of 16-bit direct address 


Segment register specification bit (00 to 11) 


Sign extension specification bit (1: sign extension, 0: not sign extension) 
Low-order byte of 16-bit offset data loaded to PC 

High-order byte of 16-bit offset data loaded to PC 

Low-order byte of 16-bit segment data loaded to PS 

High-order byte of 16-bit segment data loaded to PS 

Low-order byte of 16-bit data specifying number of bytes discarded from stack 
High-order byte of 16-bit data specifying number of bytes discarded from stack 
8-bit displacement relatively added to PC 


Operation codes of floating-point coprocessor 
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Table 2-4. Legend of Description of Instruction Format and Operand (1/2) 


Destination operand 
Destination operand 
Destination operand 

Source operand 

Source operand 

Source operand 

Target operand 

Accumulator (16 bits) 
Accumulator (high-order bytes) 
Accumulator (low-order bytes) 
BW register (16 bits) 

16 bits) 
low-order byte) 


( 
CW register ( 
CW register ( 
DW register (16 bits) 
Base pointer (16 bits) 

Stack pointer (16 bits) 

Program counter (16 bits) 

Program status word (16 bits) 

Index register (source) (16 bits) 
Index register (destination) (16 bits) 
Program segment register (16 bits) 
Stack segment register (16 bits) 
Data segment 0 register (16 bits) 
Data segment 1 register (16 bits) 
Auxiliary carry flag 

Carry flag 

Parity flag 

Sign flag 

Zero flag 

Direction flag 

Interrupt enable flag 

Overflow flag 

Break mode 

Mode flag (not provided to V33A and V53A) 
Memory contents indicated by ( ) 
Displacement (8/16 bits) 

Temporary register (8/16/32 bits) 
Temporary register (16 bits) 
Temporary register (16 bits) 
Temporary register A (16 bits) 
Temporary register B (16 bits) 


Temporary register C (16 bits) 


ext-disp8 16-bits as result of sign-extending 8-bit displacement 
seg Immediate segment data (16 bits) 
offset Immediate offset data (16 bits) 
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Transfer direction 

Add 

Subtract 

Multiply 

Divide 

Modulo 

Logical product (AND) 
Logical sum (OR) 
Exclusive logical sum (XOR) 
2-digit hexadecimal value 
4-digit hexadecimal value 


Table 2-5. Memory Addressing 


BW+1IX+disp8 BW+1X+disp16 
BW+IlY+disp8 BW+lY+disp16 
BP+IX+disp8 BP+IX+disp16 
BP+lY+disp8 BP+lY+disp16 
IX+disp8 IX+disp16 
lY+disp8 l¥+disp16 
Direct address BP+disp8 BP+disp16 
BW BW+disp8 BW+disp16 


Table 2-6. Selecting 8-/16-Bit General- Table 2-7. Selecting Segment Register 
Purpose Register 
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Figure 2-1. Description Example 


Mnemonic 


va Function — 


A D D Addition 


Add 


Describes basic description format of [Format] ADD dst, src eunmeme 


instruction by using symbols. 


Describes operation of instruction by using [Operation] dstcdst+src 


symbols. 
Operand (dst, src) 


Describes operands that can be specified [Operand] 
for this instruction. For the description of 

the symbol of each operand, refer to Tables 

2-2 through 2-4. 


Describes operation of flags that are affected [Flag] 
as a result of instruction execution. For the 

symbol of each flag, refer to Table 2-4. For 

the symbol of flag operation, refer to Table 

2-1. 


Describes the operation of the instruction [Description] Adds the contents of the destination operand (dst) specified 
i il. 
aaa by the first operand ... 


Shows an example of description based on [Example] MOV AW, 0 
the description format of RA70116-I . 
(InterTool™). 


Indicates the instruction word length. [Number of bytes] Mnanonie Opatand 
ADD reg, reg’ 2 
mem, reg 2-4 
mM AD ~ —S~ 
Indicates the instruction format. For the Word format : 
symbol of each field, refer to Table 2-3. [ ] Mnemonic | Operand 
The Operation Code column shows the 76 
following byte order (6 bytes max.). 
ADD reg, reg’ 0/0}0j0/0/0/0|W/1}1] reg reg’ 
Operation Code 
s mem, reg’ |0}0}0/0/0/0/0|Wjmod| reg mem 
7654321076543 210 All AG Cc =e 
NN No Ne ae —~ 


First byte Second byte 


Third byte Fourth byte 


Fifth byte Sixth byte 
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A D D Addition 


Add 


[Format] ADD dst, src 


[Operand, Operation] 


Mnemonic Operand (dst, src) Operation 


reg, reg’ dst < dst + src 


mem, reg 


reg, mem 


reg, imm 


mem, imm 


acc, imm [When W = 0] AL < AL + imm8 
[When W = 1] AW < AW + imm16 


[Flag] 


[Description] Adds the contents of the destination operand (dst) specified by the first operand to the 
contents of the source operand (src) specified by the second operand, and stores the result 
to the destination operand (dst). 


[Example] To add the contents of memory 0:50H (word data) to the contents of the DW register, and 
store the result to 0:50H 
MOV AW, 0 
MOV DS1, AW 
MOV _ IY, 50H 
ADD DS1: WORD PTR [IY], DW 


[Number of bytes] 
Mnemonic Operand No. of bytes 


reg, reg’ 


mem, reg 


reg, mem 


reg, imm 


mem, imm 


acc, imm 
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[Word format] 
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Mnemonic 


Operation code 


Operand 


reg, reg’ 


reg 


765 43 21 0 


mem, reg 


reg 


(disp-hig 


reg, mem 


reg 


(disp-hig 


reg, imm 


0 


0 


0 


imm16-high 


mem, imm 


0 


0 


0} mem 


(disp-low) (disp-high) 


immé or imm16-low imm16-high 


0/0;0/0/1]0 imm8 or imm16-low 


imm16-high 
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ADD4S 


Decimal addition 
Add Nibble String 


[Format] 


[Operation] 


[Operand] 


[Flag] 


[Description] 


ADD4S [DS1-spec:] dst-siring, [Seg-spec:] src-string 
ADD4S 


BCD string (IY, CL) < BCD string (IY, CL) + BCD string (IX, CL) 


Operand (dst, src) 


ADD4S [DS1-spec : ] dst-string, [Seg-spec : ] src-string 


None 


Adds the packed BCD string addressed by the IX register to the packed BCD string 
addressed by the IY register, and stores the the result of the string addressed by the lY 
register. The string length (number of BCD digits) is determined by the CL register (the 
number of digits is d if the contents of CL is d) in a range of 1 to 254 digits. 

The destination string must be always located in a segment specified by the DS1 register, 
the segment cannot be overridden. Although the default segment register of the source 
string is the DSO register, the segment can be overridden, and the string can be located 
in a segment specified by any segment register. 

The format of a packed BCD string is as follows. 


IX 

Byte offset IY 
+m +1 +0 L 

wey Ty 


+CL +4 +3 +2 +1 0 
Digit offset 


Caution The BCD siring instruction always operates in units of an even number of 
digits. lf an even number of digits is specified, therefore, the result of the 
operation and each flag operation are normal. If an odd number of digits 
is specified, however, an operation of an even number of digits, or an odd 
number of digits + 1, is executed. As a result, the result of the operation 
is an even number of digits and each flag indicates an even number of 
digits. To specify an odd number of digits, therefore, keep this in mind: 
Execute the BCD addition instruction, if the number of digits is odd, after 
clearing the high-order 4 bits of the most significant byte to “0”. As aresult, 
the carry is indicated by bit 4 of the most significant byte, and is not 
reflected in the flag. 
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[Example] MOV IX, OFFSET VAR_1 
MOV IY, OFFSET VAR_2 
MOV CL, 4 
ADD4S 


[Number of bytes] 2 


[Word format] 


. Operation code 
Mnemonic Operand 
765 43 21017 65 43 2 1 


ADD4S [DS1-spec :] dst-string, [Seg-spec :] src-string 
None 
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ADDC 


Addition with carry 
Add with Carry 


[Format] ADDC dst, src 


[Operand, Operation] 


Mnemonic Operand (dst, src) 


reg, reg’ 


mem, reg 


reg, mem 


reg, imm 


mem, imm 


Operation 


dst < dst + src + CY 


acc, imm 


[When W = 0] AL < AL + imm8 + CY 
[When W = 1] AW < AW + imm16 + CY 


[Flag] 

[Description] Adds the contents of the destination operand (dst) specified by the first operand to the 
contents of the source operand (src) specified by the second operand with the contents 
of the CY flag, and stores the result to the destination operand (dst). 

[Example] SET1 CY ; Sets CY flag to 1. 


XOR AW, AW ;AW=0 
MOV BW, OFFH ; BW = OFFH 


ADDC AW, BW _ ; Contents of AW register = 100H 


[Number of bytes] Mnemonic Operand 


reg, reg’ 


No. of bytes 


mem, reg 


reg, mem 


reg, imm 


mem, imm 


acc, imm 
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[Word format] 


18 


Mnemonic 


Operand 


reg, reg’ 


Operation code 


765 43 2 1 0 


reg 


mem, reg 


reg 


(disp-hig 


reg, mem 


reg 


(disp-hig 


reg, imm 


0}11/0 


imm16-high 


mem, imm 


0/}1/0] mem 


(disp-low) 


(disp-high) 


imm8 or imm16-low 


imm16-high 


acc, imm 


0;0/1)0}1 


0 


immé8 or imm16-low 


imm16-high 
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ADJ4A 


Packed decimal adjustment of result of addition 
Adjust Nibble Add 


[Format] 


[Operation] 


[Operand] 


[Flag] 


[Description] 


[Example] 


[Number of bytes] 


[Word format] 


ADJ4A 


Where AL * OFH > 9 or AC = 1, 
AL <AL+6 
AC<¢ 1 
Where AL > 9FH or CY = 1 
AL + AL + 60H 
CY <1 


Adjusts the contents of the AL register resulting from addition of two packed decimal 
numbers into one packed decimal number. 


ADJ4A 


{ 


. Operation code 
Mnemonic Operand 
76543210 


papa [None fof fo fo fs fa ft 
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A D J 4s Packed decimal adjustment of result of subtraction 
Adjust Nibble Subtract 
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[Format] ADJ4S 
[Operation] Where AL * OFH > 9 or AC = 1 
AL «+ AL-6 
AC <1 
Where AL > 9FH or CY = 1 
AL «+ AL - 60H 
CY <1 


(Operand 


[Flag] 

[Description] Adjusts the contents of the AL register resulting from subtracting two packed decimal 
numbers into one packed decimal number. 

[Example] SUB AW, BW 


ADJ4S 


[Number of bytes] 1 


[Word format] ‘ 
Operation code 
Mnemonic Operand 
76543 2 1 


Peas [ne ooo 
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ADJBA 


Unpacked decimal adjustment of result of addition 
Adjust Byte Add 


[Format] 


[Operation] 


[Operand] 


[Flag] 


[Description] 


[Example] 


[Number of bytes] 


[Word format] 


ADJBA 


Where AL * OFH > 9 or AC = 1 
AL<«AL+6 
AH ¢ AH +1 
AC<¢ 1 
CY «+ AC 
AL «+ AL * OFH 


Adjusts the contents of the AL register resulting from adding two unpacked decimal 
numbers into one unpacked decimal number. The high-order 4 bits become 0. 


ADJBA 


{ 


Operation code 
Mnemonic Operand 
76543 2 1 


[aoe [ne afoot 
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ADJBS 


Unpacked decimal adjustment of result of subtraction 
Adjust Byte Subtract 
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[Format] 


[Operation] 


[Operand] 


[Flag] 


[Description] 


[Example] 


[Number of bytes] 


[Word format] 


ADJBS 


Where AL * OFH > 9 or AC = 1 
AL<«+AL-6 
AH ¢ AH - 1 
AC< 1 
CY <« AC 
AL «+ AL * OFH 


Adjusts the contents of the AL register resulting from subtracting two unpacked decimal 
numbers into one unpacked decimal number. The high-order 4-bits become 0. 


SUB AW, BW 
ADJBS 


{ 


Operation code 
Mnemonic Operand 
76543 2 1 


Paavo 
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Logical product 
AND meek 


And 


[Format] AND dst, src 


[Operand, Operation] 


Mnemonic Operand (dst, src) Operation 


reg, reg’ dst < dst * src 


mem, reg 


reg, mem 


reg, imm 


mem, imm 


acc, imm [When W = 0] AL < AL * imm8 
[When W = 1] AW — AW “ imm16 


[Flag] 

[Description] ANDs the contents of the destination operand (dst) specified by the first operand to the 
contents of the source operand (src) specified by the second operand, and stores the result 
to the destination operand (dst). 

[Example] MOV DW, IY 


AND DW, 7FFFH 


[Number of bytes] Mnemonic Operand No. of bytes 


reg, reg’ 


mem, reg 


reg, mem 


reg, imm 


mem, imm 


acc, imm 
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24 


[Word format] : Operation code 
Mnemonic Operand 
76543 21 0/7 6543 2 1 


reg, reg’ reg 


mem, reg reg 


(disp-low) (disp-hig 


reg, mem 1)/0/0)/0 reg 


(disp-low) (disp-hig 
reg, imm\Note 0/0/0/0}0]0 1/0/0 


immé8 or imm16-low imm16-high 


mem, imm 0;0/0/0/0]/0 1};0/0} mem 


(disp-low) (disp-high) 


immés or imm16-low imm16-high 


acc, imm 0;1/;0/0/11)0 immé8 or imm16-low 


imm16-high _— 


Note The following code may be created depending on the assembler or compiler used. 


76543210765 43 21 «0 
1)/0;0)/0)0/0)1 |W} 1] 1 


imm8 


Even in this case, the instruction is executed normally. Note, however, that some emulators do not support 
the functions to disassemble and assemble this instruction. 
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BC 
BL 


Conditional branch where CY = 1 
Branch if Carry 
Branch if Lower 


[Format] 


[Operation] 


[Operand] 


[Flag] 


[Description] 


[Example] 


[Number of bytes] 


[Word format] 


BC _ short-label 
BL _ short-label 


Where CY = 1: PC ¢ PC + ext-disp8 


BC short-label 
BL 


ac|cy| v | Pp [s | z | 


Loads the current PC value with an 8-bit displacement added (actually, sign-extended 16 
bits) to the PC when the CY flag is 1. 

Execution can be branched in a segment where this instruction is placed and in an address 
range of —128 to +127 bytes. 


TEST AL, BL 
BC SHORT LP4_ ;LP4 = label 


TEST AL, BL 
BL SHORT LP5-~ ;LP5 = label 


LP4: 


2 


Operation code 
76543 21 0/;/7 65 43 2 1 


Mnemonic Operand 


a ttt 
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BCWZ 


Conditional branch where CW = 0 
Branch if CW equals Zero 
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[Format] 


[Operation] 


[Operand] 


[Flag] 


[Description] 


[Example] 


[Number of bytes] 


[Word format] 


BCWZ short-label 


Where CW = 0: PC < PC + ext-disp8 


BCWZ short-label 


ac fev] v | P| s | z | 


Loads the current PC value with an 8-bit displacement added (actually, sign-extended 16 
bits) to the PC if the value of the CW register is 0. 

Execution can be branched in a segment where this instruction is placed and in an address 
range of —128 to +127 bytes. If the above condition is not satisfied, execution goes on to 
the next instruction. 


LP22: 


ADD AL, BL 
BCWZ SHORT LP22_ ;LP22 = label 


2 


| Operation code 


Mnemonic Operand 


7,65 4.3.2.1,0]7 65 4,3 2.1 


Peewee [oon effete ase 
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BE Conditional branch where Z = 1 

Branch if Equal 
BZ Branch if Zero 
[Format] BE short-label 


BZ short-label 


[Operation] Where Z = 1: PC < PC + ext-disp8 


(Operand enone [| _Onernd ———_| 


BE short-label 
BZ 


Flag mele] v [PTs [2] 


[Description] Loads the current PC value with an 8-bit displacement added (actually, sign-extended 16 
bits) to the PC if the Z flag is 1. 
Execution can be branched in a segment where this instruction is placed and in an address 
range of —128 to +127 bytes. 


[Example] AND AL, 2 
BE SHORT LOOP ; LOOP = label 


OR AH, BH 
BZ SHORT LOOP1 ; LOOP1 = label 


LOOP: 
[Number of bytes] 2 


[Word format] | Operation code 


765 43 21 0)7 65 43 2 1 


Mnemonic Operand 


= _ Trt 
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BGE 


Conditional branch where S v V = 0 
Branch if Greater Than or Equal 
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[Format] 


[Operation] 


[Operand] 


[Flag] 


[Description] 


[Example] 


[Number of bytes] 


[Word format] 


BGE short-label 


Where S ¥ V = 0: PC < PC + ext-disp8 


Loads the current PC value with an 8-bit displacement added (actually, sign-extended 16 
bits) to the PC if the result of exclusive OR (XOR) between the S and V flags is 0. 
Execution can be branched in a segment where this instruction is placed and in an address 
range of —128 to +127 bytes. 

Execution goes on to the next instruction if the above condition is not satisfied. 


SHL_ AL, 1 
BGE SHORTLP16~ ;LP16 = label 


LP16: 


2 


| Operation code 
76543 21 0/)/7 6543 2 1 


Mnemonic Operand 


peak ae oof ee 
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BGT 


Conditional branch where (S v V) vZ = 0 
Branch if Greater Than 


[Format] 


[Operation] 


[Operand] 


[Flag] 


[Description] 


[Example] 


[Number of bytes] 


[Word format] 


BGT short-label 


(S¥V)vZ=0:PC < PC + ext-disp8 


BGT short-label 


jac ey] v | P| s |Z 


Loads the current PC value with an 8-bit displacement added (actually, sign-extended 16 
bits) to the PC if the result of ORing between the result of exclusive OR (XOR) of the S 
and V flags, and the Z flag is 0. 

Execution can be branched in a segment where this instruction is placed and in an address 
range of —128 to +127 bytes. 

Execution goes on to the next instruction if the above condition is not satisfied. 


LP18: 


SHL_ AL, 1 
BGT LP18 


2 


Operation code 
Mnemonic Operand 
76543 21 0;/7 6 543 2 1 


pear ae oe 
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BH 


Conditional branch where CY v Z = 0 
Branch if Higher 
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[Format] 


[Operation] 


[Operand] 


[Flag] 


[Description] 


[Example] 


[Number of bytes] 


[Word format] 


BH short-label 


Where CY vZ=0: PC « PC + ext-disp8 


BH short-label 


ac fev] v | P| s | z | 


Loads the current PC value with an 8-bit displacement added (actually, sign-extended 16 
bits) to the PC if the result of ORing the CY and Z flags is 0. 

Execution can be branched in a segment where this instruction is placed and in an address 
range of —128 to +127 bytes. 


ROL AL, 1 
BH SHORT LP10 ;LP10 = label 


LP10: 


Operation code 
Mnemonic Operand 
76543 21 0/;/7 6543 2 1 


[eae oo ae 
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BLE 


Conditional branch where (S ¥ V) v Z = 1 
Branch if Less than or Equal 


[Format] 


[Operation] 


[Operand] 


[Flag] 


[Description] 


[Example] 


[Number of bytes] 


[Word format] 


BLE short-label 


(S¥V)vZ=1:PC < PC + ext-disp8 


BLE short-label 


ac|cy| v | Ps | z | 


Loads the current PC value with an 8-bit displacement added (actually, sign-extended 16 
bits) to the PC if the result of ORing between the result of exclusive OR (XOR) of the S 
and V flags, and the Z flag is 1. 

Execution can be branched in a segment where this instruction is placed and in an address 
range of —128 to +127 bytes. 

Execution goes on to the next instruction if the above condition is not satisfied. 


LP17: 


SHR AL, 1 
BLE | SHORTLP17 


2 


ee code 
Mnemonic Operand 
7 6-25) 4-3: 22 0/7 6543 2 


[a On 


31 


CHAPTER 2 INSTRUCTIONS 


BLT 


Conditional branch where S v V = 1 
Branch if Less Than 


32 


[Format] 


[Operation] 


[Operand] 


[Flag] 


[Description] 


[Example] 


[Number of bytes] 


[Word format] 


BLT short-label 


Where S v V = 1: PC < PC + ext-disp8 


BLT short-label 


Loads the current PC value with an 8-bit displacement added (actually, sign-extended 16 
bits) to the PC if the result of exclusive OR between the S and Z flags is 1. 

Execution can be branched in a segment where this instruction is placed and in an address 
range of —128 to +127 bytes. 

Execution goes on to the next instruction if the above condition is not satisfied. 


ADD AL, BL 
BLT SHORT LP15 ;LP15 = label 


LP15: 


2 


| Operation code 


Mnemonic Operand 


76543 21 0)/7 6543 2 1 


par ao foto ase 


CHAPTER 2 INSTRUCTIONS 


BN 


Conditional branch where S = 1 
Branch if Negative 


[Format] 


[Operation] 


[Operand] 


[Flag] 


[Description] 


[Example] 


[Number of bytes] 


[Word format] 


BN short-label 


Where S = 1: PC « PC + ext-disp8 


Loads the current PC value with an 8-bit displacement added (actually, sign-extended 16 
bits) to the PC if the S flag is 1. 

Execution can be branched in a segment where this instruction is placed and in an address 
range of —128 to +127 bytes. 


ADD AL, BL 
BN LP11 ;LP11 = label 


LP11: 


2 


Operation code 
Mnemonic Operand 
76543 21 0/;/7 6 543 2 1 


[en [ene fo if to foto ae 
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CHAPTER 2 INSTRUCTIONS 


BNC Conditional branch where CY = 0 

Branch if Not Carry 
B N L Branch if Not Lower 
[Format] BNC short-label 


[Operation] 


[Operand] 


[Flag] 


[Description] 


[Example] 


[Number of bytes] 


[Word format] 


34 


BNL short-label 


Where CY = 0: PC < PC + ext-disp8 


BNC 


short-label 


Loads the current PC value with an 8-bit displacement added (actually, sign-extended 16 
bits) to the PC if the CY flag is 0. 

Execution can be branched in a segment where this instruction is placed and in an address 
range of —128 to +127 bytes. 


ROR AL, 1 
BNC SHORT LP6 — ; LP6 = label 


ROR AL, 1 
BNL SHORT LP7  ; LP7 = label 


LP6: 


2 


Operation code 
76543 21 0/7 6543 2 1 


Mnemonic Operand 


a _ Trt 


CHAPTER 2. INSTRUCTIONS 


BN E Conditional branch where Z = 0 

Branch if Not Equal 
B NZ Branch if Not Zero 
[Format] BNE short-label 


BNZ short-label 


[Operation] Where Z = 0: PC < PC + ext-disp8 


(Operaney 


[Flag] 

[Description] Loads the current PC value with an 8-bit displacement added (actually, sign-extended 16 
bits) to the PC if the Z flag is 0. 
Execution can be branched in a segment where this instruction is placed and in an address 
range of —128 to +127 bytes. 

[Example] OR AL, BL 


BNE SHORT LP8 _ ;LP8 = label 


AND SH, BH 
BNZ SHORT LP9 ~ ;LP9 = label 


LP8: , 
[Number of bytes] 2 


[Word format] Operation code 


76543 21 0)/7 6543 2 1 


Mnemonic Operand 


il TT 
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CHAPTER 2 INSTRUCTIONS 


BNH 


Conditional branch where CY v Z = 1 
Branch if Not Higher 


36 


[Format] 


[Operation] 


[Operand] 


[Flag] 


[Description] 


[Example] 


[Number of bytes] 


[Word format] 


BNH short-label 


Where CY vZ=1: PC < PC + ext-disp8 


jac|cy| v | P| s | Z| 


Loads the current PC value with an 8-bit displacement added (actually, sign-extended 16 
bits) to the PC if the result of OR between the CY and Z flags is 1. 

Execution can be branched in a segment where this instruction is placed and in an address 
range of —128 to +127 bytes. 


ROR AL, 1 
BNH SHORT LP9_ ;LP9 = label 


LP9: 


2 


. Operation code 
Mnemonic Operand 
76543 21 0/7 6543 210 


Pani ——_[arorcater —__lofetrrfofstrfo[~“aene | 


CHAPTER 2. INSTRUCTIONS 


BNV 


Conditional branch where V = 0 
Branch if not Overflow 


[Format] 


[Operation] 


[Operand] 


[Flag] 


[Description] 


[Example] 


[Number of bytes] 


[Word format] 


BNV short-label 


Where V = 0: PC < PC + ext-disp8 


BNV short-label 


Loads the current PC value with an 8-bit displacement added (actually, sign-extended 16 
bits) to the PC if the V flag is 0. 

Execution can be branched ina segment where this instruction is placed and in an address 
range of —128 to +127 bytes. 


ROR AL, 1 
BNV LP3 


LP3: 


2 


Operation code 
Mnemonic Operand 
76543 21 0)/7 65 43 2 1 


Pew [were Tot frfofefoti ates] 
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CHAPTER 2. INSTRUCTIONS 


BP 


Conditional branch where S = 0 
Branch if Positive 
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[Format] 


[Operation] 


[Operand] 


[Flag] 


[Description] 


[Example] 


[Number of bytes] 


[Word format] 


BP short-label 


Where S = 0: PC < PC + ext-disp8 


Loads the current PC value with an 8-bit displacement added (actually, sign-extended 16 
bits) to the PC if the S flag is 0. 

Execution can be branched in a segment where this instruction is placed and in an address 
range of —128 to +127 bytes. 


SHR AL, 1 
BP SHORT LP12 ; LP12 = label 


LP12: 


2 


Operation code 
Mnemonic Operand 
76543 21 0/)/7 65 43 2 1 


pep [onset Tot fete fete ates J 


CHAPTER 2. INSTRUCTIONS 


BPE 


Conditional branch where P = 1 
Branch if Parity Even 


[Format] 


[Operation] 


[Operand] 


[Flag] 


[Description] 


[Example] 


[Number of bytes] 


[Word format] 


BPE short-label 


Where P = 1: PC < PC + ext-disp8 


Loads the current PC value with an 8-bit displacement added (actually, sign-extended 16 
bits) to the PC if the P flag is 1. 

Execution can be branched in a segment where this instruction is placed and in an address 
range of —128 to +127 bytes. 


ADD AL, BL 
BPE SHORT LP13 ;LP13 = label 


LP13: 


2 


Operation code 
Mnemonic Operand 
76543 21 0/7 65 43 2 1 


pepe [worse Tot frtifeftol ates J 
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CHAPTER 2 INSTRUCTIONS 


BPO 


Conditional branch where P = 0 
Branch if Parity Odd 
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[Format] 


[Operation] 


[Operand] 


[Flag] 


[Description] 


[Example] 


[Number of bytes] 


[Word format] 


BPO short-label 


Where P = 0: PC < PC + ext-disp8 


BPO short-label 


Loads the current PC value with an 8-bit displacement added (actually, sign-extended 16 
bits) to the PC if the P flag is 0. 

Execution can be branched in a segment where this instruction is placed and in an address 
range of —128 to +127 bytes. 


ADD AL, BL 
BPO SHORT LP14 ;LP14 = label 


LP14: 


2 


Operation code 
Mnemonic Operand 
76543 21 0/)/7 65 43 2 1 


pera [worse Tot fete fet ti ats J 


CHAPTER 2. INSTRUCTIONS 


BR Unconditional branch 
Branch 


[Format] BR target 


[Operation, operand] 


Mnemonic Operand (target) Operation 
near-label PC < PC + disp 
short-label PC < PC + ext-disp8 


1 
meaptens PC < target 


memptr16 


far-label PS < seg 
PC < offset 


memptr32 PS < (memptr32 + 3, memptr32 + 2) 
PC < (memptr32 + 1, memptr32) 


[Flag] 


[Description] « When target = near-label 
Transfers the current PC value with a 16-bit displacement (disp) added to the PC. 
If the branch address is within a segment where this instruction is placed, the assembler 
automatically executes this instruction. 


¢« When target = short-label 
Transfers the current PC value with an 8-bit displacement added (actually, sign- 
extended 16 bits (ext-disp8)) to the PC. 
If the branch address is within a segment where this instruction is placed, and within 
a range of +127 bytes, the assembler automatically executes this instruction. 


« When target = regptr16 or target = memptr16 
Transfers the contents of the target operand (target) to the PC. Execution can branch 
to any address in the segment where this instruction is placed. 


¢« When target = far-label 
Transfers the 16-bit offset data at the second and third byte positions of the instruction 
to the PC, and the 16-bit segment data at the fourth and fifth byte position of the 
instruction to the PS. 
Execution can branch to any address of any segment. 


¢ When target = mempir32 
Loads the high-order 2 bytes of a 32-bit memory area to the PS, and the low-order 2 
bytes, to the PC. 
Execution can branch to any address of any segment. 
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CHAPTER 2. INSTRUCTIONS 


[Example] 


[Number of bytes] 


[Word format] 


42 


BR$-8 


Mnemonic 


Mnemonic 


Operand 


near-label 


No. of bytes 


short-label 


regptr16 


mempir16 


far-label 


memptr32 


Operand 


near-label 


Operation code 


76543 2 1 


765 43 2 
disp-low 


1 0 


short-label 


disp8 


regptr16 


1)/0/0 


reg 


memptr16 


1/0/0 


mem 


(disp-high) 


far-label 


offset-low 


offset-high 


seg-low 


seg-high 


memptr32 


ifala[a 


mod | 1] 01 | 


mem 


(disp-low) 


(disp-high) 


CHAPTER 2. INSTRUCTIONS 


Software tra 
BRK 7 


Break 


[Format] BRK target 


[Operand, operation] 


Mnemonic Operand (target) Operation 


TA < (00DH, 00CH) 

TC < (00FH, O0EH) 

SP — SP -2, (SP +1, SP) — PSW 
IE — 0, BRK — 0 

SP — SP -2, (SP +1, SP) — PS 
PS <TC 

SP — SP-2, (SP +1, SP) <— PC 
PC <TA 


imms (# 3) TA < (imm8 x 4 + 1, imm8 x 4) 

TC < (imm8 x 4 + 3, imm8 x 4 + 2) 
SP <— SP - 2, (SP + 1, SP) — PSW 
IE — 0, BRK — 0 

SP <— SP - 2, (SP +1, SP) <— PS 
PS <TC 

SP <— SP - 2, (SP + 1, SP) — PC 
PC <TA 


Flag ae] YP [S| Bre 
FETT rt 


[Description] Saves the values of PSW, PS, and PC to the stack and resets the IE and BRK flags to 0. 
Then loads the low-order 2 bytes of vector 3 in the interrupt vector table to the PC, and 
the high-order 2 bytes to the PS if target = 3. 
If target = imm8, loads the low-order 2 bytes of the interrupt vector table (4 bits) specified 
by the 8-bit immediate data to the PC, and the high-order 2 bytes to the PS. 


[Example] + BRKS 
* BRK5 

ill a 
BRK 3 1 


imm8s 2 


[Word format] 
Operation code 


76543210/76543210 
BRK 1/1 }o]o/1]/1]oJo = 
1/1 Jolol1]1fo}t imms 


Mnemonic Operand 
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CHAPTER 2 INSTRUCTIONS 


Start lati d 
BRKEM [except V33A and V53A] ee 


Break for Emulation 
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[Format] 


[Operation] 


[Operand] 


[Flag] 


[Description] 


[Example] 


[Number of bytes] 


[Word format] 


BRKEM immés 


TA € (imm8 x 4 + 1, imm8 x 4) 

TC < (imm8 x 4 + 3, imm8 x 4 + 2) 
SP <« SP - 2, (SP + 1, SP) — PSW 
MD < 0: Write enable status 

SP «+ SP - 2, (SP +1, SP) <— PS 
PS<TC 

SP «+ SP - 2, (SP +1, SP) — PC 
PC <TA 


fermen [nme 


This instruction starts the emulation mode. The values of the PSW, PS, and PC are saved 
to the stack, the MD flag is reset to 0 to enable writing, and execution jumps to the emulation 
address specified by the interrupt vector specified by the 8-bit immediate data described 
as an operand. 

When the instruction code of the interrupt service routine (for emulation) to which execution 
has jumped is fetched, the CPU interprets this code as an instruction of the uPD8080AF 
and executes. To return to the native mode from the emulation mode, use the RETEM or 
CALLN instruction. 


BRKEM 40H 


3 


' Operation code 
Mnemonic Operand 
76543 210 


CHAPTER 2. INSTRUCTIONS 


BRKV 


Overflow exception 
Break if Overflow 


[Format] 


[Operation] 


[Operand] 


[Flag] 


[Description] 


[Example] 


[Number of bytes] 


[Word format] 


BRKV 


Where V=1, TA < (011H, 010H) 
TC < (013H, 012H) 
SP < SP - 2, (SP + 1, SP) — PSW 
IE «0, BRK < 0 
SP — SP -2, (SP +1, SP) <— PS 
PS <—TC 
SP — SP-—2, (SP +1, SP) <—PC 
PC <TA 


eenone [Oren | 
amv [Nome 


ae[ey[V |? [5 [2] © Bad 


Saves the values of PSW, PS, and PC to the stack and resets the IE and BRK flags to 0 
if the V flag is set to 1. Then loads the low-order 2 bytes of vector 4 of the interrupt vector 
table to the PC and the high-order 2 bytes to the PS if target = 3. 

Execution proceeds to the next instruction if the V flag is reset to 0. 


BRKV 


{ 


. Operation code 
Mnemonic Operand 
76543 210 


aw roe edo te 
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CHAPTER 2. INSTRUCTIONS 


Start tended add d 
BRKXA IV33A and V53~A only] arts extended address mode 


Break Extended Address Mode 
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[Format] 


[Operation] 


[Operand] 


[Flag] 


[Description] 


[Example] 


[Number of bytes] 


[Word format] 


BRKXA imm8 


temp1 < (imm8 x 4 + 1, imm8 x 4) 
temp2 < (imm8 x 4 + 3, imm8 x 4 + 2) 
XA < 1 

PC < tempt! 

PS < temp2 


ac ley] v | P| s | z | 


Starts the extended address mode. Transfers control to an address stored to the entry of 
the interrupt vector table specified by the operand, and sets the XA flag of the XAM register 
(internal I/O address: FF80H) to 1. 

If this instruction is executed in the normal address mode, the vector table on the address 
in the normal address mode is read and then the extended address mode is set. Execution 
jumps to the address of the vector table read first. 

If this instruction is executed in the extended address mode, the vector table on the address 
in the extended address mode is read, and execution jumps to the address of this vector 
table. 

The values of PC, PS, and PSW are not saved to the stack. To return from the extended 
address mode, use the RETXA instruction. Note that execution cannot be returned from 
this mode by the RETI instruction. 


BRKXA OAH 


3 


: Operation code 
Mnemonic Operand 
76543 21 0/7 6543 210 


BRKXA imms O/O;O;OJ;1;1)1)1/1)/1)1];0;0]0]0]0 
imm8 _ 


CHAPTER 2. INSTRUCTIONS 


BUSLOCK Bus lock prefix 


Bus Lock Prefix 


[Format] BUSLOCK 


[Operation] Bus Lock Prefix 


(Operanal 


[Flag] 


[Description] ¢ V20, V30, V20H, and V30HL 

In large-scale mode : Outputs the bus lock signal (BUSLOCK) while the single instruction 
following this instruction is executed. If this instruction is used 
for ablock processing instruction with a repeat prefix, the BUSLOCK 
signal is continuously output until the block processing is completed. 

In small-scale mode: Although the BUSLOCK signal is not output, the bus hold request 
is disabled while the BUSLOCK signal is output in the large-scale 
mode. Therefore, this instruction is useful for not accepting the 
bus hold request during block processing. 


Cautions 1. Donotplace this instruction immediately before the POLL instruction. 
2. The hardware interrupt requests (NMI and INT) and single-step break 
are not accepted between this instruction and the next instruction. 


¢ Other than V20, V30, V20OHL, and V30HL 
Outputs the bus lock signal (BUSLOCK) while the single instruction following this 
instruction is executed. 
If this instruction is used for a block processing instruction with a repeat prefix, the 
BUSLOCK signal is continuously output until the block processing is completed. 


Cautions 1. Donotplace this instruction immediately before the POLL instruction. 
2. Thehardware interrupt requests (maskable interrupt and non- maskable 
interrupt) and single-step break are not accepted between this instruction 

and the next instruction. 


[Example] BUSLOCK REP MOVBKB 
[Number of bytes] 1 


[Word format] Operation code 


765 43 21 0 


jBustock [None Lt [4] [4 [00 Jo | 


Mnemonic Operand | 


47 


CHAPTER 2. INSTRUCTIONS 


BV 


Conditional branch where V = 1 
Branch if Overflow 


48 


[Format] 


[Operation] 


[Operand] 


[Flag] 


[Description] 


[Example] 


[Number of bytes] 


[Word format] 


BV short-label 


Where V= 1: PC < PC + ext-disp8 


ac fev] v | P| s | z | 


Loads the current PC value with an 8-bit displacement added (actually, sign-extended 16 
bits) to the PC when the V flag is 1. 

Execution can be branched in a segment where this instruction is placed and in an address 
range of —128 to +127 bytes. 


LP2: 


SHL AL, 1 
BV SHORT LP2 


2 


Operation code 
Mnemonic Operand 
76543 21 0/7 65 43 2 1 


[av a To ofofofoy ase 


CHAPTER 2. INSTRUCTIONS 


C A L L Subroutine call 


Call 


[Format] CALL target 


[Operand, operation] 


Mnemonic Operand (target) Operation 
near-proc SP <« SP-2 
(SP +1, SP) <— PC 
PC < PC + disp 
regptri6 SP <— SP-2 
(SP +1, SP) <— PC 
PC < regptr16 


mempir16 TA <— (memptri6 + 1, memptr16) 
SP «+ SP-2 
(SP + 1, SP) — PC 
PC <TA 
far-proc SP «+ SP-2 
(SP +1, SP) <— PS 
PS < seg 
SP «+ SP-2 


(SP +1, SP) — PC 
PS < offset 


memptr32 TA < (memptr32 + 1, mempir32) 
TB < (memptr32 + 3, mempir32 + 2) 
SP <— SP-2 
(SP +1, SP) <— PS 
PS — TB 
SP «+ SP-2 
(SP +1, SP) <— PC 
PC <TA 


[Flag] 


[Description] ¢« When target = near-proc or target = regptr16 
Saves the value of the PC to the stack and then transfers the next contents of the target 
operand (target) to the PC. 
When target = near-proc: 16-bit relative address 
When target = regptri6 : Value of 16-bit register (offset) 


¢ When target = memptr16 
Saves the value of the PC to the stack and then transfers the contents of a 16-bit memory 
area (offset) addressed by the target operand (target) to the PC. 
Any address in the segment where this instruction is placed can be called. 
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CHAPTER 2 


INSTRUCTIONS 


50 


[Example] 


[Number of bytes] 


[Word format] 


¢ When target = far-proc 
Saves the values of PC and PS to the stack and transfers the second and third bytes 
of the instruction to the PC, and the fourth and fifth bytes to the PS. 
This instruction can call any address in any segment. 


¢ When target = mempir32 
Saves the values of PC and PS to the stack and transfers the high-order 2 bytes of a 
32-bit memory area addressed by the target operand (target) to the PS and the low- 
order 2 bytes to the PC. 
This instruction can call any address in any segment. 


* CALL $+ 10 


¢ CALL SUB1 ; SUB1 is label 


Mnemonic 


Mnemonic 


Operand 


near-proc 


No. of bytes 


regptr16 


memptr16 


far-proc 


memptr32 


Operand 


near-proc 


Operation code 


765 43 21 0/7 65 43 21 £0 


disp-low 


regptr16 


reg 


mempitr16 


0/1 mem 


-low) 


(disp-high) 


far-proc 


1/0 offset-low 


offset-high 


seg-low 


seg-hi 


memptr32 


1)/1/}1]14 


0/1/1 mem 


(disp-low) 


(disp-high) 


CHAPTER 2 INSTRUCTIONS 


CALLN except v33A and V53A] a ee 
Call Native 

[Format] CALLN imm8s 

[Operation] TA < (imm8 x 4 + 1, imm8 x 4) 


TC < (imm8 x 4 + 3, imm8 x 4 + 2) 
SP < SP - 2, (SP + 1, SP) — PSW 


MD < 1 
SP — SP —2, (SP +1, SP) — PS 
PS <TC 
SP'= SP =2 (SP <1, SP)<— PC 
PC <TA 


(Operandl 


[Flag] 


[Description] When this instruction is executed in the emulation mode (this instruction is interpreted as 
an instruction of the wPD8080AF), the CPU saves the values of PS, PC, and PSW to the 
stack (at this time, MD = 0 is saved), sets the MD flag to 1, and loads an interrupt vector 
specified by the 8-bit immediate data described as an operand to the PS and PC. 

In this way, an interrupt routine in the native mode can be called from the emulation mode. 
To return to the emulation mode from this interrupt routine, use the RETI instruction. 


[Example] CALLN 40H 


[Number of bytes] 3 


[Word format] ; 
. Operation code 
Mnemonic Operand 
76543 210/7 6543210 


CALLN imms 1/1/1/0}1)1/0)1)1/}1/1}/0}1])1/0]14 
imm8 _— 
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CHAPTER 2. INSTRUCTIONS 


CHKIND 


Index value check 
Check Index 


[Format] 


[Operation] 


[Operand] 


[Flag] 


[Description] 
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CHKIND regi6, mem32 


When (mem32) > reg16 or (mem32 + 2) < regi6 
TA < (015H, 014H) 

TC < (017H, 016H) 

SP < SP - 2, (SP + 1, SP) — PSW 

IE +0, BRK «+ 0 

SP < SP - 2, (SP +1, SP) — PS 

PS <TC 

SP < SP - 2, (SP + 1, SP) — PC 

PC <TA 


[ tinemonie [Operands 
CHKIND reg16, mem32 


If interrupt condition is satisfied 


elev P [S| 2] © pe 


SERRE RE: 


If interrupt condition is not satisfied 


mele] y [PS [2] e 
i i a 


This instruction checks whether an index value that specifies an element is in a defined 


area if the data structure is of array type. If the index exceeds the defined area, the BRK 
5 instruction is started. The defined area value is set to 2 words in memory in advance (the 
first word is the lower-limit value and the second word is the higher-limit value). 

As the index value, the register (any 16-bit register) used by an array manipulation program 


is used. 
Memory 
Upper limit 15 0 
Array element mem32+2 (Upper limit) 
mem32 (Lower limit) 
Lower limit 


CHAPTER 2. INSTRUCTIONS 


[Example] CHKIND AW, DWORD_VAR 


[Number of bytes] 2 to 4 


[Word format] 


Operation code 


765 43 21 0/7 65 43 2 1 


0}1 


1}0/0/0}]11]0} mod reg mem 


CHKIND reg16, mem32 


(disp-low) 


(disp-high) 
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CHAPTER 2 INSTRUCTIONS 


CLR1 


Resets bit 
Clear bit 


54 


[Format] 


[Operation] 


[Operand] 


[Flag] 


(1) CLR1 dst, src 
(2) CRL1 dst 


Format (1): Bit n of dst (n is specified by src) < 0 


Format (2): dst < 0 


Format (1) 


Mnemonic Operand (dst, src) 
reg8, CL 

memés, CL 

regi6, CL 

mem16, CL 


reg8, imm3 


memés, imm3 


reg16, imm4 


mem16, imm4 


Format (1) 


jac|cy| v | P| s | Z| 


Format (2) 


Mnemonic 


CLR1 


CY 


Operand (dst) 


CHAPTER 2. INSTRUCTIONS 


[Description] 


[Example] 


[Number of bytes] 


Format (1) : 


Format (2) : 


CLR1 CY 
SHL AL, 1 


Resets bit n (n is the contents of the source operand (src) specified by the 
second operand) of the destination operand (dst) specified by the first 
operand, and stores the result to the destination operand (dst). 

If the operand is reg8, CL or mem8, CL, only the low-order 3 bits (0 to 7) of 
the value of CL are valid. 

If the operand is reg16, CL or mem16, CL, only the low-order 4 bits (0 to 15) 
of the value of CL are valid. 

If the operand is reg8, imm3, only the low-order 3 bits of the immediate data 
at the fourth byte position of the instruction are valid. 

If the operand is mem8, imm3, only the low-order 3 bits of the immediate data 
at the last byte position of the instruction are valid. 

If the operand is reg16, imm4, only the low-order 4 bits of the immediate data 
at the fourth byte position of the instruction are valid. 

If the operand is mem16, imm4, only the low-order 4 bits of the immediate 
data at the last byte of the instruction are valid. 


Resets the CY flag if dst = CY. 

Resets the DIR flag if dst = DIR. Also sets so that the index registers (IX and 
lY) are auto-incremented when MOVBK, CMPBK, CMPM, LDM, STM, INM, 
or OUTM instruction is executed. 


BC $+6 


Mnemonic 


Operand 


No. of bytes 
reg8, CL 
memés, CL 
reg16, CL 
mem16, CL 


reg8, imm3 


memés, imm3 


reg16, imm4 


mem16, imm4 
CY 
DIR 
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CHAPTER 2 INSTRUCTIONS 


56 


[Word format] 


Mnemonic 


Operand 


reg8, CL 


Operation code 


765 43 2 1 


0 


765 43 2 1 


memé, CL 


reg16, CL 


mem16, CL 


0; 1 0 


reg8, imm3 


14 


imm3 


memés, imm3 


0;1/1)0 


(disp-low) 


imm3 


reg16, imm4 


mem16, imm4 


0 0 


(disp-low) 


imm4 


CHAPTER 2. INSTRUCTIONS 


CMP 


Compare 
Compare 


[Format] 


[Operand, operation] 


[Flag] 


[Description] 


[Example] 


[Number of bytes] 


CMP dst, src 


Mnemonic Operand (dst, src) 


reg, reg’ 


mem, reg 


reg, mem 


reg, imm 


mem, imm 


Operation 


dst - src 


acc, imm 


[When W = 0] AL — imm8 
[When W = 1] AW — imm16 


Subtracts the source operand (src) specified by the second operand from the destination 


operand (dst) specified by the first operand. 


The result of the subtraction is stored nowhere, and only the flags are affected. 


* CMP BL, BYTE PTR [IX] 
* CMP CW, [BP+4] 


Mnemonic Operand 


reg, reg’ 


No. of bytes 


mem, reg 


reg, mem 


reg, imm 


mem, imm 


acc, imm 
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[Format] 
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Mnemonic 


Operand 


reg, reg’ 


Operation code 


765 43 2 1 
i) 


0 


765 43 2 1 0 


reg 


mem, reg 


1 


reg 


(disp-low) 


(disp-hig 


reg, mem 


1/1/1140 


reg 


(disp-low) 


(disp-hig 


reg, imm 


0)0/0/0/0]s 


1 fd 


immés or imm16-low 


imm16-high 


mem, imm 


0/0)0)/0/0}s 


1/1/14} mem 


(disp-low) 


(disp-high) 


imm8 or imm16-low 


imm16-high 


acc, imm 


0;1/1)14;1/0 


immé8 or imm16-low 


imm16-high 


CHAPTER 2 INSTRUCTIONS 


CMP4S 


Decimal compare 
Compare Nibble String 


[Format] 


[Operation] 


[Operand] 


[Flag] 


[Description] 


CMP4S [DS1-spec:] dst-string, [Seg-spec:] src-siring 
CMP4S 


BCD string (IY, CL) < BCD string (IX, CL) 


Operand (dst, src) 


CMP4S [DS1-spec : ] dst-string, [Seg-spec : ] src-string 
None 


Subtracts the packed BCD string addressed by the IX register from the packed BCD string 
addressed by the IY register. The result is not stored and only the flags are affected. The 
string length (number of BCD digits) is determined by the CL register (the number of digits 
is d if the contents of CL is d) in a range of 1 to 254 digits. 

The destination string must be always located in a segment specified by the DS1 register, 
and the segment cannot be overridden. Although the default segment register of the source 
string is the DSO register, the segment can be overridden, and the string can be located 
in a segment specified by any segment register. The format of a packed BCD string is as 


follows. 
IX 
Byte offset IY 
+m +1 +0 L 
a 
+CL +4 +3 +2 +1 0 

Digit offset 


Caution The BCD siring instruction always operates in units of an even number of 
digits. lf an even number of digits is specified, therefore, the result of the 
operation and each flag operation are normal. If an odd number of digits 
is specified, however, an operation of an even number of digits, or an odd 
number of digits + 1, is executed. As a result, the result of the operation 
is an even number of digits and each flag indicates an even number of 
digits. 

To specify an odd number of digits, therefore, keep this in mind: Execute 
the BCD compare instruction, if the number of digits is odd, after clearing 
the high-order 4 bits of the most significant byte to “0”. 
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[Example] MOV IX, OFFSET VAR_1 
MOV IY, OFFSET VAR 2 
MOV CL, 4 
CMP4S 


[Number of bytes] 2 


[Word format] 


: Operation code 
Mnemonic Operand 
765 43 21 0;)7 65 43 2 1 


CMP4S [DS1-spec : ] dst-string, [Seg-spec : ] src-string 
None 
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CMPBK 
CMPBKB 
CMPBKW 


Block compare 
Compare Block 
Compare Block Byte 
Compare Block Word 


[Format] 


[Operation] 


[Operand] 


[Flag] 


[Description] 


[Example] 


[Number of bytes] 


(repeat) CMPBK [Seg-spec:] src-block, [DS1-spec:] dst- block 
(repeat) CMPBKB 
(repeat) CMPBKW 


[When W = 0] (IX) — (IY) 
DIR = 0:IX CIX+1,IYClY +1 
DIRS Keke LYS H4 

[When W = 1] (IX +1, IX) - (IY +1, IY) 
DIRSOKeA Kee Ve Wee 
bie tkKeoK-2 Ve W=2 


Mnemonic Operand 


CMPBK [Seg-spec : ] src-block, [DS1-spec : ] dst-block 
CMPBKB None 
CMPBKW 


Repeatedly subtracts the block addressed by the IY register from the block addressed by 
the IX register in byte or word units, and reflects the result on the flags. 

The IX and IY registers are automatically incremented (+1/+2) or decremented (—1/—2) for 
the next byte/word processing each time data of 1 byte/word has been processed. The 
direction of the block is determined by the status of the DIR flag. 

Whether data is processed in byte or word units is specified by the attribute of the operand 
when the CMPBK instruction is used. When the CMPBKB and CMPBKW instructions are 
used, the data is processed in byte and word units, respectively. 

The destination block must be always located in a segment specified by the DS1 register, 
and the segment cannot be overridden. On the other hand, although the default segment 
register of the source block is the DSO register, the segment can be overridden, and the 
block can be located in a segment specified by any segment register. 


CMPBK BYTE_VAR1, BYTE_VAR2 


{ 
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[Word format] 
Mnemonic 


CMPBK 


[Seg-spec : ] src-block, [DS1-spec : ] dst-block 


Operand 


Operation code 


CMPBKB 
CMPBKW 


None 


765 43 21 0 


CHAPTER 2. INSTRUCTIONS 


CM PM Block compare with accumulator 

Compare Multiple 
CM PM B Compare Multiple Byte 
CMPMW Compare Multiple Word 
[Format] (repeat) CMPM [DS1-spec:] dst-block 


[Operation] 


[Operand] 


[Flag] 


[Description] 


[Example] 


[Number of bytes] 


(repeat) CMPMB 
(repeat) CMPMW 


[When W = 0] AL - (IY) 
DIR=0:IYClY+1 
DIR=1:IYclY-1 

[When W = 1] AW- (IY +1, IY) 
DIR =O0:IY<elY +2 
DIR=1:IYclY-2 


Mnemonic Operand 


[DS1-spec : ] dst-block 


None 


Repeatedly subtracts the block addressed by the IY register from the value of the 
accumulator (AL/AW) in byte or word units, and reflects the result on the flags. 

The IY register is automatically incremented (+1/+2) or decremented (—1/—2) for the next 
byte/word processing each time data of 1 byte/word has been processed. The direction 
of the block is determined by the status of the DIR flag. 

Whether data is processed in byte or word units is specified by the attribute of the operand 
when the CMPM instruction is used. When the CMPMB and CMPMW instructions are used, 
the data is processed in byte and word units, respectively. 

The destination block must be always located in a segment specified by the DS1 register, 
and the segment cannot be overridden. 


* MOV AW, 5555H 

MOV BW, 1000H 

MOV lY, BW 

REPC =CMPM WORD PTR [IY] 
« REPNC CMPMW 
* REPZ CMPMB 


=e 
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[Word format] 


Mnemonic 


Operand 


[DS1-spec : ] dst-block 


Operation code 


None 


765 43 21 0 


TTT 


CHAPTER 2. INSTRUCTIONS 


CVTBD 


Binary-to-unpacked decimal conversion 
Convert Binary to Decimal 


[Format] 


[Operation] 


[Operand] 


[Flag] 


[Description] 


[Example] 


[Number of bytes] 


[Word format] 


CVTBD 


AH < AL + OAH 
AL — AL%0AH 


Converts the 8-bit binary number of the AL register into a 2- digit unpacked decimal number. 
As aresult, the value of the AH register is replaced with the quotient resulting from dividing 
the value of the AL register by 10, and then the value of the AL register is replaced with 
the remainder resulting from the division. 


MOV AL, 30H 
CVTBD 


2 


Operation code 
Mnemonic Operand 
76543 21 0;)7 65 43 2 1 


Pere [ree Pete fof foto fofotofot fotito 
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CVTBW 


Word sign extension 
Convert Byte to Word 
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[Format] 


[Operation] 


[Operand] 


[Flag] 


[Description] 


[Example] 


[Number of bytes] 


[Word format] 


CVTBW 


When AL < 80H: AH < 0 
When AL > 80H: AH — FFH 


evrew 


Extends the sign of the byte in the AL register to the AH register. This instruction is useful 
for obtaining a double- length dividend (word) from a certain byte before executing byte 
division. 


MOV AL, BUF1; BUF1 is byte variable 


CVTBW 
MOV DL, 60 
DIV DL 


{ 


. Operation code 
Mnemonic Operand 
76543210 


pevraw | None ft fo fof | fo fo fo | 


CHAPTER 2. INSTRUCTIONS 


CVT D B Unpacked decimal-to-binary conversion 
Convert Decimal to Binary 


[Format] CVTDB 
[Operation] AL < AH x OAH + AL 
AH ¢ 0 


(Operancl 


[Flag] 

[Description] Converts the 2-digit unpacked decimal number of the AH and AL registers into a 16-bit 
binary number. 
As aresult, the value of the AL register is replaced with the sum of value of the AL register 
and the result of multiplying the value of the AH register by 10, and the value of the AH 
register is replaced with 0. 

[Example] MOV AW, [BW] 


CVTDB 


[Number of bytes] 2 


[Word format] : 
, Operation code 
Mnemonic Operand 
76543 210/7 6543210 


fevrpp | None dt fs fof fo fs fos Jo fofofofs ols fo] 
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CVTWL 


Double word sign extension 
Convert Word to Long Word 
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[Format] 


[Operation] 


[Operand] 


[Flag] 


[Description] 


[Example] 


[Number of bytes] 


[Word format] 


CVTWL 


When AW < 8000H: DW < 0 
When AW 2 8000H: DW <— FFFFH 


ac ley] v | P| s | z | 


Extends the sign of the word of the AW register to the DW register. This instruction is useful 
for obtaining a double-length (double word) dividend from a certain word before executing 
word division. 


MOV AW, BUFFER 
CVTWL 
DIV CW 


{ 


. Operation code 
Mnemonic Operand 
76543 210 


pevrwe None ft fo fof fa fo fos] 


CHAPTER 2. INSTRUCTIONS 


DBNZ 


Conditional loop where CW #0 
Decrement and Branch if Not Zero 


[Format] 


[Operation] 


[Operand] 


[Flag] 


[Description] 


[Example] 


[Number of bytes] 


[Word format] 


DBNZ short-label 


CW< CW-1 
Where CW #0: PC < PC + ext-disp8 


Decrements the value of the CW register (—1) and, if the value of the CW register is not 
zero as a result, loads the current PC value with an 8-bit displacement added (actually, 
sign-extended 16 bits) to the PC. 

Execution can branch in the segment where this instruction is placed and in an address 
range of —128 to +127 bytes. Execution goes on to the next instruction if the above condition 
is not satisfied. 


LP21: 


SHL AL, 1 
DBNZ LP21_— ;LP21 = label 


Operation code 
Mnemonic Operand 
76543 21 0/7 65 43 2 1 


Posse [settee hr ffvfo foot fol aes 
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DBNZE 


Conditional loop where CW + 0 and Z = 1 
Decrement and Branch if Not Zero and Equal 
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[Format] 


[Operation] 


[Operand] 


[Flag] 


[Description] 


[Example] 


[Number of bytes] 


[Word format] 


DBNZE short-label 


CW< CW-1 
Where CW #0 and Z = 1: PC < PC + ext-disp8 


Decrements the value of the CW register (—1) and, if the value of the CW register is not 
zero and the Z flag is set to 1 as a result, loads the current PC value with an 8-bit 
displacement added (actually, sign-extended 16 bits) to the PC. 

Execution can branch in the segment where this instruction is placed and in an address 
range of —128 to +127 bytes. 

Execution goes on to the next instruction if the above condition is not satisfied. 


LP20: 


AND AL, BL 
DBNZE_ LP20 ; LP20 = label 


Operation code 
Mnemonic Operand 
76543 210/17 6543 2 1 


Poses [series fete fofof aes 


CHAPTER 2. INSTRUCTIONS 


DBNZNE 


Conditional loop where CW + 0 and Z = 0 
Decrement and Branch if Not Zero and Not Equal 


[Format] 


[Operation] 


[Operand] 


[Flag] 


[Description] 


[Example] 


[Number of bytes] 


[Word format] 


DBNZNE short-label 


CW< CW-1 
Where CW #0: PC < PC + ext-disp8 


Decrements the value of the CW register (—1) and, if the value of the CW register is not 
zero and the Z flag is cleared as a result, loads the current PC value with an 8-bit 
displacement added (actually, sign-extended 16 bits) to the PC. 

Execution can branch in the segment where this instruction is placed and in an address 
range of —128 to +127 bytes. 

Execution goes on to the next instruction if the above condition is not satisfied. 


LP19: 


AND AL, OFFH 
DBNZNE SHORTLP19 ;LP19 = label 


Operation code 
Mnemonic Operand 
76543 21 0;)7 65 43 2 1 


Posnene [seer [fet rfofofofofo] ~~ “asna 
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D EC Decrement 


Decrement 


[Format] DEC dst 


[Operation] dst < dst - 1 


(Operancl 


[Flag] 
[Description] Decrements the contents of the destination operand (dst) (—1). 
[Example] * DEC BW 
« DEC BP 
« DEC IX 
« DEC IY 
[Number of bytes] Mnemonic Operand No. of bytes 


[Word format] Operation code 


76543 2101/7 6543210 
0/0/14 reg 


Mnemonic Operand 


0/0/14 mem 
(disp-high) 


CHAPTER 2. INSTRUCTIONS 


DI 


Disable maskable interrupt 
Disable Interrupt 


[Format] 


[Operation] 


[Operand] 


[Flag] 


[Description] 


[Example] 


[Number of bytes] 


[Word format] 


DI 


IE<0O 


fo wre CS 


Resets the IE flag to 0 and disables the maskable interrupt. This instruction does not disable 
the non-maskable interrupt request and software interrupt request. 


PUSH R 


. Operation code 
Mnemonic Operand 
76543210 


por None dt fa fa fs fof fo] 
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DISPOSE 


Deletes a stack frame 
Dispose a Stack Frame 
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[Format] 


[Operation] 


[Operand] 


[Flag] 


[Description] 


[Example] 


[Number of bytes] 


[Word format] 


DISPOSE 


SP — BP 
BP < (SP +1, SP) 
SP — SP +2 


Pospose [woe 


ac|ey| v | P| s |Z 


This instruction releases one frame of the stack frame created by the PREPARE instruction. 
A pointer value indicating one frame before is loaded to the BP, and a pointer value 
indicating the lowest frame is loaded to the SP. 


DISPOSE 


Operation code 
76543 210 


poisposE | None df fo fo] fo fos 


Operand 


Mnemonic 


CHAPTER 2. INSTRUCTIONS 


Signed division 
D | V Divide Signed 


[Format] DIV dst 


[Operand, operation] 


Mnemonic Operand (dst) Operation 


temp — AW 
Where temp + dst > 0 and temp + dst < 7FH or, 
where temp + dst < 0 and temp + dst > 0 —- 7FH — 1, 

AH < temp%dst 

AL < temp + dst 
Where temp + dst > 0 and temp + dst > 7FH or, 
where temp + dst < 0 and temp + dst < 0 — 7FH — 1, 
quotient and remainder are undefined. 

TA < (001H, 000H) 

TC < (003H, 002H) 

SP < SP - 2, (SP + 1, SP) — PSW 

IE «0, BRK< 0 

SP < SP - 2, (SP +1, SP) — PS 

PS <TC 

SP < SP - 2, (SP +1, SP) <— PC 

PC <TA 
temp — DW, AW 
Where temp + dst > 0 and temp + dst < 7FFFH or, 
where temp + dst < 0 and temp + dst > 0 — 7FFFH 

DW < temp%dst 

AW < temp + dst 
Where temp + dst > 0 and temp + dst > 7FFFH or, 
where temp + dst < 0 and temp + dst < 0 — 7FFFH 
quotient and remainder are undefined. 

TA < (001H, 000H) 

TC < (003H, 002H) 

SP < SP - 2, (SP + 1, SP) — PSW 

IE ~~ 0, BRK< 0 

SP < SP - 2, (SP +1, SP) <— PS 

PS <TC 

SP < SP - 2, (SP +1, SP) — PC 

PC <TA 


[Flag] 
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[Description] 


[Example] 


[Number of bytes] 


[Word format] 


Where src = reg8 or src = mem8 

Divides the value of the AW register by the contents of the destination operand (dst) 
with sign. 

The quotient is stored to the AL register, and the remainder is stored to the AH register. 
The maximum value of the positive quotient is +127 (7FH), and the minimum value is 
—127 (81H). If the quotient is positive and is greater than the maximum value, or if the 
quotient is negative and is less than the minimum value, vector 0 interrupt occurs 
(especially where src = 00H), and the quotient and remainder are undefined. If the 
quotient is not an integer, it is rounded to an integer, and the remainder has the same 
sign as the dividend. 


Where src = reg16 or src = mem16 

Divides the values of the AW and DW registers by the contents of the destination 
operand (dst) with sign. 

The quotientis stored to the AW register, and the remainder is stored to the DW register. 
The maximum value of the positive quotient is +32767 (7FFFH), and the minimum value 
is -32767 (8001H). If the quotient is positive and is greater than the maximum value, 
or if the quotient is negative and is less than the minimum value, vector 0 interrupt occurs 
(especially where src = 0000H), and the quotient and remainder are undefined. If the 
quotient is not an integer, it is rounded to an integer, and the remainder has the same 
sign as the dividend. 


To divide 32-bit data DW:AW by contents of memory 0:50 


MOV BW, 0 
MOV DSO, BW 
MOV _ IX, 50H 


DIV DSO:WORD PTR [IX] 


Mnemonic Operand No. of bytes 


Operation code 
765 43 21 0/7 6543 21 0 


Mnemonic Operand 


(disp-low) (disp-high) 


CHAPTER 2. INSTRUCTIONS 


DIVU Unsigned division 


Divide Unsigned 


[Format] DIVU dst 


[Operand, operation] 


Mnemonic Operand (dst) Operation 


temp — AW 
Where temp + dst = FFH: 
AH < temp%dst 
AL < temp + dst 
Where temp + dst > FFH: 
TA < (001H, 000H) 
TC < (003H, 002H) 
SP < SP - 2, (SP + 1, SP) — PSW 
IE<«0, BRK< 0 
SP < SP - 2, (SP +1, SP) — PS 
RS — TC 
SP < SP - 2, (SP +1, SP) — PC 
PC <TA 


temp < DW, AW 
Where temp = dst > FFFFH: 
DW < temp%dst 
AW « temp = dst 
Where temp = dst > FFFFH: 
TA < (001H, 000H) 
TC < (003H, 002H) 
SP < SP — 2, (SP + 1, SP) — PSW 
IE< 0, BRK< 0 
SP — SP -2, (SP +1, SP) — PS 
RS — TC 
SP <— SP -2, (SP +1, SP) — PC 
PC <—TA 


[Flag] 
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[Description] 


[Example] 


[Number of bytes] 


[Word format] 


Where src = reg8 or src = mem8 

Divides the value of the AW register by the contents of the destination operand (dst) 
without sign. The quotient is stored to the AL register, and the remainder is stored to 
the AH register. 

If the quotient exceeds the capacity of the AL register (FFH), vector 0 interrupt occurs 
(especially where src = 00H), and the quotient and remainder are undefined. If the 
quotient is not an integer, it is rounded to an integer. 


Where src = reg16 or src = mem16 

Divides the values of the AW and DW registers by the contents of the destination 
operand (dst) without sign. The quotient is stored to the AW register, and the remainder 
is stored to the DW register. 

If the quotient exceeds the capacity of the AW register (FFFFH), vector 0 interrupt occurs 
(especially where src = 0000H), and the quotient and remainder are undefined. If the 
quotient is not an integer, it is rounded to an integer. 


To divide 5 by 3 


MOV AW, 5 
MOV DL, 3 
DIVU DL 


;AH=2 AL=1 


Mnemonic Operand No. of bytes 


Operation code 
76543 210/7 6543 210 


Mnemonic Operand 


(disp-low) (disp-high) 


CHAPTER 2. INSTRUCTIONS 


D S 0 z Segment override prefix 


Data Segment 0 
DS1: Data Segment 1 


PS: Program Segment 
SS: Stack Segment 
[Format] DSO: 

DS1: 

PS: 

SS: 
[Operation] Segment override prefix 


(Operanel 


[Flag] 


[Description] When a memory operand is accessed for which segment override is enabled, specifies a 
segment register that is described as an operand and used. Even if this instruction is not 
directly described, segment override can be specified by the assembler if the ASSUME 
(assembler directive) is used. 


Caution The hardware interrupt (maskable interrupt and non-maskable interrupt) 
request and single-step break cannot be accepted between this instruction 
and the next instruction. 

[Example] MOV DW, DS1: [BW]; Default segment register is DSO 


[Number of bytes] 1 


[Word Format] Operation code 


76543 21 0 


ail 


Mnemonic Operand 
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El 


Enables maskable interrupt 
Enable Interrupt 
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[Format] 


[Operation] 


[Operand] 


[Flag] 


[Description] 


[Example] 


[Number of bytes] 


[Word format] 


El 


IE 1 


Sets the IE flag to 1 and enables the maskable interrupt. However, the interrupt is actually 
enabled when the single instruction following the El instruction is executed. 


POP R 
El 


. Operation code 
Mnemonic Operand 
76543210 


pet Nome df ff fof] 


CHAPTER 2. INSTRUCTIONS 


EXT 


Extracts bit field 
Extract Bit Field 


[Format] 


[Operation] 


[Operand] 


[Flag] 


[Description] 


EXT dst, src 


AW < 16-bit field 


(IX) 
Bit length _ Bit offset Byte offset 
=| 
Memory 
r 
Byte boundary Segment base 
L (default DSO) 


Operand (dst, src) 


EXT reg8, reg8’ 


reg8, imm4 


Loads bit field data of the bit length specified by the source operand (src) from a memory 
area determined by byte offset addressed by the |X register and the bit offset specified by 
the 8-bit register described as the first operand to the AW register. At this time, 0 is loaded 
to the high-order bits of the AW register. 

After completion of the transfer, the IX register and the 8-bit register specified by the first 
operand are automatically updated to indicate the next bit field, as follows: 


reg8 < reg8 + src + 1 
if reg8 > 15 then 


{ 

reg8 < reg8 — 16 
IX IX+2 
} 
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[Example] 


[Number of bytes] 


[Word format] 


The value of the 8-bit register of the first operand that specifies a bit offset (15 bits max.) 
must be 0 to 15. The value of the source operand (src) that specifies the bit length (16 bits 
max.) must be 0 to 15. 0 indicates a length of 1 bit and 15 indicates a length of 16 bits. 
The bit field data can straddle a byte boundary of memory. 

The default segment register for the bit field of the source is the DSO register, and segments 
can be overridden. The data can be located in any segment that is specified by any segment 
register. 


Caution Clear the high-order 4 bits of reg8 or reg8’ to 0. 


¢ EXT CL, DL 
* EXT CL, 8 


EXT 3 


reg8, reg8’ 
reg8, imm4 4 


Operation code 
76543 21 0)/7 65 43 2 1 


Mnemonic Operand 


reg8, reg8’ 


reg8, imm4 


CHAPTER 2 INSTRUCTIONS 


F p O 1 Controls floating-point coprocessor 
Floating Point Operation 1 


[Format] (1) FPO1 fp-op 
(2) FPO1 fp-op, mem 


[Operand, operation] 
Format (1) 


cr 


Format (2) 


Pero [monmem —————*d Bata b = ve 


[Flag] 


[Description] Format (1): This instruction is used to control an externally connected floating-point 
coprocessor. When the CPU fetches this instruction, it executes nothing but 
lets the coprocessor perform processing. 


Format (2): This instruction is used to control an externally connected floating-point 
coprocessor. When the CPU fetches this instruction, it lets the coprocessor 
perform processing and, if necessary, executes only auxiliary processing 
(such as effective address calculation, physical address generation, and 
starting a memory read cycle). The CPU does not read the data on the data 
bus in the memory read cycle started by CPU. 


[Example] * FPO1 010101010B 
* FPO1 OFFH 
* FPO1 6, BYTE PTR [IX] 
« FPO1 4, WORD_VAR 


2 


FPO1 fp-op 


fp-op, mem 2-4 
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[Word format] 


Mnemonic 


Operand 


fp-op 


Operation code 


0 


765 43 2 1 


fp-op, mem 


11 fo]1|1]x]x]x 


mod |Y |Y | 


(disp-low) 


(disp-high) 


CHAPTER 2. INSTRUCTIONS 


FPO2 


Controls floating-point coprocessor 
Floating Point Operation 2 


[Format] (1) FPO2 fp-op 
(2) FPO2 fp-op, mem 


[Operand, operation] 
Format (1) 


Mnemonic 


Oe 


[Flag] 

[Description] Format (1): 
Format (2): 

[Example] * FPO2 
* FPO2 
* FPO2 


» FPO2 


This instruction is used to control an externally connected floating-point 
coprocessor. When the CPU fetches this instruction, it executes nothing but 
lets the coprocessor perform processing. 


This instruction is used to control an externally connected floating-point 
coprocessor. When the CPU fetches this instruction, it lets the coprocessor 
perform processing and, if necessary, executes only auxiliary processing 
(such as effective address calculation, physical address generation, and 
starting a memory read cycle). The CPU does not read the data on the data 
bus in the memory read cycle started by CPU. 

010101010B 

OFFH 

0101B, BYTE PTR [IY] 


1010B, WORD_VAR 


peaueeey ee iia a Bytes 
2 


FPO2 


fp-op 


fp-op, mem 2-4 
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[Word format] 


Mnemonic 


Operand 


fp-op 


Operation code 


765 43 2 1 


fp-op, mem 


o[1]1]o fol] [1 |x 


mod |Y |Y | 


(disp-low) 


(disp-high) 


CHAPTER 2. INSTRUCTIONS 


HALT ae 
Halt 

[Format] HALT 

[Operation] CPU Halt 


[Operand] 


[Flag] 


[Description] 


[Example] 


[Number of bytes] 


[Word format] 


Stops clock supply to the CPU and sets the standby mode. The standby mode is released 
by the following: 


« Reset input 
¢ Maskable interrupt request input 


¢« Non-maskable interrupt request input 


HALT 


{ 


. Operation code 
Mnemonic Operand 
76543210 


pHaLT [None df fs fof fo fo | 
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CHAPTER 2. INSTRUCTIONS 


I N Data input from I/O device 
Input 


[Format] IN dst, src 


[Operand, operation] 


acc, imm8 [When W = 0] AL < (imm8) 

[When W = 1] AH < (imm8 + 1), AL <— (imm8) 
acc, DW [When W = 0] AL < (DW) 

[When W = 1] AH < (DW + 1), AL — (DW) 


[Flag] 
[Description] Transfers the register contents of the I/O device specified by the source operand (src) to 
the accumulator (AL or AW register) specified by the destination operand (dst). 
[Example] To transfer contents of port address ODAH to AL register 
MOV DW, ODAH 
IN AL, DW 
IN acc, imm8 2 


acc, DW 1 


[Word format] Operation code 


76543 21 0/;/7 6543 210 
IN acc, imm8& 1/1/1/0/0]1)0 |W imm8 
acc, DW 1/1/1)/0/1]1])0 |W —_— 


Mnemonic Operand 
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CHAPTER 2. INSTRUCTIONS 


\ N Cc Increment 


Increment 


[Format] INC dst 
[Operation] dst < dst + 1 
[Operand] Mnemonic Operand (dst) 


[Flag] 
[Description] Increments the contents of the destination operand (dst) (+1). 
[Example] * INC DW 

« INC BP 

* INC SP 


[Number of bytes] Mnemonic Operand No. of bytes 


W form 
[Word format] Operation code 


76543 21 0/7 6543 210 
0/0}0 reg 

0/;0);0) mem 
(disp-high) 


Mnemonic Operand 
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CHAPTER 2 INSTRUCTIONS 


INM 


Block transfer between I/O and memory 
Input Multiple 


[Format] 


[Operation] 


[Operand] 


[Flag] 


[Description] 


[Example] 
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(repeat) INM [DS1-spec:] dst-block, DW 


[When W = 0] (IY) < (DW) 
DIR=0:IYCIY+1 
DIR=1:IYeIY-1 

[When W = 1] (IY + 1, IY) — (DW + 1, DW) 
DIR=0:IYClY+2 
DIRS We W=2 


PINM [DS1-spec : ] dst-block, DW 


Transfers the register contents of the I/O device addressed by the DW register to the 
memory addressed by the IY register. The number of times the data is repeatedly 
transferred is controlled by the REP instruction, a repeat prefix used in pairs with this 
instruction. When the data is repeatedly transferred, the contents of the DW register 
(address of the I/O device) are fixed, but the value of the IY register is automatically 
incremented (+1/+2) or decremented (—1/—2) to transfer the next byte/word each time 1- 
byte/word data has been transferred. The direction of the block is determined by the status 
of the DIR flag. 

Whether data is transferred in byte or word units is determined by the attribute of the 
operand. 

The INM instruction is used with a repeat prefix, REP instruction. 

The destination block must be always located in a segment specified by the DS1 register 
and segments cannot be overridden. 


¢ To load contents of port address ODAH (byte data) to memory work area 
MOV AW, 0 
MOV DS1, AW 
MOV_ IY, 50H 
MOV DW, ODAH 
INM DS1:BYTE PTR [IY], DW 
¢ To load contents of port address ODAH (byte data) to memory 0:0 through 0:FFH 
MOV AW, 0 
MOV DS1, AW 
MOV IY, 0 
MOV DW, ODAH 
MOV CW, OFFH 
REP INM DS1: BYTE PTR [IY], DW 


CHAPTER 2. INSTRUCTIONS 


[Number of bytes] 1 


[Word format] Operation code 
Mnemonic Operand 
76543 210 


Fn [1ostepeeTearboor ow fof fs fof for 
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CHAPTER 2 INSTRUCTIONS 


INS 


Inserts bit field 
Insert Bit Field 
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[Format] 


[Operation] 


[Operand] 


[Flag] 


[Description] 


INS dst, src 


16-bit field — AW 


Bit length 
15 0 
ZY 
AW YY 
Loe Yi) (ly) 
Bit offset Byte offset 
L |* - 
Memory 
src dst 


t Segment base 
Byte boundary (DS1) 


Operand (dst, src) 
INS 


reg8, reg8’ 
reg8, imm4 


Of the 16-bit data of the AW register, transfers the low-order bit data of the length specified 
by the source operand (src) to a memory area that is determined by the byte offset 
addressed by the DS1 and IY registers and the bit offset specified by the 8- bit register 
described as the first operand. 

After the data has been transferred, the lY register and the 8- bit register specified by the 
first operand are automatically updated as follows to indicate the next bit field. 


reg < reg8 + src + 1 
if reg8 > 15 then 
{ 
reg8 < reg8 — 16 
YelY+2 
} 


CHAPTER 2. INSTRUCTIONS 


[Example] 


[Number of bytes] 


[Word format] 


The value of the 8-bit register of the first operand that specifies the bit offset (15 bits max.) 
must be 0 to 15. The value of the source operand (src) that specifies the bit length (16 bits 
max.) must be 0 to 15. 0 indicates a length of 1 bit and 15 indicates a length of 16 bits. 
The bit field data can straddle a byte boundary of memory. The bit field of the destination 
must be always located in a segment specified by the DS1 register, and segments can be 


overridden. 


Caution Clear the high-order 4 bits of reg8 or reg8’ to 0. 


¢ INS DL, CL 
¢ INS DL, 12 


Mnemonic Operand No. of bytes 
INS 3 


reg8, reg8’ 


reg8, imm4 


Mnemonic Operand 


reg8, reg8’ 


4 


Operation code 


76543 21 0;/7 6543 2 1 


reg8, imm4 
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LDEA 


Loads effective address 
Load Effective Address 
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[Format] 


[Operation] 


[Operand] 


[Flag] 


[Description] 


[Example] 


[Number of bytes] 


[Word format] 


LDEA reg16, mem16 


regi6 — mem16 


Operand (dst, src) 
LDEA regi6, mem16 


ac fey] v | P| s | z | 


Loads an effective address (offset) generated by the second operand to a 16-bit general- 
purpose register specified by the first operand. 

This instruction is used to set the first value of an operand address to a register that is 
automatically used by the TRANS instruction or primitive block transfer instruction to 
specify an operand. 


To load offset of effective address of procedure INT_PROC to AW register 


LDEA AW, INT_PROC 
LDEA AW, [BP] VARO1 + 2 


2to4 


: Operation code 
Mnemonic Operand 
76543 21 0/7 6543 210 


LDEA regi6, mem16 1/0/0/0/1/1/0]1 |mod reg mem 
(disp-low) (disp-high) 


CHAPTER 2. INSTRUCTIONS 


LDM 
LDMB 
LDMW 


Block load 

Load Multiple 

Load Multiple Byte 
Load Multiple Word 


[Format] 


[Operation] 


[Operand] 


[Flag] 


[Description] 


[Example] 


[Number of bytes] 


(repeat) LDM [Seg-spec:] src-block 
(repeat) LDMB 
(repeat) LDMW 


[When W = 0] AL < (IX) 
DIR = 0: IX CIX+1 
DIR = 1:1X — IX-1 
[When W = 1] AW < (IX + 1, IX) 
DIR = 0: IX C IX+2 
DIR = 1: IX — IX-2 


Mnemonic Operand 


[Seg-spec : ] src-block 


None 


Repeatedly transfers the block addressed by the IX register to the accumulator (AL/AW) 
in byte or word units. 

The IX register is automatically incremented (+1/+2) or decremented (—1/—2) for the next 
byte/word processing each time data of 1 byte/word has been processed. The direction 
of the block is determined by the status of the DIR flag. 

Whether data is processed in byte or word units is specified by the attribute of the operand 
when the LDM instruction is used. When the LDMB and LDMW instructions are used, the 
data is processed in byte and word units, respectively. 

The default segment register of the source block is the DSO register and segments can 
be overridden. The source block can be located in a segment specified by any segment 
register. 


* REP LDM DS1: BYTE_VAR ; DS1 segment 
* REP LDMB ; DSO segment 


{ 
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[Word format] 


Mnemonic 


[Seg-spec : ]src-block 


Operand 


None 


CHAPTER 2. INSTRUCTIONS 


Transfers data 
MOV 


Move 


[Format] (1) MOV dst, src 
(2) MOV dst1, dst2, src 


[Operand, operation] 
Format (1) 


Mnemonic Operand (dst, src) Operation 


reg, reg’ dst < src 


mem, reg 


reg, mem 


mem, imm 


reg, imm 


acc, dmem When W = O] AL < (dmem) 


When W = 1] AH < (dmem + 1), AL + (dmem) 
When W = 0] (dmem) <— AL 
When W = 1] (dmem + 1) < AH, (dmem) — AL 


dmem, acc 


[ 
[ 
[ 
[ 


sreg, regi6 dst < src 


sreg, mem16 


reg16, sreg 


mem16, sreg 
AH, PSW AH < §, Z, x, AC, x, P, x, CY 
PSW, AH S, Z, x, AC, x, P, x, CY — AH 


Format (2) 


Operand (dst1, dst2, src) Operation 


DSO, reg16, mem32 reg16 < (mem32) 
DSO <— (mem32 + 2) 


DS1, reg16, mem32 regi6 — (mem32) 
DS1 <— (mem32 + 2) 


[Flag] Where operand is PSW or AH Other than left 
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[Description] 


[Example] 


[Number of Bytes] 


Format (1): 


Format (2): 


Transfers the contents of the source operand (src) specified by the second 
operand to the destination operand (dst) specified by the first operand. 
If the operands are AH, PSW, the S, Z, AC, P, and CY flags are transferred 
to the AH register. Bits 1, 3, and 5 of the AH register are undefined as a result. 
If the operands are PSW, AH, bits 2, 4, 6, and 7 of the AH register are 
transferred to the S, Z, AC, P, and CY flags of the PSW, respectively. 


Caution If dst = sreg or src = sreg, the hardware interrupt (maskable 
interrupt or non-maskable interrupt) request and single-step 
break cannot be accepted between this instruction and the 
next instruction. 


Transfers the low-order 16 bits (offset word of 32-bit pointer variable) of the 
32-bit memory addressed by the source operand (src) to a 16-bit register 
specified by destination operand 2 (dst2), and the high-order 16 bits (segment 
word) of the 32-bit memory to a segment register (DSO or DS1 register) 
specified by destination operand 1 (dst1). 


To write 55H to memory 0:50H 
MOV AW, 0 
MOV DS1, AW 
MOV_ IY, 50H 
MOV DL, 55H 
MOV. DS1: [IY], DL 


Mnemonic 


Operand No. of bytes 


reg, reg’ 


mem, reg 


reg, mem 


mem, imm 


reg, imm 


acc, dmem 


dmem, acc 


sreg, regi6 


sreg, mem16 


reg16, sreg 


mem16, sreg 

DSO, reg16, mem32 
DS1, reg16, mem32 
AH, PSW 

PSW, AH 


CHAPTER 2 INSTRUCTIONS 


[Word format] Operation code 


765 43 21 0 


Mnemonic Operand 


reg, reg’ reg 


mem, reg reg 


(disp-hig 


reg, mem reg 


(disp-hig 


mem, imm 0;0)0 
(disp-high) 
imm16-high 


reg, imm imm8 or imm16-low 


acc, dmem addr-low 


dmem, acc addr-low 


sreg, regi6 


sreg 


0 
sreg, mem16 0 | sreg 


(disp-hig 


reg16, sreg sreg 


0 
mem16, sreg 0 | sreg 


(disp-hig 


DSO, reg16, mem32 reg 


(disp-hig 


DS1, reg16, mem32 reg 
(disp-high) 
AH, PSW 0 _— 
PSW, AH =e 
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MOVBK 
MOVBKB 
MOVBKW 


Block transfer 
Move Block 
Move Block Byte 
Move Block Word 


[Format] 


[Operation] 


[Operand] 


[Flag] 


[Description] 


[Example] 


[Number of bytes] 


100 


(repeat) MOVBK [DS1-spec:] dst-block, [Seg-spec:] src-block 
(repeat) MOVBKB 
(repeat) MOVBKW 


[When W = 0] (IY) < (IX) 
DIR =0: IX CIX+1,IYClY+1 
DIR = 1:IX<— IX-1, Ye lY-1 
[When W = 1] (IY + 1, IY) — (IX +1, IX) 
DIR = 0: IX CG IX+2,IYCIY42 
DIR 1 MeIK=9, Ve =2 


Mnemonic Operand 


MOVBK [DS1-spec : ] dst-block, [Seg-spec : ] src-block 
MOVBKB None 
MOVBKW 


ac lev] v | P| s | z | 


Repeatedly transfers the block addressed by the IX register to the block addressed by the 
IY register in byte or word units. 

The IX and IY registers are automatically incremented (+1/+2) or decremented (—1/—2) for 
the next byte/word processing each time data of 1 byte/word has been processed. The 
direction of the block is determined by the status of the DIR flag. 

Whether data is processed in byte or word units is specified by the attribute of the operand 
when the MOVBK instruction is used. When the MOVBKB and MOVBKW instructions are 
used, the data is processed in byte and word units, respectively. 

The destination block must be always located in a segment specified by the DS1 register, 
and segments cannot be overridden. 

On the other hand, the default segment register of the source block is the DSO register, 
but segments can be overridden, and the source block can be located in a segment 
specified by any segment register. 


MOVBK BYTE_VAR1, BYTE_VAR2 
MOVBK WORD_VAR1, WORD_VAR2 


{ 


CHAPTER 2 INSTRUCTIONS 


[Word format] ; Operation code 
Mnemonic Operand 
765 43,.2,1,0 


MOBK [DS1-spec : ]Jdst-block, [Seg-spec : ] src-block 1 1 Ww 
MOVBKB None 
MOVBKW 
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Signed multipl 
MUL a ply 


Multiply Signed 


[Format] (1) MUL src 
(2) MUL dst, src 
(3) MUL dst, src1, src2 


[Operand, operation] 
Format (1) 


Mnemonic Operand Operation 

AW < AL x src 
AH = Sign extension of AL: CY — 0, V< 0 
AH # Sign extension of AL: CY — 1,V <1 


DW, AW < AW x src 
DW = Sign extension of AW: CY — 0, V< 0 
DW # Sign extension of AW: CY — 1, V <1 


Format (2) 


Mnemonic Operand Operation 

regi6, imm8 dst « dst x src 

Product < 16 bits: CY — 0, V< 0 
regi6, imm16 Product > 6 bits: CY — 1,V< 1 


Format (3) 


Mnemonic Operand Operation 

reg16, regi6’, imm8 dst < srci1 x src2 

regi6, mem16, imm8 Product < 16 bits: CY — 0, V<0 
reg16, regi6’, imm16 Product > 16 bits: CY — 1,V< 1 


regi6, mem16, imm16 


[Flag] 
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[Description] Format (1): * Where src = reg8 or src = mem8 
Multiplies the value of the AL register by the source operand (src) with sign, 
and stores the double-length result to the AW register. If the upper half (AH 
register) of the result is not the sign extension of the lower half (AL register) 
at this time, the CY and V flags are set to 1. The AH register is an extension 
register. 


¢ Where src = regi6 or src = mem16 
Multiplies the value of the AW register by the source operand (src) with sign, 
and stores the double-length result to the AW and DW registers. If the upper 
half (DW register) of the result is not the sign extension of the lower half 
(AW register) at this time, the CY and V flags are set to 1. The DW register 
is an extension register. 


Format (2): Multiplies the destination operand (dst) by the source operand (src) with sign, 
and stores the result to the destination operand (dst). 


Format (3): Multiplies the first source operand (src1) by the second source operand (src2) 
with sign, and stores the result to the destination operand (dst). 


[Example] To multiply value of AW register by contents of memory 0:50H (word data) 
MOV BW, 0 
MOV DSO, BW 
MOV IX, 50H 
MUL WORD PTR [IX] 


[Number of bytes] Rinamenie Operand No. of bytes 


reg8 


mems 


reg16 


mem16 


regi6, imm8 


reg16, imm16 


regi16, reg16’, imm8 


regi6, mem16, imm8 


regi6, reg16’, imm16 


regi6, mem16, imm16 
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CHAPTER 2. INSTRUCTIONS 


[Word format] 
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Mnemonic 


Operand 


reg8 


Operation code 


765 43 21 0/7 65 43 21 0 


mems 


regi6 


mem16 


reg16, imm8& 


reg16, imm16 


regi6, imm16’, imm8 


imm8 


regi6, mem16, imm8 


0) 1 


(disp-low) (disp-high) 


imm8s —_ 


imm16’, imm16 


1/0 reg’ 


6-low imm16-high 


mem16, imm16 


1/0 reg mem 


(disp-low) (disp-high) 


imm16-low imm16-high 


CHAPTER 2 INSTRUCTIONS 


Unsigned multipl 
MULU + pike 


Multiply Unsigned 


[Format] MULU src 


[Operand, operation] 


Mnemonic Operand (src) Operation 
AW < AL x src 


DW, AW + AW x src 
DW=0:CY<0,V<0 
DW+#0:CY<1,V<¢1 


[Flag] 


[Description] « Where src = reg8 or src = mem8 
Multiplies the value of the AL register by the source operand (src) without sign, and 
stores the double-length result to the AW register. If the upper half (AH register) of the 
result is not zero at this time, the CY and V flags are set to 1. The AH register is an 
extension register. 


« Where src = reg16 or src = mem16 
Multiplies the value of the AW register by the source operand (src) with sign, and stores 
the double-length result to the AW and DW registers. If the upper half (DW register) of 
the result is not zero at this time, the CY and V flags are set to 1. The DW register is 
an extension register. 


[Example] To multiply contents of AL register by contents of CL register 
MULU CL 


[Number of bytes] Mnemonic Operand No. of bytes 
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[Word format] : Operation code 
Mnemonic Operand 
76543 21 0/7 6543 210 


(disp-low) (disp-high) 
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CHAPTER 2. INSTRUCTIONS 


2’s complement 
NEG i 


Negate 


[Format] NEG dst 


[Operation] dst < dst + 1 


(Operana Opera ee 


[Flag] 
Note CY = 1. However, CY = 0 if dst is 0 before execution. 
[Description] Takes 2’s complement of the contents of the destination operand (dst). 
[Example] « NEG DL 
* NEG CW 
* NEG IX 
* NEG BP 
NEG reg 2 
mem 2-4 
[Word format] Operation code 


Mnemonic Operand 


76543 21 0/7 65 43 2 1 0 


reg 


mem 


(disp-low) (disp-high) 
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CHAPTER 2. INSTRUCTIONS 


NOP 


No operation 
No Operation 


[Format] 


[Operation] 


[Operand] 


[Flag] 


[Description] 


[Example] 


[Number of bytes] 


[Word format] 


108 


NOP 


No operation 


jac|ey| v | P| s | Z| 


Executes nothing but consumes three clock cycles. 


NOP 


{ 


. Operation code 
Mnemonic Operand 
76543 210 


[Nop [None ft oof Jo fo fo fo | 


CHAPTER 2 INSTRUCTIONS 


Logical negation 


NOT Not 
[Format] NOT dst 
[Operation] dst < dst 


[Operand] 


[Flag] 


[Description] 


[Example] 


[Number of bytes] 


[Word format] 


Opera a 


NOT 


Inverts the bit specified by the destination operand (dst) (logical negation), and stores the 
result to the destination operand (dst). 


« NOT AL 


* NOT CW 
« NOT IX 


Mnemonic Operand No. of bytes 
NOT reg 2 


mem | 2-4 


Operation code 
76543 21 0/7 6543 210 
1/1)0)]1 0/1/0 reg 
1;1/)0/1 0/1;0] mem 


Mnemonic Operand 


(disp-low) (disp-high) 
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CHAPTER 2 INSTRUCTIONS 


NOT1 


Inverts bit 
Not Bit 


[Format] 


[Operation] 


[Operand] 


[Flag] 


[Description] 


110 


(1) NOT1 dst, src 
(2) NOT2 dst 


Format (1): Bit n of dst (n is specified by src) < Bit n of dst (n is specified by src) 
Format (2): dst — dst 


Format (1) 


Mnemonic 


Format (1) 


Format (2): 


Format (2) 


Opera (ee 


Operand (dst, src) 


reg8, CL 
memés, CL 
reg16, CL 
mem16, CL 


reg8, imm3 


memés, imm3 


reg16, imm4 


mem16, imm4 


Format (2) 


Logically inverts bit n (nis the contents of the source operand (src) specified 
by the second operand) of the destination operand (dst) specified by the first 
operand, and stores the result to the destination operand (dst). 

If the operand is reg8, CL or mem8, CL, only the low-order 3 bits of the value 
of CL (0 to 7) are valid. 

If the operand is reg16, CL or mem16, CL, only the low-order 4 bits of the 
value of CL (0 to 15) are valid. 

If the operand is reg8, imm3, only the low-order 3 bits of the immediate data 
at the fourth byte position of the instruction are valid. 

If the operand is mem8, imm3, only the low-order 3 bits of the immediate data 
at the last byte position of the instruction are valid. 

If the operand is reg16, imm4, only the low-order 4 bits of the immediate data 
at the fourth byte position of the instruction are valid. 

If the operand is mem16, imm4, only the low-order 4 bits of the immediate 
data at the last byte position of the instruction are valid. 


Logically negates the contents of the CY flag and then stores the result to 
the CY flag. 


CHAPTER 2. INSTRUCTIONS 


[Example] IN AL, 0 
NOT1 AL, 7 


[Number of bytes] Mnemonic Operand No. of bytes 


reg8, CL 
memés, CL 
reg16, CL 
mem16, CL 


reg8, imm3 


memés, imm3 


regi6, imm4 


mem16, imm4 


CY 


[Word format] Operation code 


76543 21 0/7 6543 2 1 


Mnemonic Operand 


reg8, CL 


mems, CL 0 1 
(disp-low) 


reg16, CL 


mem16, CL 


reg8, imm3 


memés, imm3 


regi6, imm4 


mem16, imm4 0 0 1 


(disp-low) 


imm4 


111 


CHAPTER 2 INSTRUCTIONS 


OR 


Logical sum 
Or 


[Format] 


[Operand, operation] 


[Flag] 


[Description] 


[Example] 


[Number of bytes] 


112 


OR dst, src 


Mnemonic Operand (dst, src) 


reg, reg’ 


mem, reg 


reg, mem 


reg, imm 


mem, imm 


Operation 


dst < dst v src 


acc, imm 


ac ev] v | P| s | z | 


[When W = 0] AL < AL v imm8 
[When W = 1] AW — AW v imm16 


ORs the destination operand (dst) specified by the first operand with the source operand 


(src) specified by the second operand, and stores the result to the destination operand 


(dst). 


OR AW, WORD PTR [IX] 


Mnemonic Operand 


reg, reg’ 


No. of bytes 


mem, reg 


reg, mem 


reg, imm 


mem, imm 


acc, imm 


CHAPTER 2 INSTRUCTIONS 


[Word format] 


Operation code 
76543210 


Mnemonic Operand 


reg, reg’ reg 


mem, reg reg 


(disp-hig 


reg, mem 0 reg 


(disp-hig 
0/0/;1 


reg, imm\Note 0 


( 
0 

immé or i = imm16-hi 
0 


mem, imm 0 0;0/1 


(disp-low) (disp-high) 


immé8 or imm16-low imm16-high 


acc, imm 0/;0/0;1;1140 imm8 or imm16-low 


imm16-high _ 


Note The following code may be generated depending on the assembler or compiler used. 


76543210765 43 21 ~0 
1)/0;0/0/0/0/1|W/1)1)0/0)1 reg 


imm8 _— 


Even inthis case, the instruction is executed normally. Note, however, that some emulators 
do not support a function to disassemble or assemble this instruction. 
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CHAPTER 2 INSTRUCTIONS 


O U T Output data to I/O device 
Output 


[Format] OUT dst, src 


[Operand, operation] 


[ernie | Opwrana est we) | —_——ovwaten = 


[When W = 0] (imms) — AL 


( 

[When W = 1] (imm8 + 1) — AH, (imm8) © AL 
( 
( 


[When W = 0] (DW) < AL 
[When W = 1] (DW + 1) — AH, (DW) — AL 


Fle mele y [PTs] 


[Description] Transfers the contents of the accumulator (AL or AW register) to a register of the I/O device 
specified by the destination operand (dst). 


[Example] To transfer contents of AL register to port address OD8H 
MOV DW, 0D8H 
OUT DW, AL 
[Number of bytes] [inemonic | _Operand | No.of bie | 
OUT imm8, acc 2 


DW, acc 1 


[Word format] Operation code 
Mnemonic Operand 


76543 21 0/7 65 43 2 1.0 


OUT imm8, acc 1/1/1/0/0)1/1)W imms 
DW, acc 1);1/;1/0);1/)1)1 )W — 
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OUTM 


Block transfer between memory and I/O 
Output Multiple 


[Format] 


[Operation] 


[Operand] 


[Flag] 


[Description] 


[Example] 


(repeat) OUTM DW, [Seg-spec:] src-block 


[When W = 0] (DW) < (IX) 
DIR = 0: IX IX+1 
DIR = 1: IX — IX-1 
[When W = 1] (DW + 1, DW) < (IX + 1, IX) 
DIR = 0: IX IX+2 
DIRS1: Xe ik =2 


OUTM DW, [Seg-spec : ] src-block 


Transfers the memory contents addressed by the IX register to the I/O device addressed 
by the DW register. The number of times the data is repeatedly transferred is controlled 
by the REP instruction, a repeat prefix used in pairs with this instruction. When the data 
is repeatedly transferred, the contents of the DW register (address of the I/O device) are 
fixed, but the value of the IX register is automatically incremented (+1/+2) or decremented 
(-—1/-2) to transfer the next byte/word each time 1-byte/word data has been transferred. 
The direction of the block is determined by the status of the DIR flag. 

Whether data is transferred in byte or word units is determined by the attribute of the 
operand. 

The OUTM instruction is used with a repeat prefix, REP instruction. 

Although the default segment register of the source block is the DSO register, segments 
can be overridden, and the source block can be located in a segment specified by any 
segment register. 


¢ To transfer contents of memory 0:50H to port address OD8H (byte data) 


MOV AW, 0 
MOV DSO, AW 
MOV _ IX, 50H 


MOV DW, 0D8H 
OUTM DW, DSO: WORD PTR [IX] 
¢ To transfer contents of memory 0:0H through OFFH to port address OD8H (byte data) 


MOV AW, 0 
MOV DSO, AW 
MOV _ IX, OH 


MOV DW, 0D8H 
MOV CW, OFFH 
REP OUTM DW, DSO:PTR [IX] 
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[Number of bytes] 1 


[Word format] Operation code 
Mnemonic Operand 
76543 210 


four [bw Resspesrtwenea dor fr fof tow 
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POLL 


Waits for floating-point coprocessor 
Poll and wait 


[Format] 


[Operation] 


[Operand] 


[Flag] 


[Description] 


[Example] 


[Number of bytes] 


[Word format] 


POLL 


POLL and wait 


* Other than V33A and V53A 
Places the CPU in the wait status until the POLL pin becomes active (low). 


Caution The BUSLOCK instruction must not be placed immediately before this 
instruction. 


* V33A and V53A 
With coprocessor connected : Places the CPU in the wait status until the CPBUSY pin 
becomes inactive (high level). 
Without coprocessor : Generates coprocessor non-existent interrupt (vector 
7). At this time, the first byte of this instruction is saved 
to the stack as an address. 


Caution The BUSLOCK instruction must not be placed immediately before this 
instruction. 


POLL 


{ 


. Operation code 
Mnemonic Operand 
76543210 


pPoun | None dt fo fof fi Jo ft fa 
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Restore from stack 
POP Pop 


[Word format] POP dst 


[Operand, operation] 

Mnemonic Operand (dst) Operation 
SP —SP+2 
(mem16) < (SP — 1, SP - 2) 
SP << SP +2 
dst < (SP — 1, SP - 2) 


IY — (SP +1, SP) 

IX <— (SP + 3, SP + 2) 
BP < (SP + 5, SP + 4) 
BW < (SP +9, SP + 8) 
DW < (SP + 11, SP + 10) 
CW < (SP + 13, SP + 12) 
AW < (SP + 15, SP + 14) 
SP — SP + 16 


[Flag] « When dst = PSW 


acTov] v |? [ S| 2 [O[DR] Ie BAW 
RiAajatrialraliriale le | 
Remark The V33A and V53A does not have an MD flag. 


¢ Other than above 


ac fev] v | P| s | z | 


[Description] Transfers the contents of the stack to the destination operand (dst) (however, the stack 
contents are not transferred to the PS if dst = sreg). 


Cautions 1. When dst = sreg, the hardware interrupt (maskable interrupt and non- 
maskable interrupt) request and single-step break cannot be accepted 
between this instruction and the next instruction. 

2. When dst = PSW, the MD flag is restored only in the write- enabled 
status, and is not affected in the write-disabled status (except the V33A 
and V53A). 

3. If the PUSH and POP instructions are executed to the SP register in 
combination, the value of the SP register before instruction execution 
minus 2 is stored to the SP register. 
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[Example] * POP AW 
* POP BW 
* POP IY 
* POP SP 
MOV BP, SP 


[Number of bytes] Mnemonic Operand No. of bytes 


[Word format] ; 
Operation code 


76543 2 1 0/7 65 43 2 1.0 


Mnemonic Operand 


(disp-high) 
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PREPARE 


Creates stack frame 
Prepare New Stack Frame 


[Format] 


[Operation] 


[Operand] 


[Flag] 


[Description] 
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PREPARE imm16, imm8s 


(SP —1, SP- 2) — BP 
SP <— SP -2 
After executing temp < SP, executes the following operation “imm8-1” times 
when imm8 > 0: 
(SP — 1, SP — 2) — (BP — 1 BP - 2) 
SP <— SP -2 
BP «+ BP-2 
Then executes 
(SP — 1, SP — 2) — temp \ r 
SP < SP -2 
Then executes the following processing: 
BP < temp 
SP < SP — imm16 
When imm8 = 1, repetitive operation *1 is not performed. 
When imm8 = 0, operations *1 and *2 are not performed. 


This instruction is used to generate a “stack frame” necessary for high-level languages of 
block structure (such as Pascal and Ada). The stack frame includes a group of pointers 
indicating the variables that can be referenced from the procedure and an area of local 
variables. 

This instruction copies the frame pointer to allow securing of a local variable area and 
referencing global variables. The 16-bit immediate data described as the first operand 
specifies the size (in bytes units) of the area secured for local variables, and the 8-bit 
immediate data described as the second operand indicates the depth of the procedure 
block (this depth is called a lexical level). 

The base address of the frame created by this instruction is set to BP. 

First, BP is saved to the stack. This is to restore the BP of the procedure at the calling side 
when the procedure has been completed. Next, the frame pointer (saved BP) in a range 
in which it can be referenced from the called procedure is pushed to the stack. The range 
in which the frame pointer can be referenced is the value of the lexical level of that 
procedure minus 1. 


CHAPTER 2 INSTRUCTIONS 


[Example] 


[Number of Bytes] 


[Word format] 


If the lexical level is greater than 1, the frame pointer of this instruction itself is also pushed 
to the stack. This is to copy the frame pointer of the procedure called by this procedure 
when the called procedure copies the frame pointer. 

Next, the value of a new frame pointer is set, and the area of local variables used for that 
procedure are secured on the stack. In other words, the SP is decremented by the number 
of the local variables. 


MOV SP, 60H 

MOV BP, SP 

CALL CHK 

PREPARE 0006, 04 

MOV AW, [BP + OFAH] 
ADD AW, [BP + 0F8A] 
MOV [BP + OFCH], AW 
4 


; Operation code 
Mnemonic Operand 
76543 210/7 65432140 


PREPARE imm16, imms 1/1]0/0]1}]0/0);0 imm16-low 
imm16-high imm8s 
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P U S H Saves to stack 


Push 


[Word format] PUSH src 


[Operand, operation] 
Mnemonic Operand (src) Operation 
SP —SP-2 
(SP + 1, SP) — (mem16 + 1, mem16) 
SP —SP-2 
(SP +1, SP) < src 


temp < SP 

SP-—1, SP-2)< AW 
SP -3, SP-4) — CW 
SP —5, SP-—6) — DW 
SP -—7, SP-8) — BW 
SP —9, SP — 10) « temp 
SP -—11, SP —12) — BP 
SP — 13, SP — 14) « IX 
SP — 15, SP — 16) — IY 
SP < SP - 16 


( 
( 
( 
( 
( 
( 
( 
( 


(SP — 1, SP — 2) < sign extension of imm8 
SP <— SP-2 

(SP —1, SP — 2) — imm16 

SP «— SP-2 


Flag mele y [PTs] 


[Description] Saves the contents of the source operand (src) to the stack. 
If 8-bit immediate data (imm8) is described as the operand, immé® is sign-extended, and 
saved to the stack addressed by the SP as 16-bit data. 


[Example] « PUSH DSO 


« PUSH SS 
« PUSH DS1 
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[Number of bytes] Mnemonic Operand 


[Word format] Operation code 


765 43 21 0/7 65 43 2 1 0 


Mnemonic Operand 


imm8 


imm16-low 


imm16-high _— 
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REP 
REPE 
REPZ 


Repeat prefix where Z = 1 
Repeat 

Repeat while Equal 
Repeat while Zero 


[Format] 


[Operation] 


[Operand] 


[Flag] 


[Description] 


[Example] 


[Number of bytes] 
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REP 
REPE 
REPZ 


[When CW #0] PS: executes byte instruction of PC + 1 
CW «+ CW -1 
When Z #1: PC «+ PC + 2 
When Z = 1: Re-executes 

[When CW = 0] PC « PC +2 


Mnemonic Operand 


ac fev] v | P| s | z | 


Executes the block transfer/compare/I/O instruction of the subsequent byte and decrements 
the value of CW register (-1) while CW # 0. 

REP is used in combination with the MOVBK, LDM, STM, OUTM, or INTM instruction, and 
repeatedly performs processing while CW = 0, regardless of the value of the Z flag. 
REPZ and REPE are used in combination with the CMPBK or CMPM instruction, and exits 
from a loop if Z + 1 or if CW = 0 as a result of comparison by each block instruction. The 
CW register is checked before the block compare instruction is executed, i.e., immediately 
before the REP/REPE/REPEZ instruction is executed. 

Therefore, if the REP/REPE/REPEZ instruction is executed when CW = 0, the subsequent 
block compare instruction is never executed, and the next instruction is executed. The Z 
flag is checked as a result of executing the subsequent block compare instruction, and the 
content of this flag immediately before the REPE/REPZ instruction is executed for the first 
time is irrelevant. 


Caution The hardware interrupt (maskable interrupt) and non- maskable interrupt 
request and single-step break cannot be accepted between this instruction 


and the next instruction. 


« REP MOVBKW 
« REPZ CMPBKW 


{ 
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[Word format] 
Mnemonic Operand 
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REPC 


Repeat prefix where CY = 1 
Repeat while Carry 


[Format] 


[Operation] 


[Operand] 


[Flag] 


[Description] 


[Example] 


[Number of bytes] 


[Word format] 
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REPC 


[When CW #0] PS: executes byte instruction of PC + 1 
CW <« CW -1 
When CY #1: PC + PC +2 
When CY = 1: Re-executes 

[When CW = 0] PC « PC +2 


jac|ey| v | P| s | z | 


Executes the block compare (CMPBK or CMPM) instruction of the subsequent byte and 
decrements the value of the CW register (-1) while CW z 0. 

If CY #1 as aresult of executing the block compare instruction, execution exits from a loop. 
The CW register is checked before the block compare instruction is executed, i.e., 
immediately before the REPC instruction is executed. Therefore, if the REPC instruction 
is executed when CW = 0, the subsequent block compare instruction is never executed, 
and the next instruction is executed. 

The CY flag is checked as a result of executing the subsequent block compare instruction, 
and the content of this flag immediately before the REPC instruction is executed for the 
first time is irrelevant. 


Caution The hardware interrupt (maskable interrupt) and non-maskable interrupt 
request and single-step break cannot be accepted between this instruction 


and the next instruction. 


REPC CMPBKW 


{ 


. Operation code 
Mnemonic Operand 
76543210 


CHAPTER 2. INSTRUCTIONS 


REPNC 


Repeat prefix where CY = 0 
Repeat while Not Carry 


[Format] 


[Operation] 


[Operand] 


[Flag] 


[Description] 


[Example] 


[Number of bytes] 


[Word format] 


REPNC 


[When CW #0] PS: executes byte instruction of PC + 1 
CW «+ CW -1 
When CY # 1: Re-executes 
When CY = 1:PC + PC +2 

[When CW = 0] PC «+ PC +2 


Executes the block compare (CMPBK or CMPM) instruction of the subsequent byte and 
decrements the value of the CW register (-1) while CW z 0. 

If CY = 1 as aresult of executing the block compare instruction, execution exits from a loop. 
The CW register is checked before the block compare instruction is executed, i.e., 
immediately before the REPNC instruction is executed. Therefore, ifthe REPNC instruction 
is executed when CW = 0, the subsequent block compare instruction is never executed, 
and the next instruction is executed. 

The CY flag is checked as a result of executing the subsequent block compare instruction, 
and the content of this flag immediately before the REPNC instruction is executed for the 
first time is irrelevant. 


Caution The hardware interrupt (maskable interrupt) and non- maskable interrupt 
request and single-step break cannot be accepted between this instruction 


and the next instruction. 


REPNC CMPMB 


{ 


. Operation code 
Mnemonic Operand 
76543210 
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REPNE 
REPNZ 


Repeat prefix where Z = 0 
Repeat while Not Equal 
Repeat while Not Zero 


[Format] 


[Operation] 


[Operand] 


[Flag] 


[Description] 


[Example] 


[Number of bytes] 


[Word format] 


128 


REPNE 
REPNZ 


[When CW #0] PS: executes byte instruction of PC + 1 
CW < CW -1 
When Z # 1: Re-executes 
When Z=1:PC «+ PC +2 

[When CW =0] PC «+ PC +2 


ac|cy| v | P| s | Z| 


Executes the block compare (CMPBK or CMPM) instruction of the subsequent byte and 
decrements the value of the CW register (-1) while CW z 0. 

lfZ +0 orif CW =0 as a result of executing the block compare instruction, execution exits 
from a loop. 

The CW register is checked before the block compare instruction is executed, i.e., 
immediately before the REPNE/REPNZ instruction is executed. Therefore, if the REPNE/ 
REPNZ instruction is executed when CW = 0, the subsequent block compare instruction 
is never executed, and the next instruction is executed. 

The Z flag is checked as a result of executing the subsequent block compare instruction, 
and the content of this flag immediately before the REPNC/REPNZ instruction is executed 
for the first time is irrelevant. 


Caution The hardware interrupt (maskable interrupt) and non-maskable interrupt 
request and single-step break cannot be accepted between this instruction 
and the next instruction. 


« REPNE CMPMB 
« REPNZ CMPBKW 


Operation code 
76543 210 


Mnemonic Operand 
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RET Return from subroutine 
Return from Procedure 


[Format] (1) RET 
(2) RET pop-value 


[Operand, operation] 
* To return from call in segment 


Mnemonic Operand Operation 
None PC < (SP + 1, SP) 

SP «+ SP+2 

pop-value PC < (SP + 1, SP) 

SP «+ SP+2 

SP < SP + pop-value 


* To return from call outside segment 


Mnemonic Operand Operation 
PC < (SP +1, SP) 

PS < (SP + 3, SP + 2) 

SP «+ SP +4 

pop-value PC < (SP + 1, SP) 

PS < (SP + 3, SP + 2) 

SP «SP +4 


SP < SP + pop-value 


[Flag] 


[Description] * To return from call in segment 
Restores the PC from the stack. If pop-value is described as the operand, 16-bit pop- 
value is added to the SP (this is useful for skipping the value of SP by the number of 
unnecessary parameters if the parameters saved to the stack following the PC are 
unnecessary). 
The assembler automatically distinguishes this instruction from the RET instruction to 
return from a call outside a segment. 


¢ To return from call outside segment 
Restores the PC and PS from the stack. If pop-value is described as the operand, 16- 
bit pop-value is added to the SP (this is useful for skipping the value of SP by the number 
of unnecessary parameters if the parameters saved to the stack following the PC are 
unnecessary). 
The assembler automatically distinguishes this instruction from the RET instruction to 
return from a call in a segment. 
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[Example] POP R 
RET 


None 
pop-value 


[Word format] * To return from call in segment 


Operation code 
76543 21 0/7 6543 210 


Mnemonic Operand 


None = 


pop-value pop-value-low 


pop-value-high = 


¢ To return from call outside segment 


Operation code 
76543210/7 6543 210 


Mnemonic Operand 


None = 


pop-value pop-value-low 


pop-value-high — 
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R f lati 
RETEM [except V33A and V53A] eturn from emulation mode 


Return from Emulation 


[Format] 


[Operation] 


[Operand] 


[Flag] 


[Description] 


[Example] 


[Number of bytes] 


[Word format] 


RETEM 


PC < (SP + 1, SP) 

PS < (SP + 3, SP + 2) 

PSW < (SP +5, SP + 4) 

SP «+ SP +6 

Disables MD from being written. 


enone [operant 
Tc 


aeTX[V [PS [2 [Moor] ad 
fa[e[[atelelalalalal 


When the RETEM instruction is executed in the emulation mode (this instruction is 
interpreted as an instruction of the wPD8080AF), the CPU returns from interrupt service 
to the native mode by restoring the PS, PC, and PSW that have been saved by the BRKEM 
instruction. The content in the native mode saved by the BRKEM instruction (i.e., “1”) is 
restored to the MD flag. As a result, the CPU enters the native mode. After the RETEM 
instruction has been executed, the MD flag is disabled from being written, and cannot be 
restored even if the RETI or POP PSW instruction is executed. 


RETEM 


2 


| Operation code 
Mnemonic Operand 
76543 21 0/)/7 6543 2 1 


RECEDED 
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RETI 


Return from interrupt 
Return from Interrupt 


[Format] 


[Operation] 


[Operand] 


[Flag] 


[Description] 


[Example] 


[Number of bytes] 


[Word format] 


132 


RETI 


PC < (SP +1, SP) 

PS < (SP + 3, SP +2) 
PSW < (SP +5, SP +4) 
SP — SP+6 


[verene | _Onerand | 
a 


aoTov[ v [P| S| 2 [Mo [oiR| [BAK 
Rirajairlalrielel ele | 
Remark The V33A and V53A do not have an MD flag. 


Restores the contents of the stack to the PC, PS, and PSW. This instruction is used to return 
execution from interrupt service. 


Caution TheMD flag is restored only in the write-enabled status, and is not affected 
in the write-disabled status (except the V33A and V53A). 


POP R 
RETI 


{ 


' Operation code 
Mnemonic Operand 
76543210 


prety [None ft fo fof fa fa ft 


CHAPTER 2. INSTRUCTIONS 


RETXA [V33A, V53A only] Return from extended address mode 


Return from Extended Address Mode 


[Format] 


[Operation] 


[Operand] 


[Flag] 


[Description] 


[Example] 


[Number of bytes] 


[Word format] 


RETXA imms 


temp1 < (imm8 x 4 + 1, imm8 x 4) 
temp2 < (imm8 x 4 + 3, imm8 x 4 + 2) 
XA <— 0 

PC < tempt 

PS < temp2 


ac ley] v | P| s | z | 


Releases the extended address mode. 

Transfers control to the address stored in the entry of the interrupt vector table specified 
by the instruction, and resets bit 0 (XA flag) of the XAM register (internal I/O address: 
FF80H) to 0. 

If this instruction is executed in the normal address mode, the vector table at the address 
of the normal address mode is read and then execution jumps to the address of this vector 
table. 

If this instruction is executed in the extended address mode, the vector table at the address 
of the extended address mode is read, the normal address mode is set, and then execution 
jumps to the address read first. 

The values of PC, PS, and PSW are not restored from the stack. 


RETXA OAH 


3 


. Operation code 
Mnemonic Operand 
76543 210/7 6543210 


RETXA imms O/0;/O0;/O0/}/1}/1]1}1)1}1}1])1/0/0/0)}0 
imm8 = 
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R Oo L Rotate left 


Rotate Left 


[Format] ROL dst, src 


[Operation] 


[Operand] Mnemonic Operand (dst, src) 


reg, 1 


mem, 1 


reg, CL 


mem, CL 


reg, imm8 


mem, imm8 


[Flag] When src = 1 


[Description] ¢ When src = 1 
Shifts the contents of the destination operand (dst) specified by the first operand 1 bit 
to the left. The data of the MSB (bit 7 or 15) of dst is shifted to the LSB (bit 0) position, 
and is also transferred to the CY flag. If the MSB is affected, the V flag is set to 1; if 
not, the V flag is reset to 0. 


¢ When src = CL or src = imm8 
Shifts the contents of the destination operand (dst) specified by the first operand to the 
left the number of bits of the contents of the source operand (src) specified by the second 
operand. The data of the MSB (bit 7 or 15) of dst is shifted to the LSB (bit 0) position, 
and is also transferred to the CY flag. 


[Example] MOV [IX], BL 
ROL BYTE PTR [IX], 1 


[Number of bytes] 


Mnemonic Operand No. of bytes 


reg, 1 


mem, 1 


reg, CL 


mem, CL 


reg, imm8 


mem, imm8 
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[Word format] 


Mnemonic 


Operation code 


Operand 


reg, 1 


765 43 21.0 


mem, 1 


reg, CL 


mem, CL 


reg, imm8 


imm8 


mem, imm8 


0/0 


0 


(disp-low) 


(disp-high) 


imm8 
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Rotate nibble to left 
ROL4 


Rotate Nibble Left 


[Format] ROL4 dst 


[Operation] 
dst 


ALt High-order 4 bits | Low-order 4 bits 


[Operand] Operand (dst) 


ROL4 reg8 


Fle rep TP [5] 


[Description] Rotates the contents of the destination operand (dst) 1 digit to the left via the low-order 
4 bits (ALL) of the AL register, handling the contents of the destination operand as a 2-digit 
packed BCD. 

As a result, the high-order 4 bits of the AL register are not guaranteed. 


[Example] » MOV AL, 24H 
ROL4 AL 
* MOV AL, BYTE PTR [IX] 
ROL4 AL 
ner eters 
ROL4 reg8 3 


mems 3-5 


[Word format] Operation code 


765 43 2 1 


Mnemonic Operand 


0 

0 1 0 
0/0/0 (disp-low) 
(disp-high) — 
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Rotate left with carr 
ROLC 2 


Rotate Left with Carry 


[Format] ROLC dst, src 


[Operation] 


[Operand] Mnemonic 
reg, imm8 
mem, imm8 
[Flag] When src = 1 
[Description] ¢ When src = 1 
Shifts the contents of the destination operand (dst) specified by the first operand 1 bit 
to the left via the CY flag. The data of the MSB (bit 7 or 15) of dst is transferred to the 
CY flag, and the data of the CY flag is transferred to the LSB (bit 0). If the MSBis affected, 
the V flag is set to 1; if not, the V flag is reset to 0. 
¢ When src = CL or src = imm8 
Shifts the contents of the destination operand (dst) specified by the first operand to the 
left the number of bits of the contents of the source operand (src) specified by the second 
operand via the CY flag. The data of the MSB (bit 7 or 15) of dst is transferred to the 
CY flag, and the data of the CY flag is transferred to the LSB (bit 0). 
[Example] *« ROLC AL, 1 
* ROLC CL, 1 
* ROLC DW, 1 
* ROLC AW, 1 
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[Number of bytes] Mnemonic Operand 


reg, 1 


mem, 1 
reg, CL 


mem, CL 


reg, imm8 


mem, imm8 


[Word format] Operation code 


765 43 21 0 


Mnemonic Operand 


reg, 1 


mem, 1 


reg, CL 


mem, CL 


reg, imm8 


imm8 


mem, imm8 0|0 0 


(disp-low) (disp-high) 


imm8s _ 
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ROR Rotate right 


Rotate Right 


[Format] ROR dst, src 


[Operation] 
CY 15/7 0 


[Operand] Mnemonic Operand (dst, src) 
reg, 1 
mem, 1 
reg, CL 
mem, CL 
reg, imm8& 
mem, imm8 
[Flag] When src = 1 
[Description] ¢ When src = 1 
Shifts the contents of the destination operand (dst) specified by the first operand 1 bit 
to the right. The data of the LSB (bit 0) of dst is shifted to the MSB (bit 7 or 15) position, 
and is also transferred to the CY flag. If the MSB is affected, the V flag is set to 1; if 
not, the V flag is reset to 0. 
¢ When src = CL or src = imm8 
Shifts the contents of the destination operand (dst) specified by the first operand to the 
right the number of bits of the contents of the source operand (src) specified by the 
second operand. The data of the LSB (bit 0) of dst is shifted to the MSB (bit 7 or 15) 
position, and is also transferred to the CY flag. 
[Example] « ROR AL, 3 
* ROR CW, 6 
* RORIY, 2 
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[Number of bytes] Mnemonic Operand 


reg, 1 


mem, 1 
reg, CL 


mem, CL 


reg, imm8 


mem, imm8 


[Word format] Operation code 


765 43 21.0 


Mnemonic Operand 


reg, 1 


mem, 1 


reg, CL 


mem, CL 


reg, imm8 


imm8 


mem, imm8 0|0 0 


(disp-low) (disp-high) 


imm8s _ 
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Rotate nibble to right 
ROR4 = 


Rotate Nibble Right 


[Format] ROR4 dst 


[Operation] 
dst 


ALt High-order 4 bits | Low-order 4 bits 


[Operand] 


Mnemonic Operand (dst) 
ROR4 reg8 

[Flag] 

[Description] Rotates the contents of the destination operand (dst) 1 digit to the right via the low-order 
4 bits (ALL) of the AL register, handling the contents of the destination operand as a 2-digit 
packed BCD. As a result, the high-order 4 bits of the AL register are not guaranteed. 

[Example] * MOV AL, 24H 

ROR4 AL 
* MOV AL, BYTE PTR [IX] 
ROR4 AL 
ROR4 reg8 3 


mems 3-5 


[Word format] Operation code 


76543 21 0/7 6543 2 1 


Mnemonic Operand 


0 

0 1 0 
0/0/0 (disp-low) 
(disp-high) — 
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RORC 


Rotate right with carry 
Rotate Right with Carry 


[Format] 


[Operation] 


[Operand] 


[Flag] 


[Description] 


[Example] 
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RORC dst, src 


CY 15/7 0 


Mnemonic Operand (dst, src) 


reg, 1 


mem, 1 


reg, CL 


mem, CL 


reg, imm8 


mem, imm8 


When src = 1 


e When src = 1 
Shifts the contents of the destination operand (dst) specified by the first operand 1 bit 
to the right via the CY flag. The data of the LSB (bit 0) of dst is transferred to the CY 
flag, and the data of the CY flag is transferred to the LSB (bit 7 or 15). If the MSB is 
affected, the V flag is set to 1; if not, the V flag is reset to 0. 


¢ When src = CL or src = imm8 
Shifts the contents of the destination operand (dst) specified by the first operand to the 
right by the number of bits of the contents of the source operand (src) specified by the 
second operand via the CY flag. The data of the LSB (bit 0) of dst is transferred to the 
CY flag, and the data of the CY flag is transferred to the MSB (bit 7 or 15). 


« RORC AL, 1 
* RORC BL, 1 
« RORC CW, 1 
* RORC IX, 1 


CHAPTER 2. INSTRUCTIONS 


[Number of bytes] 


[Word format] 


Mnemonic 


Mnemonic 


Operand 
reg, 1 


mem, 1 


reg, CL 


mem, CL 


reg, imm8 


mem, imm8 


Operand 


reg, 1 


Operation code 


765 43 21 0/7 65 43 2 1 0 


mem, 1 


reg, CL 


mem, CL 


reg, imm8 


imm8 


mem, imm8 


0/0 


0 


(disp-low) 


(disp-high) 


imm8 
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S E T 1 Sets bit 


Set Bit 


[Format] (1) SET1 dst, src 
(2) SET1 dst 


[Operation] Format (1): Bit n of dst (n is specified by src) < 1 
Format (2): dst < 1 


[Operand] Format (1) Format (2) 


Mnemonic Operand (dst, src) Operand (dst) 


reg8, CL SET1 CY 
reg16, CL 
mem16, CL 


reg8, imm3 


memés, imm3 


reg16, imm4 


mem16, imm4 


[Flag] Format (1) 


ac fev] v | P| s | z | 
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[Description] Format (1): Sets bit n (n is the contents of the source operand (src) specified by the 
second operand) of the destination operand (dst) specified by the first 
operand to 1, and stores the result to the destination operand (dst). 

If the operand is reg8, CL or mem8, CL, only the low-order 3 bits of the value 
of CL (0 to 7) are valid. If the operand is regi6, CL or mem16, CL, only the 
low-order 4 bits of the value of CL (0 to 15) are valid. 

If the operand is reg8, imm3, only the low-order 3 bits of the immediate data 
at the fourth byte position of the instruction are valid. 

If the operand is mem8, imm3, only the low-order 3 bits of the immediate data 
at the last byte position of the instruction are valid. 

If the operand is reg16, imm4, only the low-order 4 bits of the immediate data 
at the fourth byte position of the instruction are valid. 

If the operand is mem16, imm4, only the low-order 4 bits of the immediate 
data at the last byte position of the instruction are valid. 


Format (2): When dst = CY, sets the CY flag to 1. 
When dst = DIR, sets the DIR flag to 1. Also sets so that the index registers 
(IX and IY) are auto-decremented when the MOVBK, CMPBK, CMPM, LDM, 
STM, INM, or OUTM instruction is executed. 


[Example] MOV CL, 4 
SET1 AL, CL 
OUT ODAH, AL 


[Number of bytes] 


Mnemonic Operand No. of bytes 


reg8, CL 
memés, CL 
reg16, CL 
mem16, CL 


reg8, imm3 


memés, imm3 


reg16, imm4 


mem16, imm4 
CY 
DIR 


145 


CHAPTER 2 INSTRUCTIONS 


[Word format] 
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Mnemonic Operand 


reg8, CL 


Operation code 


765 43 2 1 


0 


memé, CL 


reg16, CL 


mem16, CL 


0} 1 1 


(disp-low) 


reg8, imm3 


1/1 


imm3 


memés, imm3 


O;1);1)1 


(disp-low) 


imm3 


rg16, imm4 


mem16, imm4 


0 1 


(disp-low) 


imm4 


CHAPTER 2. INSTRUCTIONS 


SHL Shift left 


Shift Left 


[Format] SHL dst, src 


[Operation] 


[Operand] Mnemonic Operand (dst, src) 
reg, 1 
mem, 1 
reg, CL 
mem, CL 
reg, imm8 
mem, imm8 
[Flag] When src = 1 
[Description] « When src = 1 
Shifts the contents of the destination operand (dst) specified by the first operand 1 bit 
to the left. Zero is shifted in to the the LSB (bit 0) position of dst, and the data of the 
MSB (bit 7 or 15) is set to the CY flag. The V flag is cleared if the sign bit (bit 7 or 15) 
is not affected after shifting. 
¢ When src = CL or src = imm8 
Shifts the contents of the destination operand (dst) specified by the first operand to the 
left the number of bits of the contents of the source operand (src) specified by the second 
operand. Zero is shifted in to the LSB (bit 0) position of dst each time the data is shifted, 
and the data of the MSB (bit 7 or 15) is set to the CY flag. 
[Example] IN AW, 0C8H 


MOV [IY], AW 
SHL WORD PTR [IY], 12 
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[Number of bytes] Mnemonic Operand 


reg, 1 


mem, 1 
reg, CL 


mem, CL 


reg, imm8 


mem, imm8 


[Word format] Operation code 


765 43 21 0 


Mnemonic Operand 


reg, 1 


mem, 1 


reg, CL 


mem, CL 


reg, imm8 


imm8 


mem, imm8 0/0 1 


(disp-low) (disp-high) 


imm8s _ 


148 


CHAPTER 2. INSTRUCTIONS 


SH R Shift right 
Shift Right 
[Format] SHR dst, src 
[Operation] 
CY 15/7 0 
0 


[Operand] 


[Flag] 


[Description] 


[Example] 


Mnemonic Operand (dst, src) 


reg, 1 


mem, 1 


reg, CL 


mem, CL 


reg, imm8 


mem, imm8 


When src = 1 


e When src = 1 


Shifts the contents of the destination operand (dst) specified by the first operand 1 bit 
to the right. Zero is shifted in to the the MSB (bit 7 or 15) position of dst, and the data 
of the LSB (bit 0) is set to the CY flag. The V flag is cleared if the sign bit (bit 7 or 15) 
is not affected after shifting. 


¢ When src = CL or src = imm8 
Shifts the contents of the destination operand (dst) specified by the first operand to the 
right the number of bits of the contents of the source operand (src) specified by the 
second operand. Zero is shifted in to the MSB (bit 7 or 15) position of dst each time the 
data is shifted, and the data of the LSB (bit 0) is set to the CY flag. 


« RCV: IN AL, ODAH 
SHR AL, 3 
BC RCV 

* SHR CW, 8 
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[Number of bytes] Mnemonic Operand 


reg, 1 


mem, 1 
reg, CL 


mem, CL 


reg, imm8 


mem, imm8 


[Word format] Operation code 


765 43 21.0 


Mnemonic Operand 


reg, 1 


mem, 1 


reg, CL 


mem, CL 


reg, imm8 


imm8 


mem, imm8 0/0 1 


(disp-low) (disp-high) 


imm8s _ 
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SHRA Arithmetic shift right 


Shift Right Arithmetic 


[Format] SHRA dst, src 


Operation 
bop ] CY 15/7 0 


[Operand] 


Mnemonic Operand (dst, src) 


reg, 1 


mem, 1 


reg, CL 


mem, CL 


reg, imm8 


mem, imm8 


[Flag] When src = 1 


[Description] « When src = 1 
Arithmetically shifts the contents of the destination operand (dst) specified by the first 
operand 1 bit to the right. The original value is shifted in to the the MSB (bit 7 or 15) 
position of dst, and the sign is not affected after shifting. The data of the LSB (bit 0) is 
set to the CY flag. 


¢ When src = CL or src = imm8 
Shifts the contents of the destination operand (dst) specified by the first operand to the 
right the number of bits of the contents of the source operand (src) specified by the 
second operand. The original value is shifted in to the MSB (bit 7 or 15) of dst, and the 
sign is not affected after shifting. The data of the LSB (bit 0) is set to the CY flag. 


[Example] * MOV CL, 2 
SHRA BL, CL 

« MOV CL, 9 
SHRA DW, CL 
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[Number of bytes] Mnemonic Operand 


reg, 1 


mem, 1 
reg, CL 


mem, CL 


reg, imm8 


mem, imm8 


[Word format] Operation code 


765 43 21.0 


Mnemonic Operand 


reg, 1 


mem, 1 


reg, CL 


mem, CL 


reg, imm8 


imm8 


mem, imm8 0/0 1 


(disp-low) (disp-high) 


imm8s _ 
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STM 
STMB 
STMW 


Block store 

Store Multiple 
Store Multiple Byte 
Store Multiple Word 


[Format] 


[Operation] 


[Operand] 


[Flag] 


[Description] 


[Example] 


[Number of bytes] 


(repeat) STM [DS1-spec:] dst-block 
(repeat) STMB 
(repeat) STMW 


[When W = 0] (IY) AL 
DIR=0:IYClY+1 
DIR=1:IYclY-1 

[When W = 1] (IY + 1, IY) © AW 
DIR=0:IYClY+2 
DIR=1:IYclY-2 


Mnemonic Operand 


[DS1-spec : ] dst-block 


None 


Repeatedly transfers the value of the AL or AW register to the block addressed by the lY 
register in byte or word units. 

The IY register is automatically incremented (+1/+2) or decremented (—1/—2) for the next 
byte/word processing each time data of 1 byte/word has been processed. The direction 
of the block is determined by the status of the DIR flag. 

Whether data is processed in byte or word units is specified by the attribute of the operand 
when the STM instruction is used. 

When the STMB and STMW instructions are used, the data is processed in byte and word 
units, respectively. 

The destination block must be always located in a segment specified by the DS1 register, 
and the segment cannot be overridden. 


¢ REP STM DS1: WORD_VAR: DS1 segment 
« REP STMB ; DS1 segment 


{ 
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[Word format] : Operation code 
Mnemonic Operand 
76543 210 


[DS1-spec : ] dst-block 1 1 1/W 
None 
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S U B Subtract 


Subtract 


[Format] SUB dst, src 


[Operand, Operation] 
Mnemonic Operand (dst, src) Operation 


reg, reg’ dst < dst — src 


mem, reg 


reg, mem 


reg, imm 


mem, imm 


acc, imm [When W = 0] AL — AL — imm8 
[When W = 1] AW — AW -imm16 


[Flag] 


[Description] Subtracts the contents of the source operand (src) specified by the second operand from 
the contents of the destination operand (dst) specified by the first operand, and stores the 
result to the destination operand (dst). 


[Example] To subtract contents of memory 0:50H from contents of DL register, and store result to DL 
register 
MOV AW, 0 
MOV DSO, AW 
MOV IX, 50H 
SUB DL, DSO:BYTE PTR [IX] 


[Number of bytes] Mnemonic Operand No. of bytes 


reg, reg’ 


mem, reg 


reg, mem 


reg, imm 


mem, imm 


acc, imm 
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[Word format] 
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Mnemonic 


Operand 


reg, reg’ 


Operation code 


765 43 2 1 
it 


0 


765 43 2 1 0 


reg 


mem, reg 


1 


reg 


(disp-low) 


(disp-hig 


reg, mem 


1/0/10 


reg 


(disp-low) 


(disp-hig 


reg, imm 


0)0/0/0/0]s 


1/0/14 


immés or imm16-low 


imm16-high 


mem, imm 


0/0)0)/0/0}s 


4 (0-4/1 mem 


(disp-low) 


(disp-high) 


imm8 or imm16-low 


imm16-high 


acc, imm 


0;1/0);141/0 


immé8 or imm16-low 


imm16-high 
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SUB4S 


Decimal subtraction 
Subtract Nibble String 


[Format] 


[Operation] 


[Operand] 


[Flag] 


[Description] 


SUB4S [DS1-spec:] dst-string, [Seg-spec:] src-string 
SUB4S 


BCD string (IY, CL) < BCD string (IY, CL) — BCD string (IX, CL) 


Operand (dst, src) 


SUB4S [DS1-spec : ] dst-string, [Seg-spec : ] src-string 


None 


Subtracts the packed BCD string addressed by the IX register from the packed BCD string 
addressed by the IY register, and stores the result to the string addressed by the IY register. 
The string length (number of BCD digits) is determined by the CL register (the number of 
digits is d if the contents of CL is d) in a range of 1 to 254 digits. 

The destination string must be always located in a segment specified by the DS1 register, 
the segment cannot be overridden. Although the default segment register of the source 
string is the DSO register, the segment can be overridden, and the string can be located 
in a segment specified by any segment register. 

The format of a packed BCD string is as follows. 


IX 

Byte offset lY 
+m +1 +0 L 

wey TT TT 


+CL +4 +3 +2 +1 0 
Digit offset 


Caution The BCD siring instruction always operates in units of an even number of 
digits. If an even number of digits is specified, therefore, the result of the 
operation and each flag operation are normal. If an odd number of digits 
is specified, however, an operation of an even number of digits, or an odd 
number of digits + 1, is executed. As a result, the result of the operation 
is an even number of digits and each flag indicates an even number of 
digits. 

To specify an odd number of digits, therefore, keep this in mind: Execute 
the BCD subtraction instruction, if the number of digits is odd, after 
clearing the high-order 4 bits of the most significant byte to “0”. Ifa borrow 
occurs as a result, the high-order 4 bits of the most significant bit is “9”. 


157 


CHAPTER 2 INSTRUCTIONS 


[Example] MOV IX, OFFSET VAR_1 
MOV IY, OFFSET VAR_2 
MOV CL, 4 
SUB4S 


[Number of bytes] 2 


[Word format] 


. Operation code 
Mnemonic Operand 
765 43 21017 65 43 2 1 


[DS1-spec : ] dst-string, [Seg-spec : ] src-string 
None 
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SUBC 


Subtraction with carry 
Subtract with Carry 


[Format] 


[Operand, Operation] 


[Flag] 


[Description] 


[Example] 


[Number of bytes] 


SUBC dst, src 


Mnemonic Operand (dst, src) 


reg, reg’ 


mem, reg 


reg, mem 


reg, imm 


mem, imm 


Operation 
dst « dst — src — CY 


acc, imm 


[When W = 0] AL < AL + imm8 — CY 
[When W = 1] AW < AW —- imm16 — CY 


Subtracts the contents of the source operand (src) specified by the second operand from 


the contents of the destination operand (dst) specified by the first operand, and stores the 


result to the destination operand (dst). 


SUBC DL, BYTE PTR [IX] 


Mnemonic Operand 


reg, reg’ 


No. of bytes 


mem, reg 


reg, mem 


reg, imm 


mem, imm 


acc, imm 
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[Word format] : Operation code 
Mnemonic Operand 
76543 21 0 


reg, reg’ reg 


mem, reg reg 


(disp-hig 


reg, mem reg 


(disp-hig 


reg, imm 0j}1 41 


imm16-high 


mem, imm 0};1/1 mem 


(disp-low) (disp-high) 


immés or imm16-low imm16-high 


acc, imm 0;0/}1/1/1)0 immé8 or imm16-low 


imm16-high —_ 
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TEST 


[Format] 


[Operand, operation] 


[Flag] 


[Description] 


[Example] 


[Number of bytes] 


TEST dst, src 


Mnemonic Operand (dst, src) 


reg, reg’ 


mem, reg 


reg, mem 


reg, imm 


mem, imm 


Operation 


dst “ src 


acc, imm 


[When W = 0] AL * imm8 
[When W = 1] AW * imm16 


ANDs the destination operand (dst) specified by the first operand with the source operand 
(src) specified by the second operand. The result is not stored anywhere, but the flags are 


affected. 


IN AL, 0D8H 
TEST AL, ‘A’ 


Mnemonic Operand 


reg, reg’ 


No. of bytes 


mem, reg 


reg, mem 


reg, imm 


mem, imm 


acc, imm 
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[Word format] 
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Mnemonic 


Operand 


reg, reg’ 


Operation code 


765 43 2 1 


0 


765 43 2 1.0 


reg’ 


mem, reg 


reg 


(disp-low) 


(disp-hig 


reg, mem 


0;0)0/;1 


reg 


(disp-low) 


(disp-hig 


reg, imm 


1/1/1)0]1}1 


0};0)|0 


imm8 or imm16-low 


imm16-high 


mem, imm 


1/1)1/0)1/1 


0/0}0/] mem 


(disp-low) 


(disp-high) 


imm8 or imm16-low 


imm16-high 


acc, imm 


0/1;0);1/0)0 


immé8 or imm16-low 


imm16-high 
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TEST1 


Tests bit 
Test Bit 


[Format] 


[Operation] 


[Operand] 


[Flag] 


[Description] 


[Example] 


TEST1 dst, src 


When bit n of dst = 0 (n is specified by src): Z < 1 
When bit n of dst = 1 (n is specified by src): Z — 0 


Mnemonic Operand (dst, src) 


reg8, CL 
memés, CL 
reg16, CL 
mem16, CL 


reg8, imm3 


memés, imm3 


reg16, imm4 


mem16, imm4 


Sets the Z flag to 1 if bit n (n is the contents of the source operand (src) specified by the 
second operand) of the destination operand (dst) specified by the first operand; otherwise, 
resets the Z flag to 0. 

If the operand is reg8, CL or mem8, CL, only the low-order 3 bits of the value of CL (0 to 
7) are valid. 

If the operand is reg16, CL or mem16, CL, only the low-order 4 bits of the value of CL (0 
to 15) are valid. 

If the operand is reg8, imm3, only the low-order 3 bits of the immediate data at the fourth 
byte position of the instruction are valid. 

If the operand is mem8, imm3, only the low-order 3 bits of the immediate data at the last 
byte position of the instruction are valid. 

If the operand is reg16, imm4, only the low-order 4 bits of the immediate data at the fourth 
byte position of the instruction are valid. 

If the operand is mem16, imm4, only the low-order 4 bits of the immediate data at the last 
byte position of the instruction are valid. 


MOV CL, 01 


IN AL, ODAH 
TEST1 AL, CL; Tests bit 1 


163 


CHAPTER 2 INSTRUCTIONS 


[Number of bytes] Mnemonic Operand 
reg8, CL 

mems, CL 

reg16, CL 

mem16, CL 


reg8, imm3 


memés, imm3 


reg16, imm4 


mem16, imm4 


[Word format] Operation code 


765 43 210/765 43 2 1 


Mnemonic Operand 


reg8, CL 


memé, CL 


reg16, CL 


mem16, CL 


reg8, imm3 


memés, imm3 


reg16, imm4 


mem16, imm4 0 0 
0/0 (disp-low) 
(disp-high) imm4 
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TRANS 
TRANSB 


Transfers conversion table 
Translate 
Translate Byte 


[Format] 


[Operation] 


[Operand] 


[Flag] 


[Description] 


[Example] 


[Number of bytes] 


[Word format] 


TRANS src-table 
TRANS 
TRANSB 


AL < (BW + AL) 


Mnemonic Operand 


TRANS src-table 


None 


TRANSB 


Transfers 1 byte of the 256-byte conversion table addressed by the BW and AL registers 
to the AL register. At this time, the BW register indicates the first address of the table, and 
the AL register specifies an offset value within 256 bytes from the first address. 


TRANS SIN_TBL 


{ 


Operation code 
76543 21 0 


Mnemonic Operand 


TRANS src-table 1 1 1}1]41 
None 
TRANSB None 
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Exchanges data 
XCH 2 


Exchange 

[Format] XCH dst, src 
[Operation] dst © src 
[operand] Mnemonic Operand (dst, src) 

reg, reg’ 

mem, reg 

reg, mem 

AW, regi6 

regi6, AW 
[Flag aclov[v[P[s[z 
[Description] Exchanges the contents of the destination operand (dst) specified by the first operand with 


those of the source operand (src) specified by the second operand. 


[Example] MOV AW, 100H 
MOV BW, 50H 
XCH AW, BW 
- AW = 50H, BW = 100H 


[Number of bytes] Mnemonic Operand No. of bytes 


reg, reg’ 


mem, reg 


reg, mem 
AW, regi6 
regi6, AW 


[Word format] Operation code 
765 43 21 0 


reg, reg’ reg 


Mnemonic Operand 


mem, reg reg 


(disp-hig 


reg, mem reg 
(disp-high) 
AW, regi6 — 
regi6, AW a 


Remark The operation code of the XCH AW, AW is the same as that of the NOP instruction. 
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XOR Exclusive OR 


Exclusive Or 


[Format] XOR dst, src 


[Operand, operation] 
Mnemonic Operand (dst, src) Operation 


reg, reg’ dst < dst v src 


mem, reg 


reg, mem 


reg, imm 


mem, imm 


acc, imm [When W = 0] AL < AL v imm8& 
[When W = 1] AW < AW + imm16 


[Flag] 

[Description] Exclusive-ORs the destination operand (dst) specified by the first operand with the source 
operand (src) specified by the second operand, and stores the result to the destination 
operand (dst). 

[Example] * XOR CL, DL 


« XOR CW, CW; Clears CW register 
* XOR AW, DW 
[Number of bytes] Mnemonic Operand (dst, src) No. of bytes 


reg, reg’ 


mem, reg 


reg, mem 


reg, imm 


mem, imm 


acc, imm 
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[Word format] 
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Operation code 
76543 21 0/7 6543 2 1 


Mnemonic Operand 


reg, reg’ reg 


mem, reg reg 


(disp-low) (disp-hig 


reg, mem 1/1/0)0 reg 


(disp-low) (disp-hig 
reg, imm\Note 0/0/0/0}0]0 1/110 


immé8 or imm16-low imm16-high 


mem, imm 0;0/0/0/0]/0 1/1/0} mem 


(disp-low) (disp-high) 


immés or imm16-low imm16-high 


acc, imm 0;1/1/0/1)0 immé8 or imm16-low 


imm16-high —_— 


Note The following code may be generated depending on the assembler or compiler used. 


76543210765 43 21 ~=0 
1/0/0/0)/0)0/1)/W) 1 


imm8s 


Even inthis case, the instruction is executed normally. Note, however, that some emulators 
do not support a function to disassemble or assemble this instruction. 


CHAPTER 2 INSTRUCTIONS 


2.2 Number of Instruction Execution Clocks 


Table 2-8 shows the number of execution clocks of and the number of times word transfer is executed by each 


instruction in the alphabetical order of the mnemonics. 


(1) Clocks 
The value indicated in the table is the time required for the execution unit to execute a given instruction and 


(2) 


is based on the following condition. 


(a) 
(b) 


(9) 


This time does not include prefetch time, pre-decode time, and bus wait time. 
It is assumed that the number of wait cycles for memory access is 0. 
Therefore, the number of clocks in one bus cycle is as follows: 


* Other than V33A and V53A : 4 clocks 
¢ V33A and V53A : 2 clocks 


It is assumed that the number of wait cycles for I/O access is 0. 

The primitive block transfer and primitive I/O instructions include the repeat prefix. 

When an odd address is accessed in word units, two bus cycles are started. The number of clocks required 
for accessing an odd or even address is separately shown in the table. 

The external data bus width is as follows: 


* V20, V20HL, V40, V40HL : 8 bits 
* V30, V30HL, V50, V5O0HL, V33AN°te, V53ANC! : 16 bits 


Note If the bus width is set to 16 bits by using the bus sizing function. To set the bus width to 8 bits, 
increase the bus cycle to access word data in an even address by two-fold. 


The number of clocks of the V33A and V53A are shown in the normal address mode. 


Word transfers 
“Word transfers” in the table indicates the number of words transferred, i.e., the number of times the word 


data (16 bits) generated as a result of executing a given instruction is accessed on the bus. 


By 
as 


using this value, the number of instruction execution clocks when a wait state is inserted can be calculated 
follows: 


When an even address is accessed : (Number of instruction execution clocks with 0 wait) 

+ (Number of times of word transfer) x (Number of wait statuses) 
When an odd address is accessed : (Number of instruction execution clocks with 0 wait) 

+ (Number of times of word transfer) x (Number of wait statuses) x 2 
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Mnemonic Operand 


Table 2-8. Number of Instruction Execution Clocks (1/15) 


reg, reg’ 


Word 


Transfers 


Condition 


Clocks 


Address 


V20,V20HL 


V30,V30HL 


V40,V40HL 


V50,V50HL 


V33A,V53A 


mem, reg 


reg, mem 


reg, imm 


mem, imm 


acc, imm 


ADD4SNote 


[DS1-spec : ] dst-string, 


[Seg-spec : ] src-string 


None 


reg, reg’ 


mem, reg 


reg, mem 


reg, imm 


mem, imm 


=e 
foe} 


De) 
cop) 


= 
@ 


= 
oa 


acc, imm 


None 


None 


None 


None 


reg, reg’ 


MI NIN] wolyo]s 


NMI NIN] wolyo]s 


mem, reg 


= 
cop) 


ak 
wo 


ie) 
— 


= 
wo 


reg, mem 


= 
i=) 


a 
bb 


=< 
Oo 


reg, imm 


aS 


mem, imm 


Even 


acc, imm 


short-label 


When CY = 1 


When CY = 0 


short-label 


Note m: Number of BCD digits x 1/2 
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When CW #0 


When CW = 0 
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; Word Condition Clocks 
Mnemonic Operand 
Transfers | W Address V40,V40HL | V50,V50HL | V33A,V53A 


short-label When Z = 1 
When Z=0 
short-label When S + V = 1 
When S + V =0 
short-label When (Sv V) vZ=1 
When (S ¥V) vZ=0 
short-label When CY v Z=1 
When CY vZ=0 
short-label When CY = 1 
When CY = 0 
short-label When (S ¥V) vZ=1 
When (S ¥V) vZ=0 
short-label When S + V = 1 
When S + V =0 
short-label When S = 1 
When S = 0 
short-label When CY = 1 
When CY =0 
short-label When Z = 1 
When Z =0 
short-label When CY v Z=1 
When CY v Z=0 
short-label When CY = 1 
When CY =0 
short-label When V = 1 
When V =0 
short-label When Z = 1 
When Z=0 
short-label When S = 1 
When S = 0 
short-label When P = 1 
When P = 0 
short-label When P = 1 
When P =0 


[o>) 


near-label 


short-label 


NIN IT NIE DP WL wo] a] DD] WILD] WILDL WIT RD] WLW] AID] WI DD] WI] WI D! WIAD! WW! AD! WI] a] OD] Wl aD! w] an! w]w 


regptr16 


wo 


memptr16 


far-label 


memptr32 
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Table 2-8. Number of Instruction Execution Clocks (3/15) 


: Word Condition Clocks 
Mnemonic Operand 
Transfers Address V20,V20HL | V30,V30HL | V40,V40HL | V50,V50HL | V33A,V53A 


imm8 (#3) 


imm8s 


None (when V = 1) 


wo 


None (when V = 0) 


ho 


imm8s 


None 


short-label When V = 1 
When V =0 
short-label When Z = 1 
When Z =0 


near-proc Odd 


Even 


regptr16 Odd 


NI] OlN][ O]W/]} OD} WwW] QO] Ph 


Even 


= 
oa 


memptr16 Odd 


Even 


far-proc Odd 


Even 


memptr32 Odd 


Even 
imm8 Odd 


Even 


reg16, mem32Note Odd 


(when interrupt condition 


is satisfied) Even 


reg16, mem32 


(when interrupt condition 
is not satisfied) 

reg8, CL 

mems, CL 

reg16, CL 

mem16, CL 


Bl, o!;s 


= 
wo 


reg8, imm3 


mem, imm3 


R/O; A]LO 


reg16, imm4 


mk 
wo 


mem16, imm4 


CY 


wm] Mm] o 


Note The number of clocks differs depending on the timing at which the interrupt is accepted. 
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Mnemonic 


Operand 


reg, reg’ 


Word 


Transfers 


Condition 


Clocks 


Address 


V40,V40HL 


V50,V50HL 


V33A,V53A 


De) 


mem, reg 


reg, mem 


reg, imm 


mem, imm 


acc, imm 


4 


4 


MOLD! O! DIM] DMD! @O!}]ND!]D]o!]nD 


CMP4gnetet 


[DS1-spec : ] dst-string, 


[Seg-spec : ] src-string 


19xm+7 


19xm+7 


19xm+7 


19xm+7 


None 


19xm+7 


19xm+7 


19xm+7 


19xm+7 


14xm+2 


CMPBKNete2 


[Sg-spec : ] src-block, 
[DS1-spec : ] dst-block 


7+ 14x rep(13) 


7+ 14x rep 


7+ 14x rep(13) 


7+ 14x rep 


12 x rep - 1 


Odd, odd 


Odd, even 


Even, even 


7 +22 x rep(21) 


7+ 22x rep 


7+ 18x rep 


7+ 14x rep 


7 +22 x rep(21) 


7+22xrep 


16 x rep - 1 


7+ 18x rep 


14x rep -1 


7+ 14x rep 


12 x rep - 1 


CMPBKBN22 


7+ 14 x rep(13) 


7+ 14x rep 


7 +14 x rep(13) 


7+ 14x rep 


12 xrep-1 


CMPBKWNete2 


Odd, odd 


Odd, even 


Even, even 


7 + 22 x rep(21) 


7+ 22x rep 


7+ 18x rep 


7+ 14x rep 


7 + 22 x rep(21) 


7 +22 x rep 


16 x rep -1 


7+ 18x rep 


14x rep-1 


7+ 14x rep 


12x rep-1 


CMPM)Note 2 


[DS1-spec : ] dst-block 


7 +10 x rep(7) 


7 +10 x rep(7) 


7 +10 x rep(7) 


7 +10 x rep(7) 


10 x rep -1 


7+14xrep(11) 


7+ 14x rep(11) 


7+ 10x rep(7) 


7+ 14x rep(11) 


7+ 14x rep(11 


12x rep-1 


7 +10 x rep(7) 


10 x rep — 1(9) 


CMPMBNote2 


7 +10 rep(7) 


7 +10 x rep(7) 


7 +10 x rep(7) 


7 +10 x rep(7) 


10 x rep — 1(9) 


CMPMWNete2 


7+ 14x rep(11) 


7+ 14x rep(11) 


7+ 10 x rep(7) 


7+ 14x rep(11) 


7+ 14x rep(11) 


12 x rep — 1(11) 


7 +10 x rep(7) 


10 x rep — 1(9) 


CVTBD 


None 


15 


15 


12 


CVTBW 


None 


2 


CVTDB 


None 


CVTWLNet 3 


None 


DBNZ 


short-label 


When CW #0 


When CW = 0 


short-label 


When CW #0 
andZ=1 


Other than above 


short-label 


When CW #0 
andZ=0 


Other than above 


Notes 1. m: Number of BCD digits x 1/2 


2. 


(): Applicable to processing that is performed only once 


3. The number of clocks differs depending on the value of data (except the V33A and V53A). 
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Table 2-8. Number of Instruction Execution Clocks (5/15) 


; Word Condition Clocks 
Mnemonic Operand 
Transfers Address V20,V20HL | V30,V30HL | V40,V40HL | V50,V50HL | V33A,V53A 


regi6 


None 


None 


reg8 


mem8s 


regi6 


mem16 


reg8 


mem8 


regi6 


mem16 


None 


None 


None 
reg8, reg8’ 33-63 
29-61 
reg8, imm4 33-63 
29-61 
fp-op Cannot be defined 


fp-op, mem Cannot be defined 


Cannot be defined 


fp-op Cannot be defined 


fp-op, mem Cannot be defined 


Cannot be defined 


None 2 


acc, imm8 


EvenNote 3 


EvenNote 3 


N} DM] ayn; alyaynyia 


a 
=i. 


Ni 


ie) 


Notes 1. The number of clocks differs depending on the value of data (except the V33A and V53A). 
2. The number of clocks differs depending on the value of data. 
3. The number of clocks of the V50, V50OHL, and V53A is the same as the number of execution clocks of an 
odd address because the bus cycle is started two times when the internal DMAU is accessed in word units. 
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CHAPTER 2 
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Mnemonic 


INMNote 1 


Operand 


[DS1-spec : ] dst-block, DW 


Word Condition 


Clocks 


Transfers Address 


V20,V20HL 
9+ 8.x rep (10) 


V30,V30HL 
9+8-x rep (10) 


V40,V40HL 
9+8-x rep (10) 


V50,V50HL 
9+8-x rep (10) 


Odd, odd 


9 + 16 x rep (18) 


Odd, even 


Even, even 


9 + 16 x rep (18) 


9 + 16 x rep (18) 


9 + 12 x rep (14) 


9+ 8x rep (10) 


9 + 16 x rep (18) 


9 + 12 x rep (14) 


9+8x rep (10) 


V33A,V53A 


INSNote 2 


reg8, reg8’ 


Odd 


35-133 


31-117 


35-133 


31-117 


reg8, imm4 


35-133 


31-117 


35-133 


31-117 


LDEA 


regi6, mem16 


4 


4 


4 


4 


LDMNote 1 


[Seg-spec : ] src-block 


7+9x rep (7) 


7+9x rep (7) 


7+9x rep (7) 


7+9x rep (7) 


2+3>x rep (5) 


7 +13 x rep (11) 


7 + 13x rep (11) 


7 +13 x rep (11) 


7 + 13x rep (11) 


2+5.x rep (7) 


7+9xrep (7 


2+3xrep (5 


LDMBNete 1 


7+9xrep (7) 


7+9x rep (7) 


) 
7+9x rep (7) 


2+3xrep (5 


LDMWnete 1 


Notes 1. 


7 + 13 x rep (11) 


7 + 13 x rep (11) 


(): Applicable to processing that is performed only once 


2. The number of clocks differs depending on the value of data. 
3. The number of clocks of the V33A and V53A is as follows: 


Mnemonic 


Operand 


[DS1-spec : ] dst-block, DW 


Word 


Condition 


7 + 13 x rep (11) 


2+5x rep (7 


( 
( 
( 
( 


7+9x rep (7) 


(5) 
(5) 
(7) 
(5) 


2+3xrep (5 


Transfers 


Address 


4+8x rep (12) 


8 x rep (8) 


Odd, odd 


8+ 14x rep (14) 


14 x rep (14) 


Odd, even 


If I/O address is odd: 
8+8x rep (20) 


If memory address is odd: 
4+10x rep (14) 


If I/O address is odd: 
12 x rep (12) 


If memory address is odd: 
10 x rep (10) 


Even, even 


4+8x rep (12) 


8 x rep (8) 
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INSTRUCTIONS 


Mnemonic Operand 


Table 2-8. Number of Instruction Execution Clocks (7/15) 


reg, reg’ 


Word 


Transfers 


Condition 


Clocks 


Address 


V20,V20HL 


V30,V30HL 


V40,V40HL 


V50,V50HL 


V33A,V53A 


ho 


mem, reg 


reg, mem 


mem, imm 


reg, imm 


acc, dmem 


dmem, acc 


sreg, regi6 


sreg, mem16 


reg16, sreg 


mem16, sreg 


al; Nn] arNanyi YM oO! al wo! ai itnNns alms] ol al; wo] altNn] a] wo] ny] wo 


ow 


DSO, reg16, mem32 


= 
z 


= 
Oo 


DS1, reg16, mem32 


AH, PSW 


2 


2 


PSW, AH 


3 


3 


MOVBkNete 


[DS1-spec : ] dst-block, 


[Seg-spec : ] src-block 


11 +8xrep (11) 


H1+8xrep (11) 


9+ 8x rep (9) 


9+ 8x rep (9) 


6 x rep (6) 


Odd, odd 


Odd, even 


Even, even 


11 + 16 x rep (19) 


11+ 16 x rep (19) 


11+ 12x rep (15) 


11+8xrep (11) 


9 + 16 x rep (17) 


9 + 16 x rep (17) 


10 x rep (10) 


9 + 12x rep (13) 


9+8xrep (9) 


MOVBKBNete 


11 +8xrep (11) 


H1+8xrep (11) 


9+8x rep (9) 


9+8x rep (9) 


MOVBKW'ete 


Note 
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Odd, odd 


Odd, even 


Even, even 


11+ 16 x rep (19) 


(_): Applicable to processing that is performed only once. 


11+ 16 x rep (19) 


11+ 12 x rep (15) 


11+8x rep (11) 


9 + 16 x rep (17) 


9 + 16 x rep (17) 


10 x rep (10) 


9 + 12 x rep (13) 


8 x rep (8) 


9+8x rep (9) 


6 x rep (6) 


CHAPTER 2. INSTRUCTIONS 


; Word Condition Clocks 
Mnemonic Operand 
Transfers | W Address V40,V40HL | V50,V50HL | V33A,V53A 


MU LNote 


reg16, imm8 


reg16, imm16 


reg16, reg16’, imm8 


regi6, mem16, imm8 


reg16, reg16’, imm16 


regi6, mem16, imm16 


MULUN?te reg8 


mem8 


regi6 


mem16 


reg8, CL 
memé, CL 
reg16, CL 
mem16, CL 


B)]o!;]AIN 


satis 
wo 


reg8, imm3 


memé8, imm3 


R/O; ARI] Oo 


reg16, imm4 


= 
wo 


mem16, imm4 


hm] o 


CY 


Note The number of clocks differs depending on the value of data (except the V33A and V53A). 
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Mnemonic Operand 
Transfers 


Table 2-8. Number of Instruction Execution Clocks (9/15) 


Word 


reg, reg’ 


Condition 


Clocks 


Address 


V20,V20HL | V30,V30HL 


V40,V40HL 


V50,V50HL | V33A,V53A 


mem, reg 


reg, mem 


reg, imm 


mem, imm 


acc, imm 


imm8, acc 


EvenNote 3 


EvenNote 3 


OUTMNoete 1 


DW, [Seg-spec : ] src-block 


9+8xrep (10) |9 +8 x rep (10) 


9+8x rep (10) 


9+8x rep (10) 


Odd, odd 
Odd, even 


Even, even 


9 + 12 x rep (14) 
9+ 8x rep (10) 


9 + 16 x rep (18))9 + 16 x rep (18)9 + 16 x rep (18)9 + 16 x rep (18) 


9 + 12 x rep (14) 
9+8-x rep (10) 


POLLNote 2 


Mnemonic 
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2+5-x poll 2+5-x poll 


(): Applicable to processing that is performed only once 


2+5-x poll 


2+5-x poll 


poll: Number of times the POLL pin is sampled, cpbusy: Number of times the CPBUSY pin is sampled 
The number of clocks of the V50, V50HL, and V53A is the same as the number of execution clocks of an 
odd address because the bus cycle is started two times when the internal DMAU is accessed in word units. 
The number of clocks of the V33A and V53A is as follows: 


Operand 


DW, [Seg-spec : ] src-block 


Word 


Transfers 


Condition 


Address 


- 12 x rep — 6 (6) 


8 x rep — 2 (6) 


Odd, odd 


22 x rep — 6 (16) 


14x rep — 2 (12) 


Odd, even 


If I/O address is odd: 
20 x rep — 6 (10) 


If memory address is odd: 


14 x rep — 6 (8) 


If I/O address is odd: 
12 x rep — 2 (10) 
If memory address is odd: 


10 x rep — 2 (8) 


Even, even 


12 x rep -6 (6) 


8 x rep — 2 (6) 


CHAPTER 2 INSTRUCTIONS 


; Word Condition Clocks 
Mnemonic Operand 
Transfers Address V20,V20HL V40,V40HL | V50,V50HL | V33A,V53A 


PREPARE imm16, imm8& 16 16 
(When imm8 = 0) 12 12 
imm16, imm8 2 x imm8 23 + 16 (imm8-1) | 21 + 16 (imm8-1) | 21 + 16 (imm8-1) | 21 + 16 (imm8-1) | 17 + 12 (imm8-1) 
(When immé > 1) 19 +8 (imm8-1) 17 +8 (imm8-1) | 15 +8 (imm8-1) 
None 2 2 


mem16 


regi6 


oOo; al ol as; wo]oa}]a}! wo] pe 


Ni 
oO} © 


ee 
De) 
i 
Oo 


None 


None 


None 


None 


None 


mM] ml] rm] rm] mM] ry] @ 
MP] wm], wml] wm] wml] ry] @® 


None 


MPM M LM] MO] Nw] Pw 
MPM M]L mM] mM] Dw] Pw 


None 


are 
o 
= 
o 


None 


(call in segment) 


None 


(call outside segment) 


pop-value 


(call in segment) 


pop-value 


(call outside segment) 


None 


179 


CHAPTER 2 INSTRUCTIONS 


Table 2-8. Number of Instruction Execution Clocks (11/15) 


Word Condition Clocks 
Transfers Address V20,V20HL V30,V30HL V40,V40HL V50,V50HL V33A,V53A 


Mnemonic Operand 


reg, imm8& 


mem, imm8 


ROL4 


ROLCNo 


reg, imm8 


mem, imm8s 


reg, imm8s 


mem, imm8s 


Note n: Number of times of shift 
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coca 


RORCNe 


Word 


Transfers 


Condition 


Clocks 


Address 


V40,V40HL 


V50,V50HL 


V33A,V53A 


reg, imm8& 


mem, imm8 


reg8, CL 


mem, CL 


reg16, CL 


eS 


mem16, CL 


= 
wo 


reg8, imm3 


memés, imm3 


reg16, imm4 


B)/o!;RIO 


mem16, imm4 


=e 
wo 


CY 


N] Me] Mm] rm] o 


reg, imm8& 


mem, imm8s 


Note n: Number of times of shift 
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ONS 


Mnemonic 


Table 2-8. Number of Instruction Execution Clocks (13/15) 


Operand 


Word 


Transfers 


Condition 


Clocks 


Address 


V20,V20HL 


V30,V30HL 


V40,V40HL 


V50,V50HL 


V33A,V53A 


reg, imm8& 


mem, imm8s 


SHRANote 1 


reg, imm8& 


mem, imm8 


None 


[DS1-spec : ] dst-block 


7+4x rep (7) 


7+4x rep (7) 


5+4-x rep (5) 


5+4xrep (5 


77 +8x rep (11) 


7 + 8 x rep (11) 


5 +8xrep (9) 


7+4x rep (7) 


5+8xrep (9 


5+4xrep (5 


STM BNote 2 


7+4x rep (7) 


7+4x rep (7) 


5 +4 rep (5) 


STMWNnote 2 


77 + 8x rep (11) 


7 + 8 x rep (11) 


7+4x rep (7) 


5 +8 x rep (9) 


5+8xrep (9 


( 
( 
( 
5+4x rep (5 
( 
( 


) 
) 
) 
) 
) 
5 +4 rep (5) 


SUB 


Notes 1. 
2. 
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reg, reg’ 


2 


2 


mem, reg 


16 


13 


21 


13 


reg, mem 


reg, imm 


mem, imm 


acc, imm 


n: Number of times of shift 


(): Applicable to processing that is performed only once 


CHAPTER 2 


INSTRUCTIONS 


Mnemonic 


SUB4SNote 


Operand 


[DS1-spec : ] dst-string, 


[Seg-spec : ] src-string 


Word 


Transfers 


Condition 


Clocks 


Ww Address 


V20,V20HL 
19xm+7 


V30,V30HL 
19xm+7 


V40,V40HL 
19xm+7 


V50,V50HL 
19xm+7 


V33A,V53A 
18xm+2 


None 


19xm+7 


19xm+7 


19xm+7 


19xm+7 


18xm+2 


reg, reg’ 


2 


2 


2 


2 


mem, reg 


16 


13 


13 


24 


21 


21 


13 


reg, mem 


reg, imm 


mem, imm 


acc, imm 


reg, reg’ 


mem, reg 


reg, mem 


reg, imm 


mem, imm 


acc, imm 


reg8, CL 


mem, CL 


reg16, CL 


WO}ol!;wo!]s 


BL ol RL MTD! DIDI MIDI] OD] D!/ aA! OD]M] MIN 


mem16, CL 


ip 
De) 


a 
ar 


= 
Oo 


reg8, imm3 


mems, imm3 


reg16, imm4 


&)] oy] Ro 


&l]o;RIN 


| Cc |] | oC 


mem16, imm4 


=e 
wo 


=e 
De) 


a 
f=) 


src-table 


None 


None 


Note m: Number of BCD digits x 1/2 


o;/aolala 


o;/o!}oao!;a 


oy; oO} oO} @ 


183 


CHAPTER 2 


INSTRUCTIONS 


reg, reg’ 


Table 2-8. Number of Instruction Execution Clocks (15/15) 


. Word 
Mnemonic Operand 
Transfers 


Condition 


Clocks 


Address 


V20,V20HL 


V30,V30HL 


V40,V40HL 


V50,V50HL 


V33A,V53A 


mem, reg 


reg, mem 


AW, regi6 


regi6, AW 
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reg, reg’ 


mem, reg 


reg, mem 


reg, imm 


mem, imm 


acc, imm 


APPENDIX A REGISTER CONFIGURATION 


A.1 General-Purpose Registers (AW, BW, CW, DW) 


Four 16-bit general-purpose registers are provided. These registers can be used not only as 16-bit registers but 
also as 8- bit registers (AH, AL, BH, BL, CH, CL, DH, and DL) with each register divided into the high-order and low- 
order 8 bits. 

Therefore, these registers are used as 8- or 16-bit registers with a variety of instructions such as transfer, arithmetic 
operation, and logical operation instructions. Also each register is used as a default register to process specific 
instructions as follows: 


AW : Word multiplication/division, word input/output, data exchange 

AL : Byte multiplication/division, byte input/output, BCD rotate, data exchange 
AH : Byte multiplication/division 

BW : Data exchange (table reference) 

CW : Loop control branch, repeat prefix 

CL : Shift instructions, rotate instructions, BCD operation 

DW : Word multiplication/division, indirect addressing input/output 


A.2 Segment Registers (PS, SS, DSO, DS1) 


The 16-bit V series divides the memory space into 64K-byte logical segments and can manage four segments at 
the same time (segment method). The first address of each segment is specified by the following segment registers: 


* Program segment register (PS): Specifies base address of segment storing instructions 

¢ Stack segment register (SS) : Specifies base address of segment performing stack operations 

* Data segment 0 register (DSO) : Specifies base address of segment storing data 

* Data segment 1 register (DS1) : Specifies base address of segment used by data transfer instruction as 
transfer destination of data 


A.3 Pointers (SP, BP) 


A pointer consists of two 16-bit registers (stack pointer (SP) and base pointer (BP)). Each register is used as a 
pointer that specifies a memory address and can also be referenced in instruction. When memory data is referenced, 
however, it is used as an index register. 

SP indicates the address in the stack segment that stores the latest data, and is used as a default register when 
the stack is manipulated. 

BP is used to restore data saved to the stack. 


A.4 Program Counter (PC) 


PC is a 16-bit binary counter that holds the offset information of the program memory address to be executed by 
the execution unit (EXU). 


The value of PC is automatically incremented (+1) each time the microprogram fetches an instruction byte from 
the instruction queue. 


When the branch, call, return, or break instruction is executed, a new location is loaded to PC. At this time, the 
value of PC is the same as that of the prefetch pointer (PFP). 
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A.5 Program Status Word (PSW) 
PSW consists of six status flags and four control flags. 


Status flags 
* Overflow flag (V) 
* Sign flag (S) 
* Zero flag (Z) 
¢ Auxiliary carry flag (AC) 
¢ Parity flag (P) 
* Carry flag (CY) 


Control flags 
* Mode flag (MD)Note 
¢ Direction flag (DIR) 
¢ Interrupt enable flag (IE) 
¢ Break flag (BRK) 


Note Except the V33A and V53A 


The status flag is automatically set to 1 or reset to 0 according to the result (data value) of executing an instruction. 
The CY flag is directly set, reset, or inverted by an instruction. 

The control flag is set or reset by an instruction to control the operation of the CPU. 

The IE and BRK flags are reset when interrupt service is started. 

Only the MD flag is set to 1 by RESET input, and all the other flags are reset to 0. 

PSW is manipulated in byte or word units by the following processing. If it is manipulated in byte units, only the 
low-order 8 bits (including the status flags except the V flag) are manipulated. 


Figure A-1. PSW Configuration 


15 14 13 12 11°10 9 


Note The V33A and V53A is not provided with the MD flag. Bit 15 of PSW is fixed to 1. 


Bits 0 through 7 can be stored to or restored from AH by the MOV instruction. 

All the bits of PSW are saved to the stack when an interrupt occurs or when the call instruction is executed, and 
are restored from the stack by the return instruction (RETI or RETEM)°®. In addition, PSW can also be saved to 
or restored from the stack by the PUSH PSW or POP PSW instruction’, 


Note The MD flag may be in the write-enabled or write-disabled status. In the write-disabled status, the MD flag 
is not restored from the stack but retains the current status even if the RETI or POP PSW instruction is 
executed. The MD flag is set in the write-disabled status by the reset operation and RETEM instruction, 
and is enabled by the BRKEM instruction. 
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Each flag is placed in the following status when each instruction is executed. 


(1) Carry flag (CY) 


(a) Binary addition/subtraction 
When a byte operation is executed, and if a carry or borrow occurs from bit 7 of the result of the operation, 
the CY flag is set; otherwise, it is reset. 
If a carry or borrow occurs from bit 15 of the result of executing a word operation, the CY flag is set; 
otherwise, it is reset. 


(b) Logical operation 
The CY flag remains reset regardless of the result. 


(c) Binary multiplication 

If AH is 0 as a result of executing an unsigned byte operation, the CY flag is reset; otherwise it is set. 
If AH sign-extends AL as a result of executing a signed byte operation, the CY flag is reset; otherwise, 
itis set. 

If DW is 0 as a result of executing an unsigned word operation, the CY flag is reset; otherwise, it is set. 
If DW sign-extends AW as a result of executing signed word operation, the CY flag is reset; otherwise, 
itis set. 

When an 8-bit immediate operation is executed, and if the product is within 16 bits, the CY flag is reset; 
if the product exceeds 16 bits, it is set. 


(d) Binary division 
Undefined 


(e) Shift/rotate 
If a shift or rotate operation including the CY flag is executed, and if the bit shifted to the CY flag is 1, 
the CY flag is set; otherwise, it is reset. 


(2) Parity flag (P) 
(a) Binary addition/subtraction, logical operation, shift 
If the number of bits that are 1 of the low-order 8 bits of the result of an operation is even, the parity flag 
is set; if the number of bits that are 1 is odd, the P flag is reset. 


If the result is all 0, the P flag is set. 


(b) Binary multiplication/division 
Undefined 
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(3) Auxiliary carry flag (AC) 


(a) Binary addition/subtraction 
The AC flag is set if a carry from the low-order 4 bits to the high-order 4 bits or a borrow from the high- 
order 4 bits to the low-order 4 bits occur as a result of a byte operation; otherwise, it is reset. 
When a word operation is executed, the AC flag is set or reset according to the status of the low-order 
byte. 


(b) Logical operation, binary multiplication/division, shift/rotate 
Undefined 


(4) Zero flag (Z) 


(a) Binary addition/subtraction, logical operation, shift/rotate 
If all the 8 bits of the result of a byte operation are zero, or if all the 16 bits of the result of a word operation 
are zero, the zero flag is set; otherwise, it is reset. 


(b) Binary multiplication/division 
Undefined 


(5) Sign flag (S) 


(a) Binary addition/subtraction, logical operation, shift/rotate 
If bit 7 of the result of a byte operation is 1, the sign flag is set; otherwise, it is reset. 
If bit 15 of the result of a word operation is 1, the sign flag is set; otherwise, it is reset. 


(b) Binary multiplication/division 
Undefined 


(6) Overflow flag (V) 


(a) Binary addition/subtraction 
If carries from bits 7 and 6 are different as a result of a byte operation, the overflow flag is set; otherwise, 
it is reset. 
If carries from bits 15 and 14 are different as a result of a word operation, the V flag is set; otherwise it 
is reset. 


(b) Binary multiplication 
If AH is 0 as a result of an unsigned byte operation, the V flag is set; if AH is other than 0, the flag is reset. 
If AH sign-extends AL as a result of a signed byte operation, the V flag is reset; otherwise, it is reset. 
If DW is 0 as a result of an unsigned word operation, the V flag is reset; if DW is other than 0, it is set. 
If DW sign-extends AW as a result of a signed word operation, the V flag is reset; otherwise, it is set. 
If the product resulting from an 8-bit immediate operation is within 16 bits, the V flag is reset; if the product 
exceeds 16 bits, it is set. 


(c) Binary division 
The V flag is reset. 
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(7) 


(8) 


(9) 


(10) 


(d) Logical operation 
The V flag is reset. 


(e) Shift/rotate 
When a left 1-bit shift/rotate operation is executed, the V flag is set or reset as follows according to the 
result of the operation. 
CY = most significant bit: reset 
CY # most significant bit: set 
When aright 1-bit shift/rotate operation is executed, the V flag is set or reset as follows according to the 
result of the operation. 
Most significant bit = second most significant bit: reset 
Most significant bit second most significant bit: set 
The V flag is undefined if a multi-bit shift/rotate operation is executed. 


Break flag (BRK) 

This flag can be set by a memory manipulation instruction only when it is saved to the stack as a part of PSW. 
After the BRK flag has been set and restored from the stack to PSW, setting the BRK flag is effective. 
Once the BRK flag has been set, and when one instruction is executed, a software interrupt (interrupt vector 
1) automatically occurs, and one instruction can be traced at a time. 


Interrupt enable flag (IE) 
This flag is set by the El instruction to enable the INT interrupt, and is reset by the DI instruction to disable 
the INT interrupt. 


Direction flag (DIR) 

This flag is set by the SET1 DIR instruction and is reset by the CLR1 DIR instruction. 

When the DIR flag is set, and if a block transfer/input/output instruction is executed, the processing is 
performed from the high-order address to the low-order address. If the DIR flag is reset, the processing is 
performed from the low-order address to the high-order address. 


Mode flag (MD) (except V33A and V53A) 

This flag is set by RESET input and sets the CPU in the native mode. It is reset by the BRKEM instruction 
to set the CPU in the emulation mode. 

The MD flag is also set by the CALLN and RETEM instructions to set the CPU in the native mode. 

The RESET input and RETEM instruction disables the MD flag from being written. As a result, the MD flag 
is not restored even if the RETI or POP PSW instruction is executed. The BRKEM instruction enables writing 
the MD flag. 
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A.6 Index Registers (IX, IY) 


These two index registers are 16-bit registers. Each register can be referenced in an instruction, and is also used 
as an index register to generate effective address when memory data is referenced. Moreover, each register has a 
special role as follows when a specific instruction processing is performed. 


IX : Source operand address register for block data manipulation instruction 
Base register for variable-length bit field manipulation instruction 
Source operand address register for BCD string operation instruction 

IY : Destination operand address register for block data manipulation instruction 
Base register for variable-length bit field manipulation instruction 
Destination operand address register for BCD string operation instruction 
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Instruction Address 


The instruction address is automatically incremented each time an instruction is executed. In addition, the 


instruction execution sequence can be controlled in various ways, as follows: 


(1) 


(2) 


(3) 


Direct addressing 

In this addressing mode, 2- or 4-byte immediate data in the instruction byte is directly loaded to PC or PS or 
both PC and PS, and is used as a branch address. 

This addressing mode is used to execute the following instructions: 


CALL far-proc 
CALL memptr16 
CALL memptr32 
BR far-label 
BR memptr16 
BR memptr32 


Relative addressing 

In this addressing mode, 1- or 2-byte immediate data in the instruction byte is added as a signed displacement 
value to PC and is used as a branch address. 

If an 8-bit displacement is used, it is sign-extended and is added to PC as 16-bit data. 

When the displacement is added, the contents of PC indicate the first address of the following instructions, 
and this addressing mode is used to execute the following instructions. 


CALL near-proc 
BR near-label 
BR short-label 


Conditional branch instruction short-label 


Register addressing 

In this addressing mode, the contents of any 16-bit register specified by the 3-bit register specification field 
in the instruction byte are loaded to PC as a branch address. 

Unlike when data is used, all the eight 16-bit registers (AW, BW, CW, DW, IX, lY, SP, and BP) can be used. 
This addressing mode is used to execute the following instructions: 


Example 
CALL regptri6 CALL AW 
BR regptr16 BR BW 


191 


APPENDIX B ADDRESSING MODES 


(4) 


(5) 


(6) 
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Register indirect addressing 

In this addressing mode, the contents (word or double word) of the memory addressed by a 16-bit register 
(IX, IY, or BW) specified by the register specification field in the instruction byte are loaded to PC (or both 
PC and PS) as a branch address. 


Example 
CALL mempir16 CALL WORD PTR [IX] 
CALL mempir32 CALL DWORD PTR [IY] 
BR memptr16 BR WORD PTR [BW] 
BR memptr32 BR DWORD PTR [IX] 


Remark The assembler generates the instruction code of memptr16 for the instruction for which WORD 
PTR is specified, and the instruction code of memptr32 for the instruction for which DWORD PTR 
is specified. 


Indexed addressing 

In this addressing mode, the 1- or 2-byte immediate data in the instruction byte is added as a signed 
displacement to a 16-bit index register (IX or IY), and the contents (word or double word) addressed by the 
result of the addition are loaded to PC as a branch address. 

This addressing mode is used to execute the following instructions. 


Example 
CALL mempitr16 CALL var [IX] [2] 
CALL mempitr32 CALL var [IY] 
BR memptr16 BR var [IY] 
BR memptr32 BR var [IX+4] 


Remark If variable var has a word attribute, the assembler generates the instruction code of memptr16. 
If the variable has a double word attribute, the assembler generates the instruction code of 
memptr32. 


Based addressing 

In this addressing mode, the 1- or 2-byte immediate data in the instruction byte are added to a 16-bit base 
register (BP or BW) as a signed displacement value, and the contents (word or double word) addressed by 
the result of the addition are loaded to PC as a branch address. 

This addressing mode is used to execute the following instructions. 


Example 
CALL memptr16 CALL var [BP+2] 
CALL mempir32 CALL var [BP] 
BR memptr16 BR var [BW] [2] 
BR memptr32 BR var [BP] 


Remark If variable var has a word attribute, the assembler generates the instruction code of memptr16. 
If the variable has a double word attribute, the assembler generates the instruction code of 
memptr32. 
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(7) Based indexed addressing 
In this addressing mode, the 1- or 2-byte immediate data in the instruction byte as a signed displacement value, 
the contents of a 16-bit base register (BP or BW), and the contents of a 16-bit index register (IX or IY) are 
added, and the contents (word or double word) of memory addressed by the result of the addition are loaded 
to PC as a branch address. 
This addressing mode is used to execute the following instructions. 


Example 
CALL memptr16 CALL var [BP] [IX] 
CALL memptr32 CALL var [BW+2] [IY] 
BR memptr16 BR var [BW] [2] [IX] 
BR memptr32 BR var [BP+4] [IY] 


Remark If variable var has a word attribute, the assembler generates the instruction code of memptr16. 
If the variable has a double word attribute, the assembler generates the instruction code of 
memptr32. 


B.2 Memory Operand Address 


The following several modes are used to address registers and memory to be manipulated when an instruction 
is executed. 


(1) Register addressing 
In this mode, the contents of the register specification field (reg = 3-bit field, sreg = 2-bit field) in the instruction 
byte address the register to be manipulated. 
reg specifies, in combination with 1 bit (W) that specifies a word or byte in the instruction byte, eight types 
of word registers (AW, BW, CW, DW, BP, SP, IX, and IY) and eight types of byte registers (AL, AH, BL, BH, 
CL, CH, DL, and DH). 
sreg specifies four types of segment registers (PS, SS, DSO, and DS1). 
In some cases, the operation code of an instruction specifies a specific register. 
This addressing mode is used to execute the instructions having the following operand description format. 


Format Description 

reg AW, BW, CW, DW, SP, BP, IX, IY, 
AL, AH, BL, BH, CL, CH, DL, DH 

reg16 AW, BW, CW, DW, SP, BP, IX, lY 
reg8 AL, AH, BL, BH, CL, CH, DL, DH 
sreg PS, SS, DSO, DS1 
acc AW, AL 

Example 
If the case of MOV reg, reg’ 
MOV BP, SP 
MOV AL, CL 
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(2) 


(3) 


(4) 
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Immediate addressing 
In this addressing mode, the 1- or 2-byte immediate data in the instruction byte is manipulated as is. 
This mode is used to execute the instruction having the following operand description format. 


Format Description 
imm 8-/16-bit immediate data 
imm16 16-bit immediate data 
imm8s 8-bit immediate data 


pop-value 16-bit immediate data 


In the case of imm, the assembler judges the value of imm described as the operand or the attribute of another 
operand described at the same time to identify whether the data is 8 or 16 bits long, to determine word/byte 
specification bit W. 


Example 
In the case of MOV reg, imm 
MOV AL, 5; Byte 
In the case of MUL reg16, regi6, imm16 
MUL AW, BW, 1000H 


Direct addressing 
In this mode, the immediate data in the instruction byte addresses the memory to be manipulated. 
This mode is used to execute the instruction having the following operand description format. 


Format Description 
mem 16-bit variable specifying 8- or 16-bit memory data 
dmem 16-bit variable specifying 8- or 16-bit memory data 
imm4 4-bit variable indicating bit length of bit field data 
Example 
In the case of MOV mem, imm 
MOV WORD_VAR, 2000H 
In the case of MOV acc, dmem 
MOV AL, BYTE_VAR 


Register indirect addressing 

A 16-bit register (IX, l1Y, or BW) specified by the memory specification field (mod, mem) in the instruction byte 
addresses the memory to be manipulated. 

This mode is used to execute the instruction having the following operand description format. 


Format Description 
mem [IX], [IY], [BW] 
Example 
In the case of SUB mem, reg 
SUB [IX], [AW] 
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(5) 


(6) 


Auto-increment/decrement addressing 

This addressing mode is a type of the register indirect addressing mode. In this mode, the register or memory 
to be manipulated is addressed by the contents of a default register, and then the contents of the default register 
are automatically incremented/decremented (+1/—1 in the case of byte processing and +2/—2 in the case of 
word processing). 

By using this addressing mode, the address is automatically updated for the next byte/word operand 
processing. 

Whether the register is incremented or decremented is indicated by the direction flag (DIR). If DIR = 0, the 
register is incremented; if it is 1, the register is decremented. 

This addressing mode is applicable to all the following default registers and is used to execute the instruction 
with the following operand description mode. 


Format Default register 
dst-block IY 
src-block IX 


This addressing mode is used in combination with a counter (CW) that counts the number of times a byte/ 
word operand is repeatedly processed to control block data processing. 


Indexed addressing 

In this addressing mode, 1- or 2-byte immediate data in the instruction byte is added to a 16-bit index register 
(IX or lY) as asigned displacement value, and the result of this addition is used to address the memory operand 
to be manipulated. 

This addressing mode is effective for accessing data of array type. The displacement specifies the start 
address of the array, and the contents of the index register specifies an array at the nth position from the start 
address. 

This addressing mode is used to execute the instruction having the following operand description format. 


Format Description 
mem var [IX], var [IY] 
mem16 var [IX], var [IY] 
mems var [IX], var [IY] 
Example 
In the case of TEST mem, imm 
TEST BYTE_VAR [IX], 7FH 
TEST BYTE_VAR [IX+8], 7FH 
TEST WORD_VAR [IX] [8], 7FFFH 


Remark If variable var has a byte attribute, a byte operand is specified. If var has a word attribute, a word 
operand is specified. The assembler generates an instruction code corresponding to each 
operand. 
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(7) 


(8) 
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Based addressing 

In this addressing mode, 1- or 2-byte immediate data in the instruction byte is added as a signed displacement 
value to a 16- bit base register (BP or BW), and the result of the addition addresses the memory operand to 
be manipulated. 

This addressing mode is effective for accessing data of structure type that is located at several positions in 
memory. The base register specifies the start address of each structure, and the displacement selects one 
element in each structure. 

This addressing mode is used to execute the instruction having the following description format. 


Format Description 
mem var [BP], var [BW] 
mem16 var [BP], var [BW] 
mems var [BP], var [BW] 
Example 
In the case of SHL mem, 1 
SHL BYTE_VAR [BP], 1 
SHL WORD_VAR [BP+2], 1 
SHL BYTE_VAR [BP] [4], 1 


Remark If variable var has a byte attribute, a byte operand is specified. If var has a word attribute, a word 
operand is specified. The assembler generates an instruction code corresponding to each 
operand. 


Based indexed addressing 

In this addressing mode, 1- or 2-byte immediate data in the instruction byte as a signed displacement value, 
the contents of a 16-bit base register (BP or BW), and the contents of a 16-bit index register (IX or IY) are 
added, and the result of the addition addresses the memory operand to be manipulated. 

Because one piece of data can be specified by changing the contents of both the base register and index 
register, this addressing mode is very effective for accessing data of structure type including an array type. 
The base register specifies the first address of each structure, the displacement value indicates an offset from 
the first address of the structure to the first address of array data, and the index register indicates the nth 
position of the array data. 

This addressing mode is used to execute the instruction having the following operand description format. 


Format Description 
mem var [base register][index register] 
mem16 var [base register][index register] 
mems var [base register][index register] 
Example 
In the case of PUSH mem16 
PUSH WORD_VAR [BP] [IX] 
PUSH WORD_VAR [BP+#2] [IX+6] 
PUSH WORD_VAR [BP] [4] [IX] [8] 
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(9) Bit addressing 
In this addressing mode, 3- or 4-bit immediate data in the instruction byte, or the low-order 3 or 4 bits of the 
CL register specify 1 bit of the 8- or 16-bit register or memory to be manipulated. 
If an instruction is executed in this addressing mode, a specific 1 bit of a register or memory can be tested 
(judgment of 0 or 1), set, cleared, or inverted without your having to be aware of the contents of the other bits. 
This means that byte or word data does not need to be prepared to manipulate only 1 bit, like when the AND 
or OR instruction is used. 
This addressing mode is used to execute the instruction having the following description format. 


Format Description 
imm4 Bit number of word operand 
imm3 Bit number of byte operand 
CL CL 
Example 
TEST1 reg8, CL 
TEST1 AL, CL 
NOT1 reg8, imm3 
NOT1 CL, 5 
CLR1 mem16, CL 
CLR1 WORD_VAR [IX], CL 
SET1 mem16, imm4 
SET1 WORD_VAR [BP], 9 
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[Legend] Low-order nibble (Table C-1: low-order 4 bits of first byte, 
Tables C-3 and C-4: low-order 4 bits of second byte) 


Low Order 
: x0H Mnemonic 
High Order 
OxH ADD ~ _— Condition included in instruction code (Refer to below.) 
b, f, rm 


High-order nibble (Table C-1: high-order 4 bits of first byte, Tables C-3 and C-4: high-order 4 bits of second byte) 


[Condition included in instruction code] 


b : Executes byte operation 

d =: Uses direct addressing 

f : Involves reading from registers in CPU 

i : Uses immediate data 

ia : Uses immediate data and writes data back to accumulator 
id : Uses indirect addressing 


| : Involves control between segments 

m : Uses memory data 

reg8: Uses 8-bit register 

rm : Has effective address field in second byte 


Ss : Uses sign-extended 16-bit immediate data 
sr : Uses segment register 

t : Writes registers in CPU 

Vv : Indirectly specifies port number 

w __: Executes word operation 


For the symbols other than above, refer to Table 2-4 Legend of Description on Instruction Format and Operand. 
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Table C-1. Instruction Map (1/2) 


(a) Native mode 


MOVBKB | MOVBKB | CMPBKB | CMPBKB 
MOVBKW | MOVBKW | CMPBKW | CMPBKW 


Undefined 


Note Same operation code as XCH AW, AW 


Caution : The instruction in Groups 1 and 2, and Imm, and Shift are determined by bits 3 through 5 
of the second byte of the instruction code (refer to Table C-2). 
The instruction in Group3 is determined by the second byte of the instruction code (refer 
to Table C-4). 
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Table C-1. Instruction Map (2/2) 


(b) Emulation mode"*e 


defined 


Undefined defined 


Undefined defined 


Undefined defined 


Undefined 


Caution [___]: The instruction in Group0 is determined by the second byte of the instruction code (refer 
to Table C-3). 


Note Subject: other than V33A and V53A 
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Table C-2. Group1, Group2, Imm, and Shift Codes 


xDH xFH 
ExH Tati | 
FxH RETEM 
Note Bits 5 through 3 of second byte Note Subject:otherthan V33A and V53A 


Remark Theblankcolumn indicates an 
undefined code. 


Table C-4. Group3 Codes 


1xH TESTI |TEST1 |CLR1 |CLR1 |SET1 |SET1 |NOT1 |NOT1 |TEST1 |TEST1 |CLR1 |CLRi |SET1 |SET1 |NOT1 |NOTI 

jb fi w fb lw |b | w [ob fw fib fiw fib fiw [id fiw fio fiw | 
2xH ADD4S SUB4S CMP4S ROL4 ROR4 
3xH INS EXT INS EXT 

rege | rege ee el i 

; 
ExH BRKXANe 

E----4 
FxH RETXAN1 BRKEMN2 


Notes 1. V33A and V53A only (undefined code for other than V33A and V53A) 
2. Other than V33A and V53A (Undefined code for V33A and V53A) 


Remark The blank column indicates an undefined code. 
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The instruction set of the 16-bit V series is upward-compatible with the wPD8086 and 8088. 
Table D-1 shows register correspondence between the uwPD8086/8088 and 16-bit V series, and Table D-2 shows 
mnemonic correspondence. 


Table D-1. Register Correspondence with uPD8086 and 8088 


UPD8086, 8088 16-Bit V Series | yPD8086, 8088 16-Bit V Series 
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UPD8086, 8088 | 16-Bit V Series | wPD8086, 8088 | 16-Bit V Series | uPD8086, 8088 | 16-Bit V Series 


PD8086, 8088 | 16-Bit V Series 
SHR SHR 


Remark -: No corresponding instruction 
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ADJBA 
CVTDB 
CVTBD 
ADJBS 
ADDC 
ADD 
AND 
CALL 
CVTBW 
CLR1 CY 
CLR1 DIR 
DI 

NOT1 CY 
CMP 
CMPBK/ 
CMPBKB/ 
CMPBKW 
PS: 
CVTWL 
ADJ4A 
ADJ4S 
DEC 
DIVU 
DSO: 
DS1: 
FPO1 


BRK 3 
BRKV 
RETI 

BH 
BNC/BNL 


BNE/BNZ 
BV 

BPE 

BPE 

BPO 

BN 

BE/BZ 

MOV AH, PSW 
MOV DSO 
LDEA 

MOV DS1, 
BUSLOCK 
LDM/LDMB/ 
LDMW 


LOOP 
LOOPE 
LOOPNE 
LOOPNZ 
LOOPZ 
MOV 
MOVS 
MOVSB 
MOVSW 
MUL 
NEG 
NOP 
NOT 
OR 
OUT 
POP 
POPF 
PUSH 
PUSHF 
RCL 
RCR 
REP 
REPE 
REPNE 
REPNZ 
REPZ 
RET 
ROL 
ROR 
SAHF 
SAL 
SAR 
SBB 
SCAS 


DBNZ 
DBNZE 
DBNZNE 
DBNZNE 
DBNZE 
MOV 
MOVBK 
MOVBKB 
MOVBKW 
MULU 
NEG 
NOP 
NOT 

OR 

OUT 
POP 
POP PSW 
PUSH 
PUSH PSW 
ROLC 
RORG 
REP 
REPE 
REPNE 
REPNZ 
REPZ 
RET 
ROL 
ROR 
MOV PSW, AH 
SHL 
SHRA 
SUBC 
CMPM/ 
CMPMB/ 
CMPMW 
SHL 


SS: 
STC 
STD 
STI 
STOS 


SUB 
TEST 
WAIT 
XCHG 
XLAT 
XLATB 


SS: 
SET1 CY 
SET1 DIR 
El 
STM/STMB/ 
STMW 
SUB 
TEST 
POLL 
XCH 
TRANS 
TRANSB 
XOR 
ADD4S 
BRKEM 
BEKXA 
CALLN 
CHKIND 
CMP4S 
DISPOSE 
EXT 
FPO2 
INM 

INS 
OUTM 
PREPARE 
REPC 
REPNC 
RETEM 
RETXA 
ROL4 
ROR4 
SUB4S 
TEST1 
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[Data transfer] 
LDEA ... 94 
MOV ... 97 
TRANS ... 165 
TRANSB ... 165 
XCH ... 166 


[Repeat prefix] 


REP ... 124 
REPC ... 126 
REPE ... 124 
REPNC ... 127 
REPNE ... 128 
REPNZ ... 128 
REPZ ... 124 


[Primitive block transfer] 
CMPBK ... 61 


CMPBKEB ... 61 
CMPBKW ... 61 
CMPM ... 63 
CMPMEB ... 63 
CMPMW ... 63 
LDM ... 95 
LDMB ... 95 
LDMW ... 95 
MOVBK ... 100 


MOVBEB ... 100 
MOVBKW ... 100 


STM ... 153 
STMB ... 153 
STMW ... 153 


[Bit field manipulation] 
EXT ... 81 
INS ... 92 


[Input/output] 
IN ... 88 
OUT ... 114 


[Primitive input/output] 
INM ... 90 
OUTM ... 115 


[Addition/subtraction] 
ADD ... 13 

ADDC ... 17 

SUB ... 155 

SUBC ... 159 


[BCD operation] 
ADDAS ... 15 
CMPA4S ... 59 
ROL4 ... 136 
ROR4 ... 141 
SUBA4S ... 157 


[Increment/decrement] 
DEC ... 72 
INC ... 89 


[Multiplication/division] 


DIV ... 75 
DIVU ... 77 
MUL ... 102 
MULU ... 105 


[BCD adjustment] 


ADJ4A ... 19 
ADJ4S ... 20 
ADJBA ... 21 
ADJBS ... 22 


[Data conversion] 


CVTBD ... 65 
CVTBW ... 66 
CVTDB ... 67 
CVTWL ... 68 
[Compare] 
CMP ... 57 


[Complement operation] 
NEG ... 107 
NOT ... 109 
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[Logical operation] 


AND ... 23 
OR... 112 
TEST ... 1614 
XOR ... 167 


[Bit manipulation] 


CLR1 ... 54 
NOT1 ... 110 
SET1 ... 144 
TEST1 ... 163 
[Shift] 

SHL ... 147 
SHR ... 149 
SHRA ... 151 
[Rotate] 
ROL ... 134 
ROLC ... 137 
ROR ... 139 
RORC ... 142 


[Subroutine control] 
CALL ... 49 
RET ... 129 


[Stack manipulation] 
DISPOSE ... 74 

POP ... 118 
PREPARE ... 120 
PUSH ... 122 


[Branch] 
BR ... 41 


[Conditional branch] 
BC ... 25 


BCWZ ... 26 
BE....27 
BGE ... 28 
BGT ... 29 
BH ... 30 
BL ... 25 
BLE ... 31 
BLT ... 32 
BN ... 33 
BNC ... 34 
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BNE ... 35 
BNH ... 36 
BNL ... 34 
BNV ... 37 
BNZ ... 35 
BP ... 38 
BPE ... 39 
BPO ... 40 
BV ... 48 
BZ... 27 
DBNZ ... 69 
DBNZE ... 70 
DBNZNE ... 71 


[Interrupt] 
BRK ... 43 
BRKV ... 45 
CHKIND ... 52 
RET... 132 


[CPU control] 


BUSLOCK ... 47 
DI... 73 

El ... 80 

FPO1 ... 83 
FPO2 ... 85 
HALT ... 87 
NOP ... 109 
POLL ... 117 


[Segment override prefix] 


DSO: ... 79 
DS1:... 79 
PS: ... 79 
SS: ... 79 


[Emulation mode control] 


BRKEM ... 44 
CALLN ... 51 
RETEM ... 131 


[Extended address mode control] 


BRKXA ... 46 
RETXA ... 133 


BRK ... 43 
BRKEM ... 44 
BRKV ... 45 
BRKXA ... 46 
BUSLOCK ... 47 
BV ... 48 

BZ... 27 


[C] 

CALL ... 49 
CALLN ... 51 
CHKIND ... 52 
CLR1 ... 54 


APPENDIX F INSTRUCTION INDEX (mnemonic: alphabetical order) 


CMP ... 57 
CMP4S ... 59 
CMPBK ... 61 
CMPBKEB ... 61 
CMPBKW ... 61 
CMPM ... 63 
CMPMEB ... 63 
CMPMW ... 63 
CVTBD ... 65 
CVTBW ... 66 
CVTDB ... 67 
CVTWL ... 68 


[D] 

DBNZ ... 69 
DBNZE ... 70 
DBNZNE ... 71 
DEC ... 72 
DI... 73 
DISPOSE ... 74 
DIV ... 75 
DIVU ... 77 
DSO: ... 79 
DS1: ... 79 


[E] 
El... 80 
EXT ... 81 


[F] 
FPO1 ... 83 
FPO2 4. 85 


[H] 
HALT ... 87 


(0 

IN ... 88 
INC ... 89 
INM ... 90 
INS ... 92 


[L] 
LDEA ... 94 
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LDM ... 95 
LDMB ... 95 
LDMW ... 95 
[M] 

MOV ... 97 
MOVBK ... 100 


MOVBKB ... 100 
MOVBKW ... 100 


MUL ... 102 
MULU ... 105 
[N] 

NEG ... 107 
NOP ... 108 
NOT ... 109 
NOT1 ... 110 
[0] 

OR... 112 
OUT ... 114 
OUTM ... 115 
[P] 

POLL ... 117 
POP ... 118 
PREPARE ... 120 
PS: ... 79 
PUSH ... 122 
[R] 

REP ... 124 
REPC ... 126 
REPE ... 124 
REPNC ... 127 
REPNE ... 128 
REPNZ ... 128 
REPZ ... 124 
RET ... 129 
RETEM ... 131 
RET... 132 
RETXA ... 133 
ROL ... 134 
ROL4 ... 136 
ROLC ... 137 
ROR ... 139 
ROR4 ... 141 
RORC ... 142 
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[S] 

SET1 ... 144 
SHL ... 147 
SHR ... 149 
SHRA ... 151 
SS: ... 79 
STM ... 153 
STMB ... 153 
STMW ... 153 
SUB ... 155 
SUBAS ... 157 
SUBC ... 159 
[T] 

TEST ... 161 
TEST1 ... 163 
TRANS ... 165 
TRANSB ... 165 
[X] 

XCH ... 166 
XOR ... 167 
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